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^Thompson Products 


TIE ROD SOCKET • TIE ROD SOCKET 



c z _ __ . ^~J 

* 

STEERING REIAY ROD 


TYPICAL ILLUSTRATION OF TIE ROD ASSEMBLY USED BY 

CADILLAC NASH PACKARD 

LA SALLE OLDSMOBILE PONTIAC 


BRACKET 


!»- 


IDLER ARM BUSHING 



TYPICAL ILLUSTRATION OF STEERING LINKAGE USED BY 

LINCOLN 


FORD 


MERCURY 













^Thompson Products 
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TIE ROD SOCKET 


SLEEVE 





TYPICAL ILLUSTRATION OF TIE ROD ASSEMBLY USED BY 

BUICK NASH WILLYS 


TIE ROD SOCKET TIE ROD SOCKET 


TIE ROD SOCKET 

I TIE ROD 




jt 
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TIE ROD SOCKET 


, * 

TIE ROD 


-*¥ 


TYPICAL ILLUSTRATION OF TIE ROD ASSEMBLY USED BY 


CHRYSLER 
DE SOTO 
DODGE 


FRAZER KAISER 

HUDSON PACKARD 

PLYMOUTH 


LONG ROD ASSEMBLY 

\ 



TIE ROD SOCKET TIE ROD SOCKET 

SHORT ROD ASSEMBLY 


X- 


J SHORT ROD | 

fleJiisp 

(6>^v s'* <S) 

<§> ^ CLAMP ^ © 
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TYPICAL ILLUSTRATION OF TIE ROD ASSEMBLY USED BY 


CHEVROLET 






















YEARS MODELS 


1937-40 26S 


Chassis Parts Ac-Au 


KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


A. C. F. BRILL 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 
402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 


AEROCOACH 


1940-46 P29, PB20, EFI, EFT, P33, 

P37, P45, P46 

402AX 402 4021 4021 

cf King Bolt 7f|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 



1938-41 D, E, EFI, EFS, EFT, PB20 

423AX 423 4231 4231 

d"Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 

ES75 

ES122 

mUsed With Straight Rod 
mUsed With Curved Rod 

AMERICAN LA FRANCE 

1939-46 114, 145, 190, 501 Quad, 

B500TSW0, 550, 575 

402AX 402 4021 4021 

<f King Bolt 7§|" x 1.359 

cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cT.010" O.S. Bolts and Bushings 

ES133 

ES138 

Housed With Straight Rod 
miUsed With Curved Rod 

1938-42 501, 550, 560, 571, 575, 

500TJSC 

443AX 443 3831 3831 

cf King Bolt 7£§" x 1.234 

cfStd. Bolts and" Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

mUsed With Straight Rod 
miUsed With Curved Rod 

1937-42 407, 410, 412, 415, 512-T, 

515, 507, 575, 585, 

512CC, 512THSC, 5-125- 
HD, 601, 612HD, 612TR, 
675CDO 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

mUsed With Straight Rod 
mUsed With Curved Rod 

ARMLEDER TRUCK 

1932 21 HA, 2*4 T 

328A 328 3281 3281 

cf Bolt and Bushing Assembly 



AUBURN 

1936 654, 852, 6-8 Cyls. 

364A 364 3643 3644 

cf Bolt and Bushing Assembly 


Front /Front 8 HB680 

(Rear 8 HB680 

Rear /Front 4 HB682 

( Rear 4 HB686 

1934-35 652, 652X, 652Y, 653, 6 

Cyls. 

364A 364 3643 3644 

cf Bolt and Bushing Assembly 

ES25 ET41 

Front /Front 8 HB680 

(Rear 8 HB680 

Rear /Front 4 HB682 

(Rear 8 HB680 

1934-35 850, 850X, 850Y, 851, 

8 Cyls. 

364A 364 3643 3644 

cf Bolt and Bushing Assembly 

*ES14 *ET40 

Front c Front 8 HB680 

*] Rear Up. 4 HB686 

(Rear Lr. 4 HB680 

Rear /Front 4 HB682 

(Rear 8 HB680 

AUSTIN 

1938-46 Bantam, 60, 62, A, 65 4 

Cyls. 

314 3141 3141 



1930-37 Bantam, 2-75, 3-75, 4-75, 

4 Cyls. 

314AX 314 3141 3141 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

C 1 *)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. \ 































































Chassis Parts 


Au-Av 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


AUTOCAR TRUCK 


1942-46 C50T, C90T # U70 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

ISSiUsed With Straight Rod 

ISJlUsed With Curved Rod 

1937-46 D, DP # DF, DH, DL, UD # 

UDF, URB, URL, 1UTR, 
3UTR, 3TR # 4TR, 5TR # 
6X4DF, 6X2DF, NF, NL, 
U30, U40, U40D, U40T, 
U50, U60, U60T/ C70, 
C70D, U70T, C80/ C90T/ 
C70T, C4064, C7062, 

U7062, C7064/ U7064 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

IS&Used With Straight Rod 

■^HUsed With Curved Rod 

1937-46 S/ T/ UN, US, UDF, UNF, 

UPD, 4UTR, 5UTR, T, NF, 
UT, TC, TD, TO, UTD, UTO, 
CD, UTCD, C80D, C90, 
C90D, C8062, C8064, 

C9062, CDIOOD, CD100T, 
DC 10062, U60D, U70, 

U80, U80D, U80T, U90, 
U90T, U90D, U8062, 

U8064, U9062, U9064, 

C70, C70S, C70TS, U70S, 
DC100, DC100T 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 



1937-42 RL, RM, UB, ITR, RLD, RMT, 

2TR, 3TR, 6X2-RL, C30, 
C30T, C40, C40T, C50T, 
C70T, U20, U20T, U30T, 
U10, U10T 

443AX 443 3831 3831 

cf King Bolt 1%%' x 1.234 
cfStd. Bolts arid~ Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

l£3tUsed With Straight Rod 

l^HUsed With Curved Rod 

1932-41 R, RE, RF, RG, A, B, UA, 

UB, U10, U10T, C20, 

C20T, 1 V 2 - 51 / 2 T./ 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6% x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Bolts and Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 



1937-40 RL, RLD, RM, RWT, UB, 

ITR, 2TR, 3TR, RH, RHD, 
6XRL, U20, C30, C40, 
C40T, C60T, C70T, 7y 2 - 
10 T, 6 Cyls. 

443AX 443 3831 3831 

cf King Bolt 7£§" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 



1931-40 DF, DFT, DH, DP, N, D, NA, 

NB, NC, ND, 6N. 6X4DF, 
6X2N, 4TR, NE, NF, NFT, 
NH, NT, RLS, UD, UDF, 
UDFT, UDT, UNT, 1UTR, 
2UTR, 3UTR, C40D, C50, 
C50D, C60, C80T, U30, 
U40, U40T, U40D, U50, 
U60T, U70T, 3-15% T, 

6 Cyls. 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7|i x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1932-36 A, D, DE, DP, DT, RH, RHD, 
RHT, 6D, 6DR, 6X2RH, 
2V 2 -9 T, 6 Cyls. 

- 443AX 443 3831 3831 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 7^" x 1.234 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

• 403AX 403 4031 4031 

cfStd. Grooved Bolts and Plain Bushings 

• Indicates that this item will be supplied 
only until present stock is exhausted. 



AVAILABLE 1 

RUCK 

1945-46 CS550SP 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 

cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1938-46 CS600, CS700, CS600SW, 

CS700SW, CS550SPX, 
C600LSU, CS600SP, CS- 
700SP, CS700DSW, WS- 
315, B410 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Av-Be 


Pf Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


AVAILABLE TRUC K-Cont'd 


1937-46 X240, X300, WS145, WS- 

155, WS175, WS245, WS- 
285, CS250, CS250L, C'- 
300, CS300L, CS200SP, 
CS250SP, C250B, 0400- 
LB, CS400, CS400L, CS- 
500, C500 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

d\010" O.S. Bolts and Bushings 

ES75 

ES122 

^Used With Straight Rod 

^Used With Curved Rod 

1937-46 WS245, WS305, X400, WS- 

405, CS400LSP, C550, 
CS550, C600, CS600, 612, 
C650, UC35 

402AX 402 4021 4021 

cf King Bolt 7§^" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.oio" O.S. Bolts and Bushings 

ES133 

ES138 

^Used With Straight Rod 

H^Used With Curved Rod 

1937-42 Cl00, CS100, C200, CS200, 

C250, CS250, CS250L, C- 
300, CS300, CS300L, P- 
105, PI06, PI07, X110, 
XI20, XI50, XI70, X210, 
WS115, WS125 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 

ES75 

ES122 

ISHUsed With Straight Rod 

l£&Used With Curved Rod 

1931-42 T23, W230, W240, X220, 

X240, X250, X280, 

C350, C400, C450, 3-7 
Ton, 6 Cyls. 

443AX 443 3831 3831 

cf King Bolt 7£§" x 1.234 
cf Plain Bolts and Grooved Bushings 
443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

• 403AX 403 4031 4031 

cfStd. Grooved Bolts and Plain Bushings 

• Indicates that this item will be supplied 
only until present stock is exhausted. 



1931-42 W140, T12, T20, X-120, 2 T; 

W120, iy 2 T; W170, X- 
170, W200, W210, X-270, 
2 y> T; PI05, PI06, X-110, 
X-140, Cl 00, C200, 

C250, C300, 34.5 T, 6 
Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Bolts and Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 



1931-42 T23, W230, W240, X-280, 

X-300, C450, C500, 6 
Cyls. 

443AX 443 3831 3831 

cf King Bolt x 1.234 

cfStd. Plain Bolts and Grooved Bushings 
443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

• 403AX 403 4031 4031 

cfStd. Grooved Bolts and Plain Bushings 

• Indicates that this item will be supplied 
only until present stock is exhausted. 



1931-42 T27, T35, T37, T39, T43, 

W300, W400, X-310, X- 
400, X410, C550, C600, 
C650, 2y 2 -10 T, 6 Cyls. 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7^" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 




BEAVER 


1937-41 24PT, 25PT, 35PT, 50, 50H, 

150, 150H, 102, 202, 250 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

l^Used With Straight Rod 

!£&Used With Curved Rod 

1939 150H 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

^fcUsed With Straight Rod 
l&AUsed With Curved Rod 

1938 250 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX110 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1937-38 50, 140, 150, 150A 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf 010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Be-Br Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 1 

orPin 

| Bushing 



BECK 


1940-45 

Mainliner Luxuryliner, 

Series 220 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

l^&Used With Straight Rod 

Ig&Used With Curved Rod 

1937-45 

Super 19, Steeliner, Super 
Steeliner, 190 Steeliner; 
Mainliner, Luxuryliner 
Series 185 

443AX 443 3831 3831 

cf King Bolt 7§f' x 1.234 
cfStd. Bolts and Bushings 

443AX-+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

l£$Used With Straight Rod 

l&fcUsed With Curved Rod 

1941 

Metro Inter-City 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 

ES75 

ES122 

l^Used With Straight Rod 

l^JlUsed With Curved Rod 


BIEDERMAN 


1946-47 NSH, NSD 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7f|" x 1.359 

402AX+10 402^10 4681 4681 

cf .010" O.S. Bolts and Bushings 



1938-40 40, 90 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402 hLO 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

Is&Used With Straight Rod 

l£JiUsed With Curved Rod 

1940 90, 110 

413AX 413 4131 4131 

cf King Bolt 9 j^" x 1.484 
cfStd. Bolts and Bushings 

413AX +10 413+10 4136 4136 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

loused With Straight Rod 

H+&Used With Curved Rod 

1938 150 

461AX 461 4611 4611 

cT King Bolt 9%" x 1.609 



BROCKWAY TRUCK 

1945-47 260XL, 260XWL 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

ISJiUsed With Straight Rod 

!£$Used With Curved Rod ♦ 

1938-47 D49, E49, ES49, G49, H49, 

E55, ES55, H55, G55, J55, 
E61, ES61, 146W, 152, 
153, 154, 156, 154W, 
154WH, 160X4 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402 +10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

^fcUsed With Straight Rod 

IsL&Used With Curved Rod 

• 

1937-47 C43, 43C, D43, 43D, 43E, 

43F, E43, D49, E49, M94, 
M96, 110, MHO, Ml 12, 
125X,M125X,M128,130, 
Ml30, 145, M145, 146, 
147, 152, 153, 154, 156, 
M150X4, M150X5, M146, 
M152 

443AX 443 3831 3831 

cf King Bolt 7i|" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

loused With Straight Rod 

l£&Used With Curved Rod 

1937-47 B17, B21, B25, B31, B37, 

B43, C31, C37, 37C, 37D, 
K31, L21, L31, J37, 78, 
83, 87, 88, M83, M88, 
88 W, 88WH, M92, 90X, 
92, 94, 110, 121, 125X, 
128 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 

ES75 

ES122 

Housed With Straight Rod 

l£$Used With Curved Rod 

1938-42 F49, F55, F61, 49F, 49FF, 

55D, 55E, 55EE, 55F, 

55FF, M160X4, M165X5, 
M162, Ml66 

402X 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1935-42 120, 130, 130-PS, 140, 145, 

146, 147, 150X-4, 150X- 
5, 152, 153, 154, 156 

443AX 443 3831 3831 

cf King Bolt 7if ' x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 



MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


BROCKWAY TRUC K-Cont'd 


1934-42 

50E, 50E1, 78, 80, 83, 87, 
88 , 90X, 92, 93, 94, 96, 
110, 112, 125X, 128, iy 2 - 
4 T, 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 


* 

1938 

220X, 260X 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 




BU ICK 


1946-48 41, 46S, 51, 59, 56C, 56S, 

8 Cyls. 

360AX 360 3601 3601 

ES128 

Radius 

1 Front—See Ind. Wheel Susp. Section 

| Rear—Uses Coil Springs 

Rod Bushings## 4 HB970 

1946-48 71, 76C, 76S, 8 Cyls. 

360AX 360 3601 3601 

ES71 

Radius 

1 Front—See Ind. Wheel Susp. Section 

| Rear—Uses Coil Springs 

Rod Bushings## 4 HB970 

1942 H40, H50, 8 Cyls. 

360AX 360 3601 3601 

ES128 

Front—See Ind. Wheel Susp. Section 

Rear—(Uses Coil Springs) 

Radius Rod Bushing## 4 HB970 

1938-42 40, 50, 60, H60, 70, H70, 

8 Cyls. 

360AX 360 3601 3601 

ES71 

Front—See Ind. Wheel Susp. Section 

Rear—(Uses Coil Springs) 

Radius Rod Bushing## 4 HB970 

1941-42 90, 8 Cyls. 

380AB 380 3805 3805 

ES71 

Front—See Ind. Wheel Susp. Section 

Rear—Uses Coil Springs 

Radius Rod Bushing## 4 HB970 

1938-40 38-90, 39-90, 40-80, 40- 

90, 8 Cyls. 

380AX 380 3801 3801 

Right Hand Assembly## 
Left Hand Assembly## 

ES101 ET61 
ES101 ET61 


1938-39 38-80, 39-80, 8 Cyls. 

379AX 379 3791 3791 

Right Hand Assembly## 
Left Hand Assembly## 

ES101 ET61 
ES101 ET61 


1937 37-40, 37-60, 8 Cyls. 

360AX 360 3601 3601 

Right Hand Assembly## 
Left Hand Assembly## 

ES101 ET66 
ES101 ET66 

Front—See Ind. Wheel Susp. Section 

Rear / Front 4 0417 740i 

\ Rear 4 0417 7401 

1937 37-80, 8 Cyls. 

379AX 379 3791 3791 

Right Hand Assembly## 
Left Hand Assembly## 

ES101 ET61 
ES101 ET61 

Rear / Front 4 0342 0088 

\ Rear 4 0342 0088 

1937 37-90, 8 Cyls. 

380AX 380 3801 3801 

Right Hand Assembly## 
Left Hand Assembly## 

ES101 ET61 
ES101 ET61 

Rear / Front 4 0342 0088 

\ Rear 4 0342 0088 

1936 36-40, 8 Cyls. 

360AX 360 3601 3601 

Right Hand Assembly## 
Left Hand Assembly## 

ES40 ET53 

ES40 ET53 

Rear /Front 2 SU837 

\ Rear 2 SU837 

1936 36-60, 8 Cyls. 

379AX 379 3791 3791 

Right Hand Assembly## 
Left Hand Assembly## 

ES52 ET52 

ES52 ET52 

Rear / Front 4 0340 0086 

(Rear 4 0340 0086 

1936 36-80, 8 Cyls. 

379AX 379 3791 3791 

Right Hand Assembly## 
Left Hand Assembly## 

ES52 ET61 

ES52 ET61 

Rear / Front 4 0340 0086 

1 Rear 4 0340 0086 

1936 36-90, 8 Cyls. 

380AX 380 3801 3801 

Right Hand Assembly## 
Left Hand Assembly## 

ES52 ET61 

ES52 ET61 

Rear ( Front 4 0340 0086 

| Rear 4 0340 0086 

1934-35 34-40, 35-40, 8 Cyls. 

360AX 360 3601 3601 

Right Hand Assembly## 
Left Hand Assembly## 

ES40 ET53 

ES40 ET53 

Rear ( Front 2 SU830 

X Rear 2 SU817 

1934-35 34-50, 35-50, 8 Cyls. 

349AX 349 1471 1471 

Right Hand Assembly##’ 
Left Hand Assembly## 

ES41 ET54 

ES42 ET54 

Rear / Front 2 SU828 

X Rear 2 SU829 

1934-35 34-60, 35-60, 8 Cyls. 

349AX 349 1471 1471 

Right Hand Assembly#:# 
Left Hand Assembly## 

ES41 ET54 

ES42 ET54 

Rear ( Front 4 0340 0086 

X Rear 4 0340 0086 

1934-35 34-90, 35-90, 8 Cyls. 

350AX 350 1481 1481 

Right Hand Assembly## 
Left Hand Assembly## 

ES43 ET55 

ES44 ET55 

Rear / Front 4 0340 0086 

X Rear 4 0340 0086 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Bu-Ca Chassis Parts 



YEARS 

Mnnn c 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 



King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 

B U 1 C K-Cont'd 

1933 

33-50 (after Frame 
2673137), 8 Cyls. 

No. 

316AX 

316 

1471 

1471 

ES30 

ET41 


1933 33-50 (to Frame No. 2673137), 

8 Cyls. 

316AX 

316 

1471 

1471 

ES14 

ET40 


1933 

33-60, 8 Cyls. 


173AX 

173 

1471 

1471 

ES15 

ET42 


1932 

32-50, 8 Cyls. 


316AX 

316 

1471 

1471 

ES14 

ET11 


1931-32 

60, 8 Cyls. 


173AX 

173 

1471 

1471 

ES15 

ET18 


1931 

8-50, 8 Cyls. 


242AX 

242 

3601 

3601 

ES14 

ET11 

Rear 

Rear 

2 

tsusoi 



1925-30 

Standard Six, 115, 
40 

116, 

173AX 

173 

1471 

1471 




CADILLAC 


1941-48 

60S, 61, 62, 63, 67, 75; 
4162, 34 T., Ambulance 
(4x2) 163" W. B. 

8 Cyls. 

432AX 

432 

4321 4321 

ES103 

Front—See 
Rear ^ 

Ind. Wheel 

■Front 

Rear 

Rear 

Rear 

Susp. Section 

4 HB760 

8 HB760 

2 SH509 (Outer Link) 

2 SH508 (Inner-w/pins) 

1939-40 

3960S, 4060S, 8 Cyls. 

432AX 

432 

4321 4321 

ES103 


Front—See 

Ind. Wheel Susp. Section 




cf For cars with 

' king pins 









392AX 

392 

3601 3601 



Rear f 

Front 

4 

HB689 



d"For cars with % 

" king pins 



1 

Rear 

2 SU817 


1939-40 

3961, 4062, 4072, 8 Cyls. 

432AX 

432 

4321 4321 

ES103 


Front—See 

Ind. Wheel Susp. Section 




cf For cars with 

' king pins 




- Front 

4 

HB760 



392AX 

392 

3601 3601 



Rear J 

Rear 

8 

HB760 



cf For cars with %" 

king pins 




Rear 

2 SH509 (Outer Link) 








•**' iP - 

‘Rear 

2 SH508 (Inner 

- w/pins) 

1938-40 

75, 90, 8-16 Cyls. 


381 

Brg. Used 










Right Hand Assembly£3T 

*ES43 

*ET55 

Rear 'f'-f Fftnt 

4 

HB711 





Left Hand Assembly#® 

*ES44 

*ET55 

^ \ Rear Up. 

4 

HB711. 

1938 

3860S, 8 Cyls. 

392AX 

392 

3601 3601 



Front—See 

Ind. Wheel Susp. Section 





Right Hand Assembly#®* 

ES59 

ET63 

Rear ( 

Front 

4 

HB689 





Left Hand Assembly#® 

ES59 

ET63 

\ 

Rear 

2 SU817 


1938 

3865 (132" W.B.), 8 Cyls. 


391 

Brg. Used 



Rear f 

Front 

4 

HB711 




Right Hand Assembly#®* 

*ES43 

*ET55 

t 

Rear 

4 

HB711 





Left Hand Assembly#® 

*ES44 

*ET55 





1937-38 

3760, 3860, 3865, (160" 

392AX 

392 

3601 3601 



Front—See 

Ind. Wheel Susp. Section 



W.B.), 8 Cyls. 


Right Hand Assembly#® 

ES59 

ET63 









Left Hand Assembly#® 

ES59 

ET63 

Rear 

Rear 

2 SU817 


1937 

3765, 3770, 8 Cyls. 


391 

Brg. Used 



Rear 

Front 

4 

HB711 




Right Hand Assembly#® 

*ES43 

*ET55 









Left Hand Assembly#® 

*ES44 

*ET55 





1937 

3775, 3785, 8-12 Cyls. 


381 

Brg. Used 



Rear 

Front 

4 

HB711 




Right Hand Assembly#® 

*ES43 

*ET55 









Left Hand Assembly#® 

*ES44 

*ET55 





1936-37 

3690, 3790, 16 Cyls. 






Rear i 

f Front 

4 

HB712 








i 

L Rear Up. 

4 

HB711 

1936 

3660, 8 Cyls. 

363AX 

363 

3601 3601 



Rear 1 

f Front 

4 

HB6S0 




Right Hand Assembly#® 

ES47 

ET63 

1 

(Rear 

2 SU817 






Left Hand Assembly#® 

ES47 

ET63 





1936 

70, 75, 80, 85, 8-12 Cyls. 


381 

Brg. Used 



Rear 1 

f Front 

4 

HB711 




Right Hand Assembly#® 

*ES43 

*ET55 

1 

(Rear Up. 

4 

HB711 





Left Hand Assembly#® 

*ES44 

*ET55 





1934-35 

355D, 370D, 452D, 8-12-16 


Right Hand Assembly#® 

*ES43 

*ET55 

Rear 1 

f Front 

4 

HB712 


Cyls. 



Left Hand Assembly#® 

*ES44 

*ET55 

1 

[ Rear Up. 

4 

HB711 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*) Asterisk indicates that sockets and rods must be installed together. 

(t)Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 6 


























































Chassis Parts 


Ch-Ch 


MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


CHEVROLET 


1940-48 All Pass, and U. S. Army 

Models 15A (1941- 

1503); 16 A, 16B, 16C, 
(1942-1503)/ (4x2) 

Serial Prefix AG, BG 

420AX 420 3516 3516 

cfStd. Bolts and Bushings 

420AE 420 3517 3517 

d"Std. Bolts and .0145" oversize O.D. 
Bushings. For use when Bushing Chambers 
have been reamed oversize. 

Non Adjustable Long Rod Assy.£3T 
Adjustable Long Rod Assy.g^ 
Sockets for Adj. Long Rod Assy.g^ 
Long Rod Only£^ 
Short Rod AssemblygST 
Short Rod Onlytf^ 
Adjustable Sockets 0nly£2T 

ESS3A 

ES83B 

ES84 

ET77 

ES84A 

ET74 

ES84 

Front—See Ind. Wheel Susp. Section 

1 

Rear 

f Front 2 0347 0090 

Rear 2 T751 

cfFor cars having Tryon Type Shackles 

Rear 8 HB735 

Rear 2 HS106 

' cfFor cars having Harris Type Shackles 

1942 U. S. Army Model 16D/ 

(1942-1503), (4X2) 

Serial Prefix BG 

Std. Bolts and .0145" oversize O.D. Bush-£2T 
ings. For use when Bushing Chambers have 
been reamed oversize. 

420AX 420 3516 3516 

d" Std. Bolts and Bushings 

420AE 420 3517 3517 

Short Rod 0nly£3T 

ET74 

Front—See Ind. Wheel Susp. Section 

Rear < 

, Front 2 0347 0090 

(Rear 2 T751 

J cf For cars having Tryon Type Shackles 
\ Rear 8 HB735 

1 Rear 2 HS106 

^cfFor cars having Harris Type Shackles 

1940 KB (Conv. Axle), 6 Cyls. 

.005" O.S. Bolts and Bushings£ 3 T 
.010" O.S. Bolts and Bushings£2T 

266AB 266 2665 2665 

d" Std. Bolts and Bushings 

266AB+5 266+5 3875 3875 

266AB+10 266+10 4275 4275 

Drag Link Assembly tW 

*ES23 *ET 6 

DS100 

Front 

(Front 2 0349 7400 

(Rear 2 T736 

Rear 

(Front 2 0347 0090 

t Rear 2 T751 

1939 JA, Master DeLuxe, 6 Cyls. 

Use with Pitman Arm 599639^ 
(*/&" Thick, Forging No. 599645) 

Use with Pitman Arm 3651543#^ 
(%" Thick, Forging No. 3651544) 

420AX 420 3516 3516 

d” Std. Bolts and Bushings 

420AE 420 3517 3517 

d"Std. Bolts and .0145" Oversize O.D. 
Bushings. For use when Bushing Chambers 
have been reamed oversize. 


Front—See Ind. Wheel Susp. Section 

Rear 1 

(Front 2 0347 0090 

(Rear 2 T748 

1 Non-Adjustable Long Rod Assy.g^ 

1 Adjustable Long Rod Assy 

] Sockets for Adjustable Long Rod Assy.£2T 

/ Long Rod Onlyg ^ 3 

] Short Rod Assy.£3T 

/ Sockets for Short Rod Assy.£^ 

Short Rod 0nly£3T 

ES81A 

ES81B 

ES82 

ET77 

ES82A 

ES82 

ET74 


i Non-Adjustable Long Rod Assy.£2T 

1 Adjustable Long Rod Assy.&g* 

j Sockets for Adjustable Long Rod Assy.£ 2 r 
/ Long Rod OnlygST 

] Short Rod Assy.£ 2 T 

J Sockets for Short Rod Assy .*® 3 

Short Rod Only&sT 

ES83A 

ES83B 

ES84 

ET77 

ES84A 

ESS4 

ET74 

1939 JB (Conv. Axle), 6 Cyls. 

.005" 0.5. Bolts & Bushings#^* 
.010" O.S. Bolts & Bushmgsj£ 2 T 

266AB 266 2665 2665 

d"Std. Bolts and Bushings 

266AB+5 266+5 3875 3875 

266AB+10 266+10 4275 4275 

Drag Link Assembly#^ 

*ES23 *ET 6 

DS97 

Front j 

r Front 2 0349 7400 

L Rear 2 T736 

Rear / Front 2 0347 0090 

\ Rear 2 T748 

1937-38 GA, HA, Master, 6 Cyls. 

351AC 351 3516 3516 

d"Std. Bolts and Bushings 

351AE 351 3517 3517 

cfStd. Bolts and .0145" Oversize O.D. 
Bushings. For use when Bushing Chambers 
have been reamed oversize. 

Drag Link Assembly#^- 

ES29 

*ES23 *ET7 

DS96 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0347 0090 

1 Rear 2 T735 

1937-38 GB, HB (Conv. Axle), 

6 Cyls. 

.005" O.S. Bolts & Bushings£3F 
.010" O.S. Bolts & BushingsitsT 

266AB 266 2665 2665 

cfStd. Bolts and Bushings 

266AB+5 266+5 3875 3875 

266AB+10 266+10 4275 4275 

ES29 

*ES23 *ET 6 

Front / Front 2 0349 7400 

t Rear 2 T736 

Rear / Front 2 0347 0090 

\ Rear 2 T735 

1936 Standard FC, 6 Cyls. 

384AX 384 2661 2661 

Drag Link Assembly*^ 

DS93 

Front ^ 

Front 2 0349 7400 

Rear 2 T736 

Rear ^ 

Front 2 0347 0090 

Rear 2 T735 

1935-36 EA, FA, Master, 6 Cyls. 

351AC 351 3516 3516 

cfStd. Bolts and Bushings 

351AE 351 3517 3517 

cfStd. Bolts and .0145" Oversize O.D. 
Bushings. For use when Bushing Chambers 
have been reamed oversize. 

Drag Link Assembly^* 

ES29 

*ES23 *£17 

DS95 

Front—See Ind. Wheel Susp. Section 

Rear | 

Front 2 0347 0090 

. Rear 2 T735 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the 
the length and diameter of the Bolt. 7 


proper King Bolt Set in such cases, we are showing 



















































Chassis Parts 


Ch-Ch 


YEARS 


MODELS 



KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bnlt 
or Pin 

Bushing 


CHEVROLE T-Cont'd 


1935-36 ED, FD (Conv. Axle), 6 

Cyls. 

.005" O.S. Bolts and Bushings#^ 
.010" O.S. Bolts and Bushingsg^ 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266+10 4271 4271 

ES29 

DS94 

cTDrag Link 
Assembly 

Front ^ 

Front 2 T736 

Rear 2 0343 0089 

Rear ^ 

f Front 2 0347 0090 

i Rear 2 T735 

1933-35 Standard Six, CC, DC, EC, 

6 Cyls. 

343AX 343 3431 3431 

Drag Link Assemblygar 

*ES23 *ET6 
DS99 

Front j 

f Front 2 0337 007 

i Rear 2 T701 

Rear j 

f Front 2 0336 007 

[ Rear 2 T702 

1934 DA, Master, 6 Cyls. 

351AC 351 3516 3516 

cTStd. Bolts and Bushings 

351AE 351 3517 3517 

cTStd. Bolts and .0145" Oversize O.D. 
Bushings. For use when Bushing Chambers 
have been reamed oversize. 

ES29 

Front—See Ind. Wheel Susp. Section 

Rear j 

f Front 2 0347 0090 

[ Rear 2 T735 

1930-33 AD, AE, BA, CA, 6 Cyls. 

.005" O.S. Bolts and BushingsggT 
.010" O.S. Bolts and BushingsgST 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266+10 4271 4271 

ES29 

*ES23 *ET11 

Front j 

f Front 2 0222 007 

[ Rear 2 T701 

Rear ^ 

f Front 2 0222 007 

t Rear 2 T702 

1928-29 AA, 4 Cyls.; AB, 6 Cyls. 

.005" O.S. Bolts and BushingsgST 
.010" O.S. Bolts and Bushingsg^ 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266+10 4271 4271 

ES28 

*ES10 *ET11 

Front 

r Front 2 0222 007 

\ Rear Up. 2 0222 0052 

(Rear Lr. 2 0222 007 

Rear 

i Front 2 0222 007 

\ Rear Up. 2 0222 0052 

(Rear Lr. 2 0222 007 


CHEVROLET BUS 


1937 


Bus, 6 Cyls. 


423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cT.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 


cTStd. Grooved Bolts and Plain Bushings 


CHEVROLET TRUCK 


1948 

RL, RX, (School Bus); RV, 

462AX 462 4621 4621 

ES142 


Front 

( Front 

2 

T762 

0425 

00133 


RVS, RW, RWS, (2 Ton) 

cT Includes Thrust Bearings—Suitable as 




t Rear 

2 




replacement for Thrust Washer type set. 




r Front 

2 


0426 

0040 



Drag Link Assemblygsjf 

DS146 


Rear 

1 Rear Up. 

2 


0426 






\ Rear Up. 

4 



00122 







\ Rear Lr. 

2 


0426 

0040 

1948 

RP, RR, RS, C.O.E., 2 Ton 

462AX 462 4621 4621 

ES142 


Front 

( Front 

2 

T754 


00133 



cT Includes Thrust Bearings—Suitable as 




( Rear 

2 


0425 



replacement for Thrust Washer type set. 




/Front 

2 


0426 

0042 






Rear 

1 Rear Up. 

2 


0426 







j Rear Up. 

4 



00122 







V Rear Lr. 

2 


0426 

0042 

1947-48 

EP, FP, i/ 2 Ton ComT. 

420AB 420 3516 3516 

ES29 


Front 

( Front 

2 

T761 



Drag Link Assembly£sT 

*ES23 

*ET6 


\ Rear 

2 


0348 

0089 



DS146 


Rear 

( Front 

2 


0348 

0089 







t Rear 

2 

T748 



1947-48 

ER, FR, y 4 Ton Com'l. 

313AX 313 3131 3131 

ES29 


Front 

( Front 

2 

T761 




cTStd. Bolts and Bushings 

*ES23 

*ET6 


| Rear 

2 


0348 

0089 


.005" O.S. Bolts and BushingsgST 

313AX+5 313+5 3651 3651 




/ Front 

2 


0426 

0040 


.010" O.S. Bolts and Bushings£T 

313 AX+10 313 flO 3931 3931 



Rear 

J Rear Up. 

2 


0426 

00122 


.020" O.S. Bolts and BushingsgZT 

313AX+20 313+20 4531 4531 



\ Rear Up. 

4 





Drag Link AssemblygSfT 

DS146 



\ Rear Lr. 

2 


0426 

0040 

1947-48 

ES, FS, 1 Ton 

313AX 313 3131 3131 

ES26 

RT38 

Front 

( Front 

2 

T762 





cTStd. Bolts and Bushings 




\ Rear 

2 


0425 

00133 


.005" O.S. Bolts and Bushingi/BT 

313AX+5 313+5 3651 3651 




/Front 

2 


0426 

0040 


.010" O.S. Bolts and Bushingigy 

313AXflO 313+10 3931 3931 



Rear 

J Rear Up. 

2 


0426 

00122 


.020" O.S. Bolts and Bushings!®* 

313AX+20 313 f 20 4531 4531 



\ Rear Up. 

4 




Drag Link AssemblygST 

DS146 



VRear Lr. 

2 


0426 

0040 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*>Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 8 
























































Chassis Parts 


Ch-Ch 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS Qc. BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


CHEVROLET T R U C K-Cont'd 


1947-48 

QJ, QK, RJ, RK, H/ 2 Ton 

.005" O.S. Bolts and Bushings;®* * 
.010" O.S. Bolts and Bushings®* 
.020" O.S. Bolts and Bushings®* 

313AX 313 3131 3131 

cTStd. Bolts and Bushings 

313AX+5 313+5 3651 3651 

313AX+10 313+10 3931 3931 

313AX f20 313+20 4531 4531 

Drag Link Assembly®* 

ES26 

DS146 

RT38 

Front 

Rear 

f Front 

1 Rear 
r Front 
■j Rear Up. 

( Rear Lr. 

2 

2 

2 

2 

2 

T762 

0425 

0426 

0426 

0426 

00133 

0040 

0040 

1947 

QP, QR, QS, (C.O.E.) 

462AX 

462 

4621 

4621 

ES142 


Front 

( Front 

2 

T754 












\ Rear 

2 


0425 

00133 










/ Front 

2 


0426 

0042 










1 Rear Up. 

2 


0426 










Rear 

1 Rear Up. 

4 



00122 










V Rear Lr. 

2 


0426 

0042 

1947 

QL, QX (School Bus), QV, 

462AX 

462 

4621 

4621 

ES142 


Front 

( Front 

2 

T762 




QVS, QW, QWS, (2 Ton) 








t Rear 

2 


0425 

00133 










r Front 

2 


0426 

0040 










J Rear Up. 

2 


0426 





Drag Link Assembly®* 

DS146 


Rear 

) Rear Up. 

4 



00122 










v Rear Lr. 

2 


0426 

0040 

1946 

DR, y 4 Ton Com'l. 

313AX 

313 

3131 

3131 

ES29 


Front 

( Front 

2 

T736 





cTStd. Bolts and Bushings 


*ES23 

*ET6 


l Rear 

2 


0348 

0089 


.005" O.S. Bolts and Bushings®* 

313AX+5 

313+5 

3651 

3651 

DS91 



r Front 

2 


0426 

0040 


.010" O.S. Bolts and Bushings®* 

313AX+10 

313+10 

3931 

3931 

cTDrag Link 

_ 

J Rear Up. 

2 


0426 



.020" O.S. Bolts and Bushings®* 

313AX+20 

313+20 

4531 

4531 

Assembly 

wear 

j Rear Up. 

4 



00122 










\ Rear Lr. 

2 


0426 

0040 

1946 

DS, 1 Ton Com'l. 

313AX 

313 

3131 

3131 

ES26 

RT38 

Front 

( Front 

2 

T754 





cTStd. Bolts and Bushings 





t Rear 

2 


0425 

00133 


.005" O.S. Bolts and Bushings®" 

313AXf5 

313+5 

3651 

3651 

DS91 



/ Front 

2 


0426 

0040 


.010" O.S. Bolts and Bushings®* 

313AX+10 

313+10 

3931 

3931 

(/Drag Link 

_ 

J Rear Up. 

2 


0426 



.020" O.S. Bolts and Bushings® 

313AX+20 

313+20 

4531 

4531 

Assembly 

ear 

\ Rear Up. 

4 



00122 










* Rear Lr. 

2 


0426 

0040 

1946 

OE, OF, OG, PL, PV, PW, 

462AX 

462 

4621 

4621 

ES142 


Front 

( Front 

2 

T754 




PX, PP, PR, PS, (2 Ton, 

cTKing Bolts 6*^" x 1.109 





t Rear 

2 


0425 

00133 


School Bus, C.O.E.) (With 

Drag Link Assy, for C.O.E. Models®* 

DS92 



/ Front 

2 


0426 

0042 


3678186 or 3683214 

Drag Link Assy, for Heavy Duty Models®* 

DS91 



J Rear Up. 

2 


0426 



Stamped in 1 Beam) 







Rear 

) Rear Up. 

4 



00122 










V Rear Lr. 

2 


0426 

0042 

1946 

OE, OF, OG, PL, PV, PW, 

423AX 

423 

4231 

4231 

ES142 


l-ront 

( Front 

2 

T754 




PX, (2 Ton, School Bus) 

cTStd. Bolts and Bushings 


DS91 



\ Rear 

2 


0425 

00133 


(With 3651011 or 

423AX+10 

423+10 

4491 

4491 

c/Drag Link 


/'Front 

2 


0426 

0042 


3656629 Stamped on 1 

cf.OlO" O.S. Bolts and Bushings 

Assembly 


J Rear Up. 

2 


0426 



Beam) 

322AX 

322 

3221 

3221 



Rear 

| Rear Up. 

4 



00122 



(/Grooved Bolts and Plain Bushings 




v Rear Lr. 

2 


0426 

0042 

1941-46 

AK, BK, CK, DP, 1/2 Ton 

420AB 

420 

3516 

3516 

ES29 


Front 

( Front 

2 

T736 




Com'l.; Also 1941-42 



cTStd. Bushing 




\ Rear 

2 


0348 

0089 


U. S. Army Models 20A, 



3517 

3517 

*ES23 

*ET6 

Rear 

( Front 

2 


0348 

0089 


20B, 20C, (1941 3103-4- 



cT .0145" 

Oversize 




\ Rear 

2 

T748 




16); 21 A, 21B, 21C, 21G, 



0. D. Bushings 










21H, 21J, 21K, (1942 


Drag Link Assembly®* 

DS91 









3103-4-5-16) (4x2) Seri¬ 





rT All Exc. 21C 








al Prefix AK, BK, BG 













1941-46 

YR, YS, YT, MR, MS, OR, 

423AX 

423 

4231 

4231 

ES123 


Front 

( Front 

2 

T754 




OS, PJ, PK, H /2 Ton 

cTStd. Plain Bolts and Grooved Bushings 




t Rear 

2 


0425 

00133 


(Heavy Duty); YU, YV, 

423AX+10 

423+10 

4491 

4491 




/ Front 

2 


0426 

0042 


YW, MU, MV, MW, OH, 

cT .010" O.S. Bolts and Bushings 




J Rear Up. 

2 


0426 



Ol, OJ, (C.O.E.); MT, MY, 

322AX 

322 

3221 

3221 



Rear 

j Rear Up. 

4 



00122 


OW, OY, (School Bus) 

cTStd. Grooved Bolts and Plain Bushings 




' Rear Lr. 

2 


0426 

0042 


Drag 


Link Assy. (EXCEPT) C.O.E. ModelsfcT 
Drag Link Assy, for C.O.E. Models£ST 


DS91 

DS92 


1941-42 AL, AM, BL, BM, */ A Ton 
Com'l; Also U. S. Army 
Models 20D, (1941 

3605); 21D, 21E, 21F, 
(1942 3604-5) (4x2) 

Serial Prefix AL, BL 


420AB 


420 


3516 3516 

cTStd. Bushing 

3517 3517 
cf .0145" Oversize 
O.D. Bushing 

Drag Link Assembly£3T 


ES29 

*ES23 *ET6 


DS91 
d All Exc. 21E 


Front 


( Front 
\ Rear 


T736 


0348 0089 


Rear 

/Front 

J Rear Up. 

} Rear Up. 
VRear Lr. 

2 

2 

4 

2 

0426 

0426 

0426 

0040 

00122 

0040 

Front 

r Front 

2 T754 



( Rear 

2 

0425 

00133 


/ Front 

2 

0426 

0040 


J Rear Up. 

2 

0426 


Rear 

| Rear Up. 

4 


00122 


^ Rear Lr. 

2 

0426 

0040 


1941-42 AN, BN, 1 T Com'l 


420AB 


420 


3516 3516 
cTStd. Bushing 

3517 3517 
</ .0145" Oversize 
O.D. Bushing 

Drag Link Assembly&ir 


ES29 

*ES23 *ET6 


DS91 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 9 














































Chassis Parfs 


Ch-Ch 

YEARS 


MODELS 



KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


CHEVROLET T R U C K-Cont'd 


1941-46 YR, YS, YT, MR, MS, OR, 

OS, PJ, PK, H/ 2 T. (Ex¬ 
cept Heavy Duty; Also 

U. S. Army Models 30A, 
30B, 30C, 30D, 30E, 30F, 
30G, 30H, 30J, 30K, 30L, 
30M, 30N; (1941 4103- 
4-5-9, 4409); 31A, 31B, 
(1942 4103-7), (4x2) 

Serial Prefix YR, YS, MR 

313AX 313 3131 3131 

cf Std. Bolts and Bushings 

313AX+5 313+5 3651 3651 

cf.005" O.S. Bolts and Bushings 
313AX+10 313+10 3931 3931 

O' .010" O.S. Bolts and Bushings 

313 AX f 20 313+20 4531 4531 

cT-020" O.S. Bolts and Bushings 

ES26 RT38 

DS91 

cf Drag Link 
Assembly 

Front | 

Front 2 T754 

Rear 2 0425 00133 

Rear 

- Front 2 0426 0042 

Rear Up. 2 0426 

Rear Up. 4 00122 

- Rear Lr. 2 0426 0042 

1941-42 U. S. Army Models YA, 

YB, YC, YG, YH, YJ, YK, 
YL, YM, YN, YQ, YZ, 
(1941 G4103, G4112); 

ZE, ZG, ZH, ZK, ZL, ZM, 
ZQ, (1941 G4105-13-52- 
62-63-65-74); NE, NF, 
NG, NH, NJ, NK, NL, NM, 
NN, NP, NQ, NZ, (1941- 
42 G4112, G7103-5-6-7- 
13-16-17-23-27-28-33- 
43); (4x4) 

(Serial Prefix YP-Q-X; 
ZP-Q; NE-F-G-H-J-K-L- 
M-N-P-Q-Z.) 



Front | 

Front 2 0426 0040 

Rear Lr. 2 0426 0040 

Rear Up. 2 0426 

Rear 

• Front 2 0426 0042 

Rear Lr. 2 0426 0042 

Rear Up 2 0426 

Rear Up. 4 00122 

1940 KC, 1/2 Ton; Also U. S. 

Army KC, 1/2 Ton (4x2) 
.005" O.S. Bolts & BushingsggT 
.010" O.S. Bolts & Bushings^ 

266A B 266 2665 2665 

o' Std. Bolts and Bushings 

266AB+5 266+5 3875 3875 

266AB+10 266+5 4275 4275 

Drag Link Assembly gar 

ES29 

*ES23 *ET6 

DS91 

Front ^ 

Front 2 T736 

. Rear 2 0348 0089 

Rear ^ 

Front 2 0348 0089 

L Rear 2 T748 

1940 KD, 3/4 Ton, KE, 1 Ton; 

Also U. S. Army KD, 
KE, (4x2) 

.005" O.S. Bolts & Bushings^ 
.010" O.S. Bolts & Bushings&HT 

266A B 266 2665 2665 

O' Std. Bolts and Bushings 

266AB+5 266+5 3875 3875 

266AB+10 266+10 4275 4275 

Drag Link Assembly gar 

ES29 

*ES23 *ET6 

DS91 

Front j 

f Front 2 T736 

L Rear 2 0348 0089 

Rear | 

: Front 2 0338 0040 

Rear Up. 2 0338 

! Rear Lr. 2 0338 0040 

1940 WA, WB, 4X2, ll/ 2 T 

.010" O.S. Bolts & BushingsgST 
.020" O.S. Bolts & BushingsgST 

313AX 313 3131 3131 

cT Std. Bolts and Bushings 

313AX+5 313+5 3651 3651 

cf .005" O.S. Bolts and Bushings 
313AX+10 313+10 3931 3931 

313AX+20 313+20 4531 4531 

ES26 RT38 

DS91 

cf Drag Link 
Assembly 

Front | 

f Front 2 T736 

l Rear 2 0348 0089 

Rear ( 

r Front 2 0338 0042 

Rear Up. 2 0338 

l Rear Lr. 2 0338 0042 

1940 WC (Heavy Duty) 

WD, WE, WF (COE) 1% T 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cf Std. Grooved Bolts and Plain Bushings 
Drag Link AssemblygaT 

ES123 

DS92 

Front j 

( Front 2 0427 00133 

t Rear 2 T754 

Rear , 

r Front 2 0338 0042 

Rear Up. 2 0338 

/ Rear Lr. 2 0338 0042 

1939 JC, Ms T 

.010" O.S. Bolts and BushingsgST 

266AX 266 2661 2661 

cf Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 

ES29 

*ES23 *ET6 

DS91 

cf Drag Link 
Assembly 

Front 1 

( Front 2 T736 

( Rear 2 0348 0089 

Rear 

( Front 2 0348 0089 

1 Rear 2 T748 

1939 VE, VF, VG, VH (COE), 

iy 3 T 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 

If Tie Rod has two R. H. threads, useg^ 
If Tie Rod has R. H. & L. H. threads, useg^ 
Drag Link Assembly&ar 

ES122 

ES123 

DS92 

Front 

( Front 2 0427 00133 

( Rear 2 T754 

Rear 

/Front 2 0338 0042 

j Rear Up. 2 0338 

\ Rear Up. 4 00122 

vRear Lr. 2 0338 0042 

1937-39 GD, HD, JD, % T 

GE, HE, JE, 1 T 

.010" O.S. Bolts and Bushingsgar 

266AX 266 2661 2661 

cfStd. Bolts and Bushings 

266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 

ES29 

*ES23 *ET6 

DS91 

cf Drag Link 
Assembly 

Front 

/ Front 2 T736 

\ Rear 2 0348 0089 

Rear 

/Front 2 0348 0089 

I Rear Up. 4 00122 

) Rear Up. 2 0338 

VRear Lr. 2 0338 0040 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 10 

















































Chassis Parts 


Ch-Ch 


YEARS 


MODELS 


KI 

KING 1 

NG BOUT SETS 
30UTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 
Used | 

| Shackle | 

1 Bolt 1 
| orPin 1 

(Bushing 


CHEVROLET TRUCK 


Front 

( Front 

\ Rear 

2 

2 

T736 

0348 

0089 

Rear 

/Front 

2 


0338 

0042 


J Rear Up. 

4 



00122 


) Rear Up. 

2 


0338 



vRear Lr. 

2 


0338 

0042 

Front 

( Front 

2 

T736 




| Rear 

2 


0348 

0089 

Rear 

( Front 

2 


0348 

0089 


(Rear 

2 

T735 



Front 

( Front 

2 

T736 




| Rear 

2 


0343 

0089 

Rear 

( Front 

2 


0338 

0042 


>5 Rear Up. 

2 


0338 

(Note) 


( Rear Lr. 

2 


0338 

0042 

Note: If rear shackle is bushed, use (4) 

00122 

Front 

( Front 

2 

T736 




t Rear 

2 


0343 

0089 

Rear 

( Front 

2 


0343 

0089 


t Rear 

2 

T735 



Front 

( Front 

2 

T736 




\ Rear 

2 


0343 

0089 

Rear 

( Front 

2 


0338 

0042 


■j Rear Up. 

2 


0338 

(Note) 


( Rear Lr. 

2 


0338 

0042 

Note: If rear shackle is bushed, use (4) 

00122 

Front 

( Front 

2 


0222 

007 


\ Rear 

2 

T701 



Rear 

( Front 

2 


0338 

0042 


•j Rear Up. 

2 


0338 

(Note) 


C Rear Lr. 

2 


0338 

0042 

Note: If rear shackle is bushed, use (4) 

00122 

Front 

( Front 

2 


0222 

007 


| Rear 

2 

T701 



Rear 

( Front 

2 


0222 

007 


t Rear 

2 

T702 



Front 

( Front 

2 


0222 

007 


\ Rear 

2 

T701 



Front 

( Front 

2 


0222 

007 


t Rear 

2 

T701 



Front 

( Front 

2 


0222 

007 


■J Rear Up. 

2 


0222 

0052 


( Rear Lr. 

2 


0222 

007 

Rear 

f Front 

2 


0222 

007 


•j Rear Up. 

2 


0222 

0052 


( Rear Lr. 

2 


0222 

007 

Front 

( Front 

2 


0222 

007 


■5 Rear Up. 

2 


0222 

0052 


( Rear Lr. 

2 


0222 

007 


1937-39 SA, SB, SC, SD, H/ 2 T 

TA, TB, TC, TD, 1 % T 
VA, VB, VC, VD, iy 2 T 

•005" O.S. Bolts and BushingsgaT 
.010" O.S. Bolts and BushingsgaT 
.020" O.S. Bolts and BushingsgaT 


1937-38 GC, HC, y 2 T 


.010" O.S. Bolts and BushingsgaT 


1935-36 QA, QB, QC, QD, iy 2 T 

RA, RB, RC, RD, iy 2 T 

.005" O.S. Bolts and BushingsgaT 
.010" O.S. Bolts and BushingsgaT 
.020" O.S. Bolts and BushingsgaT 


1934-36 DB, EB, FB, y 2 T 


.010" O.S. Bolts and BushingsgaT 


1934 PA, PB, PC, PD, iy 2 T 

.005" O.S. Bolts and BushingsgaT 
.010" O.S. Bolts and BushingsgaT 
.020" O.S. Bolts and BushingsgaT 


1933 OA, OB, OC, OD, iy 2 T 

.005" O.S. Bolts and BushingsgaT 
.010" O.S. Bolts and BushingsgaT 
.020" O.S. Bolts and BushingsgaT 


1930-33 AD, AE, BB, CB, y 2 T 


.010" O.S. Bolts and BushingsgaT 


1931-32 LT, MA, MB, MC, MD, NA, 

NB, NC, ND, iy 2 T 

.005" O.S. Bolts and BushingsgaT 
.010" O.S. Bolts and BushingsgaT 
.020" O.S. Bolts and Bushingsg^ 


1930 LR, LS, iy 2 T 


.010" O.S. Bolts and BushingsgaT 


1929 AC, y 2 T, 6 Cyl*. 


.010" O.S. Bolts and BushingsgaT 


1928-29 LP, LQ, 1-1 % T, 4-6 Cyls. 


.010" O.S. Bolts and Bushingsg^ 


313AX 313 3131 

cfStd. Bolts and Bushings 


3131 


313AX+5 313+5 3651 3651 
313AX+10 313+10 3931 3931 
313AX+20 313+20 4531 4531 


266AX 266 2661 2661 

cfStd. Bolts and Bushings 
266AX+5 266+5 3871 3871 

cf-005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


313AX 313 3131 3131 

cfStd. Bolts ar.d Bushings 

313AX+5 313+5 3651 3651 

313AX+10 313+10 3931 3931 

313AX+20 313+20 4531 4531 


266AX 266 2661 2661 

cfStd. Bolts and Bushings 
266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


ES26 RT38 


DS91 

cf Drag Link 
Assembly 


ES29 

*ES23 *ET6 
DS91 

cf Drag Link 
Assembly 


ES26 RT3S 
DS90 

cf Drag Link 
Assembly 


313AX 313 3131 3131 

cf Std. Bolts ar.d Bushings 

313AX+5 313+5 3651 3651 

313AX+10 313+10 3931 3931 

313AX+20 313+20 4531 4531 


ES29 

*ES23 *ET6 
DS90 

cf Drag Link 
Assembly 


313AX 313 3131 3131 

cf Std. Bolts and Bushings 
313AX+5 313+5 3651 3651 

313AX+10 313+10 3931 3931 

313AX+20 313+20 4531 4531 


266AX 266 2661 2661 

cf Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


313AX 313 3131 3131 

cf Std. Bolts and Bushings 
313AX+5 313+5 3651 3651 

313AX+10 313+10 3931 3931 

313AX+20 313+20 4531 4531 


266AX 266 2661 2661 

cf Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


266AX 266 2661 2661 

cf Std. Bolts and Bushings 
266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


266AX 266 2661 2661 

cf Std. Bolts and Bushings 
266AX+5 266+5 3871 3871 

cf.005" O.S. Bolts and Bushings 
266AX+10 266+10 4271 4271 


ES29 

DS90 

cf Drag Link 
Assembly 


ES29 

*ES23 *ET11 


ES29 

*ES23 *ET11 


ES29 

*ES23 *ET11 


ES29 

*ES23 *ET11 


ES28 

*ES10 *ET11 


ES28 

*ES10 *ET11 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed touether. 


t T h h e7en a B7h\nd Ul dUm e 0 tV a of e \h« h Bolt! ertain m0delS ° f trUCl “ ha ' e 0Pti ° nal ,r ° nt , T ° ^ y °“ in ‘ he selecti ° n ° f the proper Kin » Bolt Set in such cases ' we are sl,<,win » 





























































Ch'Ch Chassis Parts 




MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

YEARS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


CHRYSLER 


1941-48 C28, C34, C38, 6 Cyls. 

(Except 7 Pass. Sedan 
and Limousine) 


1942-48 C34, C38, (7 Pass. Sedan 

and Limousine), C36, 
C39, 6-8 Cyls. 


1942 


C37, Crown Imperial, 

Cyls. 


355AB 

c/Fac. Dup. 
355AE 
cT Optional 


355 3705 3701 

cT Needle Bearing 
355 3702 3701 

d Bronze 

Right Hand Assembly#® 3 
Left Hand Assembly#®" 


ES60 

ES131 


Front—See Ind. Wheel Susp. Section 


Rear 


. Front 
[ Rear 
) Rear 

I Rear 
^Rear 


HS104 

OR 


0345 0091 

▼ HB735 


HS104N 


▼ HB850 


NOTE—Y Indicates HB735 used with early type HS104 
and HB850 used with late type HS104N. 

Pivot Bushing: Std. Size Front Shock Absorber#® 3 Up. & Lr. 8 HB779 

Pivot Bushing: Oversize Front Shock Absorber#® 3 /Upper 4 HB947 

/Lower 4 HB779 

Pivot Bushing: Std. Size Rear Shock Absorber#® 3 Lower 4 HB779 

Pivot Bushing: Oversize Rear Shock Absorber#:® 3 Up. & Lr. 8 HB779 

Rear Axle Transverse Strut Bushing—(Except Convertible Coupes)#® 3 2 HB978 

Rear Axle Transverse Strut Bushing—(For Convertible Coupes)#® 3 4 HB779 


368AD 
d Fac. Dup. 
368A E 
c/Optional 


368 


368 


3685 3686 
d Needle Brg. 

3686 3686 
d Bronze 

Right Hand Assembly#® 3 
Left Hand Assembly#® 3 


ES60 

ES131 


Front—See Ind. Wheel Susp. Section 


Rear 


Front 
l Rear 
J Rear 

| Rear 
^Rear 


2 

8 

2 

8 

2 


0345 0091 

▼ HB735 


HS104 

OR 

HS104N 


YHB850 


Pivot Bushing: Std. Size Front Shock __ 

Pivot Bushing: Oversize Front Shock Absorber#® 3 


NOTE—▼ Indicates HB735 used with early type HS104 
and HB850 used with late type HS104N. 

Absorber#® 3 


Pivot Bushing: Std. Size Rear Shock 
Pivot Bushing: Oversize Rear Shock 
Rear Axle Transverse Strut 


Absorber#® 3 

Absorber#® 3 

Bushings#® 3 


Up. & Lr. 8 

HB779 

(Upper 4 

HB947 

l Lower 4 

HB779 

Lower 4 

HB779 

Up. & Lr. 8 

HB779 


HB779 


368AD 368 3685 3686 


Front- 

d Fac. Dup. (/Needle Brg. 



368A E 368 3686 3686 


Rear 

(/Optional c/Bronze 



Right Hand Assembly#® 3 

ES60 


Left Hand Assembly#® 3 

ES131 



Front—See Ind. Wheel Susp. Section - 


Pivot Bushing: Front Shock 
Pivot Bushing Front Shock 
Pivot Bushing: Rear Shock 
Rear Axle Transverse Strut 


Rear 


Absorber#® 3 Upper 
Absorber#® 3 Lower 
Absorber#® 3 Lower 
Bushing#® 3 


HB760 


HB947 

HB779 

HB779 

HB779 


1941 C30, 8 Cyls. 

368AC 368 3685 3685 

d Fac. Dup. d Needle Brg. 

368AD 368 3685 3686 

c/Optional (/Needle Brg. 

368AE 368 3686 3686 

(/Optional c/Bronze 

Right Hand Assembly#® 

Left Hand Assembly#® 

\ 

ES60 

ES131 

1941 C33 Crown Imperial, 

8 Cyls. 

368AC 368 3685 3685 

d Fac. Dup. (/Needle Brg. 

368AD 368 3685 3686 

c/Optional (/Needle Brg. 

368AE 368 3686 3686 

c/Optional c/Bronze 

£> Right Hand Assembly#® 

Left Hand Assembly#® 

ES60 

ES131 

1940 C25, C25S, 6 Cyls. 

355AB 355 3705 3701 

d Fac. Dup. d Needle Brg. 

355AE 355 3702 3701 

d Optional d Bronze 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES60 

ES131 

1940 C26, 8 Cyls. 

368A B 368 3685 3684 

c/Fac. Dup. c/Needle Brg. 

368AF 368 3686 3684 

c/Optional c/Bronze 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES60 

ES131 


Front—See Ind. Wheel Susp. Section 


, Front 

2 


0345 0091 

i Rear 

8 


▼HB735 

; Rear 

2 

HS104 

OR 


I Rear 

8 


Y HB850 

'Rear 

2 

HS104N 



Rear 


and HB850 used with late type HS104N. 


Front—See Ind. Wheel Susp. Section 


Rear 


HB760 


Front—See Ind. Wheel Susp. Section 


Rear 



0345 0091 

SU859 

SU858 

8500 (Dust Seal) 

HS104 

c/Optional Harris Type 


Front—See Ind. Wheel Susp. Section 


{ Front 2 0345 0091 

Rear RH 1 SU859 

Rear LH 1 SU858 

Rear 4 8500 (Dust Seal) 

Rear 2 HS104 

c/Optional Harris Type 


Th^e^re Tmlv Ttrucks^ave o^ti'onall'fronrax^s.^ ^help^you in the selection of the proper King Bolt Set in such cases, we are showing 

the length and diameter of the Bolt. 
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^ Chassis Parts Cil'Ch 


MODELS 

KING BOLT SETS 
KING BOLTS Sc BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle | 

Bolt 
or Pin 

Bushing 


C H R Y S L E R-Cont'd 


1940 C27, Imperial/ 8 Cyls. 

368AB 368 3685 3684 

cfFac. Dup. cf Needle Brg. 

368AF 368 3686 3684 

cf Optional cf Bronze 

Right Hand AssemblyjfcsT 
Left Hand Assembly^ 

ES60 

ES131 

Front—See Ind. Wheel Susp. Section 


1937-39 Cl6, Cl8, C22, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assembly^ 
Left Hand Assembly#^ 

ES60 

ES61 

Front—See Ind. Wheel Susp. Section 

/Front 2 0345 0091 

\ Rear RH 1 SU859 

Rear /Rear LH 1 SU858 

j Rear 4 8500 (Dust Seal) 

\ Rear 2 HS104 

cf Optional Harris Type 

1937-39 Cl4/ Cl9/ C23, 8 Cyls. 

368AX 368 3683 3684 

Right Hand Assembly 

Left Hand Assembly 

ES60 

ES61 

Front—See Ind. Wheel Susp. Section 

/Front 2 0345 0091 

IRear RH 1 SU859 

Rear /Rear LH 1 SU85S 

j Rear 4 8500 (Dust Seal) 

\ Rear 2 HS104 

cf Optional Harris Type 

1937-39 Cl5/ C20/ C24, Imperial 

Custom, 8 Cyls. 

369AX 369 3693 3694 

Right Hand Assembly#:^ 
Left Hand Assembly#^ 

ES52 ET63 

ES52 ET63 

Rear /Rear RH 1 SU831 

\ Rear LH 1 SU851 

1935-37 C2, C3, CIO/ Cll, C17, 

8 Cyls. 

369AX 369 3693 3694 

ES49 

Front Rear 2 SU831 

Rear Rear 2 SU832 

1936 C7/ Airstream, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assembly ^ 3 
Left Hand Assembly 

ES53 

ES54 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0344 0091 

\ Rear 2 SU841 

1936 C8/ Airstream, 8 Cyls. 

368AX 368 3683 3684 

Right Hand AssemblygST 
Left Hand Assembly^ 

ES53 

ES54 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0344 0091 

\ Rear 2 SU841 

1935-36 Cl, C9, 8 Cyls. 

369AX 369 3693 3694 

ES49 

Front Rear 2 SU829 

Rear Rear 2 SU82S 

1935 C6, Airstream, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assembly^ 
Left Hand Assembly£sT 

ES35 ET50 

ES36 ET50 

Front—See Ind. Wheel Susp. Section 

/Front 2 0344 0091 

\ Rear 2 SU859 

Rear /Rear 4 8500 (Dust Seal) 

j Rear 2 HS104 

cf Optional Harris Type 

1935 CZ, Airstream, 8 Cyls. 

368AX 368 3683 3684 

Right Hand Assembly^ 
, Left Hand Assembly^®" 

ES35 ET50 

ES36 ET50 

Front—See Ind. Wheel Susp. Section 

/Front 2 0344 0091 

\ Rear 2 SU859 

Rear /Rear 4 8500 (Dust Seal) 

| Rear 2 HS104 

V cf Optional Harris Type 

1934 CA, CB, 6 Cyls. 

357AX 357 3573 3574 

Right Hand Assembly£ 3 T 
Left Hand Assembly£3T 

ES35 ET50 

ES36 ET50 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0344 0091 

\ Rear 2 SU855 

1934 CU, 8 Cyls. 

362A 362 3623 3624 

cf Bolt and Bushing Assembly 

ES49 

Front Rear 2 SU829 

Rear Rear 2 SU828 

1934 CV, 8 Cyls. 

362A 362 3623 3624 

cf Bolt and Bushing Assembly 

ES49 

Front Rear 2 SU831 

Rear Rear 2 SU832 

1933 CO, 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front Rear 2 SU814 

Rear Rear 2 SU855 

1933 CT, Royal, 8 Cyls. 

311 2101 3123 

*ES 8 *ET 6 

Front Rear 2 SU814 

Rear Rear 2 SU855 

1933 CQ, Imperial, 8 Cyls. 

311 2101 3123 

*ES 8 *ET 6 


1932 Cl, 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front Rear 2 fSU807 

Rear Rear 2 tSU806 

1932 CP, 8 Cyls. 

311AX 311 2101 2824 

*ES 8 *ET 6 


1932 CH, CL, 8 Cyls. 

312AX 312 3123 2824 

*ES 6 *ET34 


1931 CM, 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front Rear 2 tSU805 

Rear Rear 2 fSU806 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

<*)Asterisk indicates that sockets and rods must be installed together. 

(t) Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection cf the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. j 3 










































































Ch-Co 


Chassis Parts 



YEARS 

MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King Bolt Upper Lower 

Bolt Set or Pin Bushing Bushing 

. . . Inter. 

Sockets Rod 

Spring Position y s °‘ d Shackle 0 ®°J[ n Bushing 


C H R Y S L E R-Cont’d 

1931 CG, Imperial, 8 Cyls. 

312AX 312 3123 2824 

*ES9 *ET2 


1930-31 66/ 6 Cyls. 

278AX 278 2071 2781 

*ES8 *ET6 


1930-31 CD, Eight and DeLuxe 

Eight 

311AX 311 2101 2824 

*ES8 *ET6 



CLARK AXLE 


FI80/ FI81/ FI82 

437AX 

437 

4371 

4371 



F208/ F208B, F209, 
F212A/ 208, 208B 

F212, 

276AX 

276 

2761 

2761 



F306, F307, F309 

275A 

275 

2751 

2751 



F308 

275A 

275 

2751 

2751 

ES74 


F264, F266, F267, 
F280, F352, F354 

F274, 

414AX 

414 

4141 

4141 



F322, F450, F452 


ES74 



CLYDESDALE TRUCK 


1937-38 

30D, 34D, 40D, 44D, 75D, 

30G-6X4, 44DCF 

423AX 423 1231 4231 

cT Std. Plain Bolts and Grooved Bushings 

a King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cT .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

d”Std. Grooved Bolts and Plain Bushings 

ES75 

ES122 

“t^Used With Straight Rod 

IS&Used With Curved Rod 

1937-38 

40D, 75D, 80D, 90D, 105D 

443AX 443 3831 3831 

cT King Bolt 7£§" x 1.234 
cf Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

“tg&Used With Straight Rod 
l£$Used With Curved Rod 


COLEMAN TRUCK 


1937 B37, B215, 18 Pass. Bus 

423AX 423 4231 

4231 

ES75 

■^SlUsed With Straight Rod 

cT Std. Plain Bolts and Grooved Bushings 

ES122 

l^Used With Curved Rod 


d* King Bolt 6%" x 1.109 




.010" O.S. Plain Bolts and Grooved Bushings/®* 

423AX+10 423+10 4491 

4491 



Std. Grooved Bolts and Plain Bushings;®* 

322AX 322 3221 

3221 




CORBITT TRUCK 


1944-46 27BT, 27TG, 27TD, 28TD, 

28TG 

461AX 461 4611 4611 

cT King Bolt 9%" x 1.609 

ES133 

ES138 

I^Used With Straight Rod 

l£3iUsed With Curved Rod 

1937-46 22B, 22BT, 22TD, 22TG, 

26D, 27D, 25TD, 25TG, 
27BT, D27BT, 40SD2, 50- 
5D4 

402AX 402 4021 4021 

King Bolt IQ” x 1.359 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

'm&Used With Straight Rod 

1£&Used With Curved Rod 

1937-45 13B, 17BT, D17BT, 18BT, 

D18BT, 21D, 22D 

443AX 443 3831 3831 

cT King Bolt 7£§" x 1.234 
d" Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

/l^Used With Straight Rod 
*^SlUsed With Curved Rod 

1937-38 13B, 14BT 

.010" O.S. Plain Bolts and Grooved Bushings/®* 
Std. Grooved Bolts and Plain Bushings;® 

423AX 423 4231 4231 

d"Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

ISSlUsed With Straight Rod 

ISSiUsed With Curved Rod 

1932-35 B6, B7, B9, 9B6T, 10B6T, 

1M--6 T, 6 Cyls. 

423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
a King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

d”.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 



1932-35 18D6T, 28SW64R, 6 Cyls. 

402AX 402 4021 4021 

d”Std. Bolts and Bushings 

a King Bolt 7^" x 1.359 

402AX+10 402+10 4681 4681 

a .010" O.S. Bolts and Bushings 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 14 










































































Co-De 



Chassis Parts 


YEARS 

MODELS 

KING BOLT SETS 
KING BOLTS 6c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 


King 

Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

Used j Shackle 

Bolt 
or Pin 

Bushing 


CORBITT TRUCK 


1931-35 B12B6, 15B6T, 12W6, 15W6, 

2-8 T, 6 Cyls. 

443AX 443 3831 3831 

d King Bolt 7i|" x 1.234 

cf Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

403AX 403 4031 4031 

d Grooved Bolts and Plain Bushings 



1928-29 630, W> T, 6 Cyls. 

328A 328 3281 3281 

d Bolt and Bushing Assembly 




CROSLEY 


1947 

CC, (Pass.), B, (Truck) 

470AX 

470 

4701 

4701 

ES510A 

cfTie Rod Assy. 

Front 

12 

HB719 







Rear 

12 

HB719 


DART TRUCK 


1946 100 

413AX 413 4131 4131 

d King Bolt 9^" x 1.484 
d”Std. Bolts and Bushings 

413AX+10 413+10 4136 4136 

d\010" O.S. Bolts and Bushings 

ES133 

ES138 

mUsed With Straight Rod ' 

^fcUsed With Curved Rod 

1937-46 30, 40, 50, 60, 60DR, 70, 

70DR, 50 Special, 60G, 
80W, 200, 251, 1500 

443AX 443 3831 3831 

d King Bolt 7if" x 1.234 
d" Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

d".010" O.S. Bolts and Bushings 

ES75 

ES122 

^Used With Straight Rod 

ISJtUsed With Curved Rod 

1937-46 60, 80, 80W, 60 Special, 

70 C.O.E., 252 

402AX 402 4021 4021 

d King Bolt 7f|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

‘fS&Used With Straight Rod 

ISJtUsed With Curved Rod 

1942-45 100, 110, 120, 140, 150, 

300, 350, 452 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 

ES133 

ES138 

*^31 Used With Straight Rod 
mUsed With Curved Rod 

1941 40G 

.010" O.S. Plain Bolts and Grooved Bushingsgar 
Std. Grooved Bolts and Plain Bushingsgaf 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 



1937-41 100, 110, 120, 462, 350, 

452, 100W, 120D, 200, 
250, 260, 462 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 



1937-39 30, 40, 40G, 50, 1000 

.010" O.S. Plain Bolts and Grooved Bushingsgar 
Std. Grooved Bolts and Plain Bushingsgar 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

caused With Straight Rod 
l£3tUsed With Curved Red 

DAY-ELDER TRUCK 

1931-35 130, 160, 2Ms-3Vs T, 6 Cyls. 

443AX 443 3831 3831 

d King Bolt 7^" x 1.234 

d"Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

403AX 403 4031 4031 

d Grooved Bolts and Plain Bushings 




DE SOTO 


1941-48 58, S10, SI 1/ 6 Cyls. 

(Except 7 Pass. Sedan 
and Limousine) 


355AB 

cfFac. 
355AE 
<f Optional 


Dup. 


355 3705 3701 

d Needle Bearing 
355 3702 3701 

d Bronze 

Right Hand Assembly#^ 
Left Hand Assembly#^ 


Front—See Ind. Wheel Susp. Section 



. Front 

2 


0345 0091 


Rear I Rear 

8 


YHB735 


} Rear 

2 

HS104 


ES60 

ES131 

1 Rear 

8 

OR 

YHB850 


^ Rear 

2 

HS104N 



Pivot Bushing: Std. Size Front Shock Absorbergar 
Pivot Bushing: Oversize Front Shock Absorber^ 

Pivot Bushing: Std. Size Rear Shock Absorber g^ 
Rear Axle Transverse Strut Bushing—(Except Convertible Coupes) g^ 
Rear Axle Transverse Strut Bushing—(For Convertible Coupes) 


NOTE—T Indicates HB735 used with early type HS104 
and HBS50 used with late type HS104N. 

Up. & Lr. 8 HB779 

Upper . 4 HB947 

Lower 4 HB779 

Up. & Lr. 8 HB779 

2 HB978 

4 HB779 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

. T . her f a ?u 3 n J Um , ber °/ cas x es L where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 


15 


























































De-De 


Chassis Parts 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


YEARS 


MODELS 


D E SOT O—Cont’d 


1942-48 S10, S11, 6 Cyls. 

(7 Pass. Sedan and 
Limousine) 


36SAD 368 

cf Fac. Dup. 
368AE 368 

cT Optional 


3685 3686 

cf Needle Brg. 

3686 3686 
cf Bronze 

Right Hand Assembly^ 
Left Hand Assembly^ 


Front—See Ind. Wheel Susp. Section 


{ Front 2 0345 0091 

Rear 8 ▼HB735 

Rear 2 HS104 

OR 

Rear 8 

Rear 2 HS104N 

NOTE—▼ Indicates HB735 used with early type HS104 
and HB850 used with late type HS104N. 

Pivot Bushing: Std. Size Front Shock Absorber^ Up. & Lr. 8 HB779 

Pivot Bushing: Oversize Front Shock Absorber(Upper 4 

t Lower 4 

Pivot Bushing: Std. Size Rear Shock Absorber^ Up. & Lr. 8 

Rear Axle Transverse Strut Bushingj£3F 4 


THBS50 


HB947 

HB779 

HB779 

HB779 


1940 57, S75, 6 Cyls. 

355AB 355 3705 3701 

cf Fac. Dup. cf Needle Brg. 

355AE 355 3702 3701 

cf Optional cf Bronze 

Right Hand Assembly 

Left Hand Assembly^ 

ES60 

ES131 

Front—See Ind. Wheel Susp. Section 

. Front 2 0345 0091 

Rear (Rear 8 ▼HB735 

1 Rear 2 HS104 

\ OR 

f Rear 8 THBS50 

^Rear 2 HS104N 

NOTE—▼ Indicates HB735 used with early type HS104 
and HB850 used with late type HS104N. 

1937-39 S3, 55, S6, 6 Cyls. 

355AX 355 3701 3701 

jsRight Hand Assembly 

Left Hand Assembly^ 

ES60 

ES61 

Front—See Ind. Wheel Susp. Section 

Rear j 

' Front 2 0345 0091 

(Rear RH 1 SU859 

Rear LH 1 SU858 

I Rear 4 8500 (Dust Seal) 

^ Rear 2 HS104 

cf Optional Harris Type 

1936 SI, Airstream, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assembly ^ 3 
Left Hand Assembly^ 

ES53 

ES54 

Front—See Ind. Wheel Susp. Section 

Rear ^ 

' Front 2 0344 0091 

Rear 2 SU841 

1935-36 SG, S2, Airflow, 6 Cyls. 

368AX 368 3683 3684 

ES50 

Front 

Rear 2 SU828 

Rear ^ 

f Front 2 0344 0091 

L Rear 2 SU855 

1935 SF, Airstream, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assembly^ 
Left Hand Assembly£3T 

ES35 ET50 

ES36 ET50 

Front—See Ind. Wheel Susp. Section 

Rear < 

/ Front 2 0344 0091 

Rear 2 SU859 

' Rear 4 8500 (Dust Seal) 

| Rear 2 HS104 

cf Optional Harris Type 

1934 SE, Airflow, 6 Cyls. 

358AX 358 3573 3584 

ES50 

Front 

Rear 2 SU828 

Rear 

(Front 2 0344 0091 

( Rear 2 SU855 

1933 SD, 6 Cyls. 

278AX 278 2071 2781 

ES50 

Front 

(Front 2 0093 

(Rear 2 SU814 

Rear 

(Front 2 0344 0091 

[ Rear 2 SU855 

1932 SC, Standard after car 

5054453; Custom after 
car 6012104, 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front 

(Front 2 0093 

( Rear 2 SU814 

Rear 

( Front 2 0344 0091 

{Rear 2 SU855 

1932 SC, Standard to car 

5054453, Custom to car 
6012104 

278AX 278 2071 2781 

*ES7 *ET9 

Front 

( Front 2 007 

( Rear 2 tSU807 

Rear 

(Front 2 0344 0091 

( Rear 2 tSU806 

1931 Six (SA after car 5020292) 

278AX 278 2071 2781 

*ES7 *ET9 

Front 

(Front 2 007 

{ Rear 2 fSUSOS 

Rear 

(Front 2 0014 

(Rear 2 tSU806 

1931 Six (SA to car 5020292) 

278AX 278 2071 2781 

*ES7 *ET9 

Front 

(Front 2 007 

(Rear 2 tSU805 

Rear 

(Front 2 0014 

(Rear 2 tSU806 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(t) Dagger indicates optional shackle; equipment type was Tryon. , , . 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 1 6 


































































Chassis Parts 




MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


DE SOTO-Cont'd 


1930-31 Eight, 8 Cyls. 

278AX 278 2071 2781 

*ES 8 *ET4 


1929-30 Six, 6 Cyls. 

278AX 278 2071 2781 

*ES 8 *ET4 

Front 

(Front 2 007 

(Rear 2 fSUSOS 1 

Rear i 

( Front 2 0014 

( Rear 2 fSU807 


DIAMOND T TRUCK 


1937-46 D30 Special, 40, 45, 45L, 

360 Special, 612SC, 614, 
614SC, 702 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cT Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

!£&Used With Straight Rod 
l£&Used With Curved Rod 

1937-46 404C, 412DR, 512B, 512DR, 

614, 614C, 702, 703, 

803C, 805, 805A, 805W, 
806, 806W, 807W, 808, 
809 

402AX 402 4021 4021 

cf King Bolt 7||" x 1.359 

cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

!&&Used With Straight Rod 

IS&Used With Curved Rod 

1937-46 612C, 615C, 702C, 802, 

803, 804C, 805C, 806, 
806W, 900, 900W, 901 

413AX 413 4131 4131 

cf King Bolt 9^." x 1.484 
cf Std. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

"fs^Used With Straight Rod 

IS&Used With Curved Rod 

1943-44 980, 981 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

"f+fcUsed With Straight Rod 
loused With Curved Rod 

1941 806, 900, 910 

.010" O.S. Plain Bolts and Grooved Bushings^* 
Std. Grooved Bolts and Plain Bushings^ 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6 %" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

ISJlUsed With Straight Rod 
fgiUsed With Curved Rod 

1941 614HD, 31/2 Ton, (4x2) 

U. S. Army 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cf Std. Bolts and” Bushings 

443AX+10 443+10 3836 3836 

cf.OlO" O.S. Bolts and Bushings 



1934-42 211 A, 211SF, 21 IFF, 212AS, 

212BS, 220, 221S, 226, 
227, 228S, 231, 242, 332, 
333, 404, 404H, 405, 406, 
201C, 306C, 1-3 T, 6 
Cyls.; Also U. S. Army 
404H, 404S, 406H, U/ 2 - 
21/j T., (4x2) (Clark 

Axles F264, F266, F267, 
F274, F280, F352, F353 

414AX 414 4141 4141 

cf King Bolt 6 %" x 1.061 



1937-39 80,201,301, 304,305,306, 

%-2y 2 T, 6 Cyls. 

437AX 437 4371 4371 

cf King Bolt 6&" x .936 



1931 -42 D20, D30, 243, 244C, 251B, 

303, 303F, 303FB, 310, 
311, 311B, 311C, 311DR, 
311FF, 312,313,316, 320, 
325B, 325DR, 350, 351C, 
351 DR, 352, 353, 360, 
375, 401, 402, 404C, 

41OA, 41 OB, 425, 475, 
509, 509H, 513,611,612, 
612H, 613, 613DR, 614, 
614DR, 614H, 614HDR, 
615, H/ 2 -5T; Also U. S. 
Army Models 509, 509- 
HS, 614, (4x2); 614S, 
(Special) 1513,4" W.B. 
(6x2) (Clark Axles F- 
306, F307, F308, F309) 

275A 275 2751 2751 

cf Bolt and Bushing Assembly 
cf King Bolt 7^" x 1.124 



1930-33 200, 210, 21 OFF, 210SF, 

211, 211FF, 215, 216, 
225, 260, 6 Cyls. 

276AX 276 2761 2761 

cf King Bolt 6 %" x .936 



1930 303, 2 T, 6 Cyls. 

328A 328 3281 3281 

cfBolt and Bushing Assembly 
cf King Bolt 7^" x .9345 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(t)Dagger Indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 17 











































Di-Do 


Chassis Parts 


Lj|l 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


DIVCO TRUCK 


1938-47 

Model U 1st to 4th Series 

423AX 423 4231 

4231 

ES75 

l£&Use with Straight Rod 


4 Cyls. UB, UL, UM, ULM, 

cf Std. Plain Bolts and Grooved Bushings 

ES122 

"IS&Use with Curved Rod 


ULM4, UM6, UM7, UM- 

cf King Bolt 6%" x 1.109 





140, UM162 after Serial 

423AX+10 423+10 4491 

4491 




L21944 

cf .010 O.S. Plain Bolts and 

Grooved 





Bushings 




Std. 

Grooved Bolts and Plain Bushings&^T 

322AX 322 3221 

3221 



1932-37 

H, HB after Serial 8154; 

423AX 423 4231 

4231 

ES75 

loused With Straight Rod 


Q34, Q35, R34, R35, S 

d" Std. Plain Bolts and Grooved Bushings 

ES122 

l£3lUse with Curved Rod 



cf King Bolt 6%" x 1.109 






423AX+10 423+10 4491 

4491 





cf .010 O.S. Plain Bolts and 

Grooved 





Bushings 




Std. 

Grooved Bolts and Plain BushingsgST 

322AX 322 3221 

3221 



1932 

H, HB (Serial 8002 to 8153) 

327AX 327 3271 

3271 




4-6 Cyls. 






DODGE 


1941-48 D19, D22, D24, 6 Cyls. 

355AX 

355 3701 3701 


Front—See Ind. Wheel Susp. Section 

(Except 7 Pass. Sedan 


Right Hand Assembly*^ 

ES60 

Front 2 

0345 0091 

and Limousine) 


Left Hand Assembly^ 

ES131 

Rear ( Rear 8 

▼ HB735 





1 Rear 2 

HS104 





\ 

OR 





I Rear 8 

▼ HBS50 





^ Rear 2 

HS104N 





NOTE—T Indicates HB735 

used with early type HS104 





and HB850 used with late type HS104N. 


1942-48 D22, D24, 6 Cyls. 

(7 Pass. Sedan 
Limousine) 


and 


Pivot 

Bushing: 

Std. Size Front Shock AbsorbergST 

Up. & Lr. 

8 

HB779 

Pivot 

Bushing: 

Oversize Front Shcck Absorberg^ 

( Upper 

4 

HB947 




l Lower 

4 

HB779 

Pivot 

Bushing: 

Std. Size Rear Shock AbsorbergST 

Up. & Lr. 

8 

HB779 

Rear Axle Transverse Strut Bushing—(Except Convertible Coupes) £2T 

2 

HB978 

Rear Axle Transverse Strut Bushing—(For Convertible 

Coupes) g2T 

4 

HB779 


368AD 

368 3685 3686 


Front—See Ind. Wheel Susp. Section 

cfFac. Dup. 

cf Needle Brg. 


. Front 

2 

0345 0091 

368AE 

368 3686 3686 


Rear ( Rear 

8 

YHB735 

(/Optional 

cf Bronze 


1 Rear 

2 

HS104 


Right Hand Assembly#^ 3 

ES60 

\ 


OR 


Left Hand Assembly^ 3 

ES131 

1 Rear 

8 

▼ HBS50 




^Rear 

2 

HS104N 




NOTE—▼ Indicates HB735 used with early type HS104 




and HB850 used with late type HS104N. 


Pivot Bushing: 
Pivot Bushing: 


Std. Size Front Shock Absorber£3T Up. & Lr. 


Oversize Front Shock Absorber^ l 


Upper 

Lower 


HB779 

HB947 

HB779 



Pivot Bushing: Std. Size Rear Shock Absorber^ 
Rear Axle Transverse Strut Bushingg3T 

Up. & Lr. 8 HB779 

4 HB779 

1941 D19 (7-Pass. Sedan and 

Limousine) 

355AB 355 3705 3701 

cfFac. Dup. cf Needle Brg. 

355AE 355 3702 3701 

cf Optional cf Bronze 

Right Hand Assembly^ 
Left Hand Assembly tw 

ES60 

ES131 

Front—See Ind. Wheel Susp. Section 

Front 2 0345 0091 

Rear (Rear 8 YHB735 

) Rear 2 HS104 

\ OR 

(Rear 8 YHBS50 

^Rear 2 HS104N 

NOTE—▼ Indicates HB735 used with early type HS104 
and HB850 used with late type HS104N. 

1940 D17, D14 (Except 7-Pass. 

Sedan and Limousine) 

355AX 355 3701 3701 

Right Hand Assembly^ 
Left Hand Assemblyg2T 

ES60 

ES131 

Front—See Ind. Wheel Susp. Section 

Rear <; 

1 

/Front 2 0345 0091 

Rear RH 1 SU859 

' Rear LH 1 SU858 

) Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104 

cf Optional Harris Type 

1940 D14 (7-Pass. Sedan and 

Limousine) 

355AB 355 3705 3701 

cfFac. Dup. cf Needle Brg. 

355AE 355 3702 3701 

cf Optional cf Bronze 

Right Hand Assemblyg3T 
Left Hand Assembly^ 

ES60 

ES131 

Front—See 

Ind. Wheel Susp. Section 

Rear < 

/Front 2 0345 0091 

Rear RH 1 SU859 

'Rear LH 1 SU858 

| Rear 4 8500 (Dust Seal) 

\ Rear 2 HS104 

cf Optional Harris Type 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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YEARS 


Chassis Parts Do-Do 


MODELS 


KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


D O D G E-Cont'd 


1939 Dll (except 7-Pass. Sedan 

and Limousine) 

355AX 355 3701 3701 

Right Hand Assembly*^ 
Left Hand Assembly£3T 

ES76 ET71 

ES77 ET72 

Front—See 

Ind. Wheel Susp. Section 

Rear ' 

(Front 2 0345 0091 

Rear RH 1 SU859 

Rear LH 1 SU858 

[Rear 4 8500 (Dust Seal) 

[Rear 2 HS104 

d Optional Harris Type 

1939 Dll (7-Pass. Sedan and 

Limousine) 

355AX 355 3701 3701 

Right Hand Assembly#^ 
Left Hand Assembly 

ES60 

ES61 

Front—See 

Ind. Wheel Susp. Section 

Rear j 

Front 2 0345 0091 

1 Rear RH 1 SU859 

' Rear LH 1 SU858 

) Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104 

d Optional Harris Type 

1938 D8, 6 Cyls. 

370AB 370 3705 3701 

cfFac. Dup. d Needle Brg. 

370AE 370 3702 3701 

cf Optional d Bronze 

( Drag Link Assembly£2T 
\ Drag Link End£3T 

d Used with 16 x 6.00 and 16 x 6.50 
( Drag Link Assembly 
\ Drag Link End£3T 

d"Used with 18 x 6.00 wheels 

ES57 ET64 

DS87 

ES70R 

Wheels 

DS88 

ES53R 

/Front RH 1 SU854 

_ I Front LH 1 SU838 

Front \ Rear LH 1 SU844 (See Note) 

VRear RH 1 0350 0093 

Note: If car has “Heavy Duty” springs, use SU839 

Rear <> 

1 

(Front 2 0345 0091 

Rear RH 1 SU859 

* Rear LH 1 SU858 

| Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104 

d Optional Harris Type 

1937 D5, 6 Cyls. 

370AX 370 3701 3701 

Drag Link Assembly^ 
Drag Link EndgHT 

ES57 ET64 

DS87 

ES70R 

/Front RH 1 SU854 

J Front LH 1 SU838 

Front \ Rear LH 1 SU844 (See Note) 

VRear RH 1 0350 0093 

Note: If car has “Heavy Duty” springs, use SU839 

Rear j 

(Front 2 0345 0091 

Rear RH 1 SU859 

Rear LH 1 SU858 

| Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104 

cT Optional Harris Type 

1936 D2, 6 Cyls. 

370AX 370 3701 3701 

Drag Link Assembly£2F 
Drag Link End£3T 

ES57 ET6 

DSS6 

ES70R 

Front -j 

/Front RH 1 SU854 

1 Front LH 1 SU838 

i Rear LH 1 SU839 

.RearRH 1 0350 0093 

Rear j 

/Front 2 0344 0091 

\ Rear 2 SU859 

Rear 4 8500 (Dust Seal) 

| Rear 2 HS104 

d Optional Harris Type 

1935 DU, 6 Cyls. 

370AX 370 3701 3701 

Drag Link Assembly^ 3 
Drag Link End£3T 

ES57 ET6 

DS85 

ES35R 

Front | 

Front 2 0350 0093 

| Rear RH 1 SU833 

Rear LH 1 SU834 

Rear j 

/Front 2 0344 0091 

[Rear 2 SU859 

Rear 4 8500 (Dust Seal) 

| Rear 2 HS104 

■d Optional Harris Type 

1934 DR (after No. 3681755) 

DS (after No. 4528655) 

355AX 355 3701 3701 

Right Hand Assembly^* 
Left Hand AssemblygST 
Drag Link End£2T 

ES35 ET50 

ES36 ET50 

ES35R 

Front—See 

Ind. Wheel Susp. Section 

Rear ^ 

Front 2 0344 0091 

Rear 2 SU855 

1934 DR (to No. 3681755) 

DS (to No. 4528655) 

354AX 354 3541 3541 

Right Hand Assembly#^ 
Left Hand Assembly£3T 
Drag Link End£3T 

ES35 ET50 

ES36 ET50 

ES35R 

Front—See 

Ind. Wheel Susp. Section 

Rear ^ 

r Front 2 0344 0091 

L Rear 2 SU855 

1933 DP, DQ/ 6 Cyls. 

337AX 337 3371 3371 

ES34 ET9 

Front j 

f Front 2 0346 0092 

t Rear 2 SU812 

Rear j 

f Front 2 0346 0092 

i Rear 2 SU813 

1933 DO, 8 Cyls. 

311 2101 3123 

ES50 


1932 DL/ 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front j 

f Rear 2 T706 

L Rear 2 fSU808 

Rear 

Rear 2 fSU807 

1932 DK/ 8 Cyls. 

311AX 311 2101 2824 

*ES7 *ET9 


1931 DH (after March 15, 1931) 

6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front ^ 

f Front 2 007 

{Rear 2 fSU807 

Rear ^ 

f Front 2 0014 

l Rear 2 tSU807 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

C*)Asterisk indicates that sockets and rods must be installed together. 

(t)Dagger Indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 1 9 





















































Chassis Parts 


Do-Do 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


D O D G E-Cont'd 


1931 DH (to March 15, 1931) 

6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front | 

r Front 2 007 

Rear 2 T706 

i Rear 2 fSUSOS 

Rear j 

f Front 2 0014 

[ Rear 2 fSU807 

1930-31 DC, DG, 8 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 


1930 DD, 6 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front ^ 

f Front 2 007 

(Rear 2 fSUSOS 

Rear j 

f Front 2 0014 

t Rear 2 fSU807 


DODGE TRUCK 


1948 BIB, i/ 2 T.; B1C, 3/ 4 T; BID, 

IT. 

370AX 370 3701 3701 



1948 B1FL, IT.; B1F, B1FA, B1FS, 

li/ 2 T. 

469AX 469 3683 4334 



1948 B1FM, B1FMA, B1HM, B1- 

HMA, li/ 2 T.; B1JM, Bl- 
JMA, B1KMA, 2T. 

446AX 446 4343 4344 



1948 B1H, BIHA, 1 l/ 2 T.; B1J, B1JA, 
B1JS, B1KA, 2T.; B1JL, B1- 
JAL, B1JML, B1JMAL, B1KAL, 
B1KMAL, 11/ 2 T.; B1R, B1RA, 
2!/ 2 T. (Except 229" W.B.) 

446AX 446 4343 4344 



1948 B1R, B1RA, 2l/ 2 T. (229" 

W.B.); B1RS, 2l/ 2 T.; BIT, 
B1TA, B1V, B1VA, 3T. 

443AX 443 3831 3831 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 


1946-47 WJ55-56-57-58-59, WJA- 

55-56-57-58-59 

446AX 446 4343 4344 

Fro 

ES6 ET34 

nt Shock Absorber 

Front \ 

; Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

! Rear 2 0424 00135 

t Front 2 0421 0097 

Rear \ Rear Up. 2 0421 0096 

(Rear Lr. 2 0421 0097 

• BushinggSTUp. & Lr. 8 HB593 

1946-47 WK65-66-67-68-69, WKA- 

65-66-67-68-69, WKD- 
60-61-62-63, 2-4 Ton 

443AX 443 3831 3831 

cf King Bolt 7i§" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf-010" O.S. Bolts and Bushings 

Fro 

ES75 

nt Shock Absorber 

Front J 

r Front 2 0094 

Rear Up. 

! Rear Lr. 2 0094 

( Front 2 0360 0098 

Rear \ Rear Up. 2 0360 0099 

( Rear Lr. 2 0360 0098 

BushingggrUp. & Lr. 8 HB593 

1946-47 WR65-66-67-68-69, 3 Ton 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

Fro 

ES133 

»nt Shock Absorber 

Front | 

Front 2 0094 

Rear Up. 

Rear Lr. 2 0094 

r Front 2 0360 0098 

Rear 1 Rear Up. 2 0360 0099 

( Rear Lr. 2 0360 0098 

' BushingggrUp. & Lr. 8 HB593 

1946-47 WDX Power Wagon, 1 Ton 

(Front Wheel Drive) 

ES75 

Front 

Rear 2 0418 0018 

Rear - 

; Front 2 0454 00131 

Rear Up. 2 0454 00130 

! Rear Lr. 2 0454 00131 

1941-47 WC, l/ 2 Ton 

WD15, y 4 Ton 

370AX 370 3701 3701 

Drag Link Assembly^ 

Pivot Bushing: Front and Rear S 

ES60 

DS111 

hock Absorber;^ 

Front \ 

; Front R.H. 1 SU838 

Front L.H. 1 SU854 

[ Rear 2 0350 0093 

Rear <j 

Up. & Lr. 

.Front 2 0454 00131 

1 Rear R.H. 1 SU864 

1 Rear L.H. 1 SU865 

iRear 4 8500 (Dust Seal) 

16 HB779 

1941-47 WD20, WD21, 1 Ton 

370AX 370 3701 3701 

Drag Link Assembly£2T 

Pivot Bushing: Front and Rear J 

ES60 

DS111 

>hock Absorber^ 

Front | 

; Front R.H. 1 SU838 

Front L.H. 1 SU854 

1 Rear 2 0350 0093 

Rear j 

Up. & Lr. 

; Front 2 0454 00131 

Rear Up. 2 0454 00130 

! Rear Lr. 2 0454 00131 

16 HB779 

1944-47 WF39, WFA39 After Serial 

No. 8500301 

433AX 433 4333 4334 

ES50 

Front - 

; Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

I Rear 2 0424 00135 

Rear 

r Front 2 0420 0041 

Rear Up. 2 0420 0073 

i Rear Lr. 2 0420 0041 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(f)Dagger Indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 20 
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Chassis Parts 


Do-Do 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

Lower 

or Pin 

Bushing 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


DODGE TRUC K-Cont'd 


1943-47 WF20-21-22, WF30-31-32- 

33-34-36, WFA30-31 -32- 
33, WFX31-32-34-36, 

WFAX31, 32, 34, 36 

433AX 433 4333 4334 

Drag Link Assembly#®* 

ES50 

DS110 

Front j 

Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

Rear 2 0424 00135 

Rear j 

Front 2 0420 0041 

Rear Up. 2 0420 0073 

Rear Lr. 2 0420 0041 

1942-47 WGM40-41 -42, 1 y 2 Ton, 

WHM45-47-48, 2 Ton, 

(Detroit Serial No. 8707- 
052 to 8707056 Domestic 
and Export 8707057 to 
8707086 Export Only, 
After 8707087 Domestic 
and Export.) (Los Ange¬ 
les Serial No. After 
9272846 Domestic and 
Export) WGMAX40-41- 
42, WHMAX45-47-48 

446AX 446 4343 4344 

ES6 ET34 

Front | 

Front Up. 2 0424 

Front Lr. 2 0424 00135 

Rear 2 0424 00135 

Rear j 

Front 2 0421 0097 

Rear Up. 2 0421 0096 

Rear Lr. 2 0421 0097 

1942-47 WG40-41-42-43-44, WGA- 

40-41-42-43-44, V/ 2 

Ton, W H45-46-47-48- 

49, WHA45-47-48-49, 2 
Ton (Detroit Serial No. 
From 8961925 to 

8961985 Export only; 
After 8961685 Domestic 
and Export) (Los Ange¬ 
les Serial No. After 
9296151 Domestic and 
Export); WGAX40-41- 
42-43-44, WHAX45-46- 
47-48-49 

446AX 446 4343 4344 

Drag Link Assembly#®" 

ES6 ET34 

DS110 

Front j 

Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

Rear 2 0424 00135 

Rear j 

Front 2 0421 0097 

Rear Up. 2 0421 0096 

Rear Lr. 2 0421 0097 

1942-47 WFM35-37-38, WFMA35- 

37-38, WFMX35-37-38, 

WFMAX35-37-38, U / 2 

Ton 

446AX 446 4343 4344 

ES6 ET34 

Front ! 

; Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

! Rear 2 0424 00135 

Rear \ 

r Front 2 0420 0041 

Rear Up. 2 0420 0073 

* Rear Lr. 2 0420 0041 

1941-42 WGM40-41-42, WGMA40- 

41-42-43, li/ 2 Ton, 
WHM45-47-48, WHMA- 
45-47-48, 2 Ton (De¬ 
troit Serial No. 8707- 
057 to 8707086 Do¬ 
mestic, 8764501 to 

8765362 Domestic and 
Export.) (Los Angeles 
Serial No. 9272811 to 
9272846 Domestic and 
Export.) 

434AX 434 4343 4344 

ES6 ET34 

Front - 

r Front Up. 2 0424 

Front Lr. 2 0424 00135 

f Rear 2 0424 00135 

Rear 

r Front 2 0421 0097 

Rear Up. 2 0421 0096 

( Rear Lr. 2 0421 0097 

1940-42 VG40-41-42-43-44; VH45- 

46-47-48-49; WG40-41 

42-43-44, WGA40-41- 

42-43-44, 11/ 2 Ton, WH- 
45-46-47-48-49, WHA- 
45-46-47-48-49, 2 Ton. 
(Detroit Serial No. 

8956351 to 8961924 Do¬ 
mestic and Export; 
8961925 to 8961985 Do¬ 
mestic only) (Los Ange¬ 
les Serial No. 9262911 
to 9263265 Domestic and 
Export.) 

434AX 434 4343 4344 

Drag Link Assembly#®” 

ES6 ET34 

DS110 

Front 

t Front Up. 2 0424 00137 

Front Lr. 2 0424 00135 

l Rear 2 0424 00135 

Rear 

r Front 2 0421 0097 

\ Rear Up. 2 0421 0096 

( Rear Lr. 2 0421 0097 

1940-41 VM35-37; WFM35-37-38, 

WFMA35-37-38, ll/ 2 Ton 

434AX 434 4343 4344 

ES6 ET34 

Front 

( Front Up. 2 0424 00137 

\ Front Lr. 2 0424 00135 

(Rear 2 0424 00135 

Rear 

1 Front 2 0420 0041 

\ Rear Up. 2 0420 0073 

( Rear Lr. 2 0420 0041 

1942 U. S. Army Model WC43, 

1/2 Ton, (4x4) 116" W.B. 
(T215) 



Rear 

/ Front 2 0454 00131 

\ Rear Up. 2 0454 00130 

( Rear Lr. 2 0454 00131 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 2 t 


























































Do-Do 

YEARS 


Chassis Parts 



KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


DODGE TRUC K-Cont'd 


1941-42 U. S. Army WC40, y 2 Ton, 

(4x4) T215 



Rear 

( Rear Up. 2 0454 00130 

(Rear Lr. 2 0454 00131 

1941-42 U. S. Army Models WC1 

to WC11 


ES148 

Front 

(Rear 2 0418 

{Rear 4 0018 

Rear 

( Front 2 0454 00131 

] Rear Up. 2 0454 00130 

( Rear Lr. 2 0454 00131 

1941-42 U. S. Army Models WC21 

to WC27, WC41 


ES148 

Rear 

(Rear Up. 2 0454 00130 

l Rear Lr. 2 0454 00131 

1940-42 VF27-28-29, 3/ 4 T.; VF20- 

21-22, WF20-21-22, 1 

T.; VF30-31 -32-33-39, 

WF30 - 31 - 32 - 33-39, 
WFA31-32-33-39, li/ 2 
Ton; Also U. S. Army 
Models WF31, WF32, 

li/ 2 T., (4x2), 135-5/16"- 
160" W.B. (Til8) 

433AX 433 4333 4334 

Drag Link Assembly^ 3 

ES50 

DS110 

Front 

(Front Up. 2 0423 00136 

] Front Lr. 2 0423 00134 

(Rear 2 0423 00134 

Rear 

(Front 2 0420 0041 

] Rear Up. 2 0420 0073 

(Rear Lr. 2 0420 0041 

1940-41 VL, VLA, VLD, VLDA, WL, 

WLA, WLD, WLDA, 2 T; 
VK, VKA, VKD, VKDA, 
WK, WKA, WKD, WKDA, 

3 T 

443AX 443 3S31 3831 

d King Bolt 7^" x 1.234 
cT Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 


1940-42 1940 VC, i/ 2 Ton, VD15, 

V 4 Ton; Also 1941-42 
U. S. Army Models WC- 
36 to WC39, WC47 to 
WC50, i/ 2 Ton, 4x2, 

116" W.B. (T112) 

370AX 370 3701 3701 

Drag Link Assembly^ 

ES60 

DS111 

Front | 

t Front RH 1 SU854 

Front LH 1 SU838 

(Rear 2 0350 0093 

Rear 

j 

/Front 2 0454 00131 

1 Rear RH 1 SU864 

| Rear LH 1 SU865 

^ Rear 4 8500 (Dust Seal) 

1941 U. S. Army Models WC12 

to WC20, i/ 2 T., (4x4) 

116" to 123" W.B. 

(T207), (T211) 



Rear ■! 

[ Front 2 0454 00131 

Rear Up. 2 0454 00130 

f Rear Lr. 2 0454 00131 

1940 U. S. Army Models VF, 11/ 2 

T.; (4x4) 143" W.B., 

(T203) Serial No. 8827- 
101 Up. 



Front ^ 

Front Lr. 2 0034 

Rear Lr. 2 0034 

Rear j 

; Front 2 0420 0041 

Rear Up. 2 0420 0073 

Rear Lr. 2 0420 0041 

1940 U. S. Army Models VC, y 2 

T.; (4x4) 116" W.B. 

(T202) (Serial No. 864- 
0001 Up.) 



Front | 

; Front LH 1 SU854 

Front RH 1 SU838 

Rear 2 035U 0093 

Rear j 

| Front 2 0454 00131 

Rear Up. 2 0454 00130 

1 RearLr. 2 0454 00131 

1940 VD20, VD21, 1 T 

370AX 370 3701 3701 

Drag Link Assembly^ 

ES60 

DS111 

Front i 

j 

; Front RH 1 SU854 

Front LH 1 SU838 

Rear 2 0350 0093 

Rear < 

1 

; Front 2 0454 00131 

Rear Up. 2 0454 00130 

’ Rear Lr. 2 0454 00131 

1939 TC, % T; TD15, % T 

370AX 370 3701 3701 

Drag Link Assembly^ 

ES57 ET64 

DS111 

Front | 

Front RH 1 SU854 

Front LH 1 SU838 

Rear 2 0350 0093 

Rear ^ 

' Front 2 0454 00131 

Rear RH 1 SU864 

Rear LH 1 SU865 

Rear 4 8500 (Dust Seal) 

1939 TD20, TD21, 1 T 

370AX 370 3701 3701 

Drag Link Assembly^ 

ES57 

DS111 

Front | 

Front RH 1 SU854 

Front LH 1 SU838 

Rear 2 0350 0093 

Rear j 

Front 2 0454 00131 

Rear Up. 2 0454 00130 

Rear Lr. 2 0454 00131 

1939 TE20-21-22, TE30-31-32, 

TF35-36-37-38-39, 
l-lM: T 

311AX 311 2101 2824 

Drag Link Assembly#^* 

ES50 

DS110 

Front | 

Front Up. 2 0418 0067 

Front Lr. 2 0418 0018 

Rear 2 0418 0018 

Rear j 

Front 2 0420 0041 

Rear Up. 2 0420 0073 

Rear Lr. 2 0420 0041 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper Kinn Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 


Do-Do 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


DODGE T R U C K—Cont'd 



1939 

TF40X4, 1% T 






c Front Up. 

2 



0053 



(Four-wheel-drive) 





Front 

■j Front Lr. 

2 



0034 









( Rear 

2 



0034 









( Front 

2 


0420 

0041 








Rear 

■J Rear Up. 

2 


0420 

0073 









( Rear Lr. 

2 


0420 

0041 


1939 

TG40-41 -42-43-44, TH45- 

422AX 

422 4223 4224 

ES6 

ET34 


r Front Up. 

2 


0419 

0053 



46-47-48-49, iy 2 -2 T 





Front 

4 Front Lr. 

2 


0419 

0034 





Drag Link Assembly 

DS110 



( Rear 

2 


0419 

0034 









, Front 

2 


0421 

0097 








Rear 

J Rear Up. 

2 


0421 

0096 









/ Rear Lr. 

2 


0421 

0097 

i — 

1938-39 

ML, RL, TL, TLA, TLD, 

443AX 

443 3831 3831 

ES75 



( Front Up. 

2 


0358 

0096 



TLDA, 2 T; MK, RK, TK, 

d"King 

Bolt 7H" x 1.234 



Front 

•] Front Lr. 

2 


0358 

0097 



TKA, TKD, TKDA, 3 T; 

cTStd. Bolts and Bushings 




( Rear 

2 


0359 

0097 



LM70-71, RX70-71, 4 T 

443AX+10 443+10 3836 3836 




r Front 

2 


0360 

0098 




c? .010" 

O.S. Bolts and Bushings 



Rear 

■) Rear Up. 

2 


0360 

0099 









( Rear Lr. 

2 


0360 

0098 


1938 

RE15-16-17, % T; RE20-21- 

311AX 

311 2101 2824 

ES50 


Front 

( Front 

2 

T706 





22, 1 T; RE30-31-32. 






( Rear 

2 


0356 

0018 



RF35-36-37, RFD38, 


Drag Link Assembly£3f 

DS110 



, Front 

2 


0357 

0035 



RF39, IVs T 





Rear 

j Rear Up. 

2 


0357 

0075 









/ Rear Lr. 

2 


0357 

0035 

0 

1938 

RE31USA 

311AX 

311 2101 2824 

ES50 



( Front Up. 

2 



0075 








Front 

3 Front Lr. 

2 


0353 

00131 





Drag Link Assembly£2F 

DS110 



( Rear 

2 


0356 

0018 









i Front 

2 


0357 

0035 








Rear 

■) Rear Up. 

2 


0357 

0075 









( Rear Lr. 

2 


0357 

0035 


1938 

RF40X4, 6 Cyls. 






r Front Up. 

2 



0053 



(Four-wheel-drive) 





Front 

■5 Front. Lr. 

2 



0034 









( Rear 

2 



0034 









r Front 

2 


0357 

0035 








Rear 

■) Rear Up. 

2 


0357 

0075 









( Rear Lr. 

2 


0357 

0035 


1937-38 

MC, RC, y> T 

370AX 

370 3701 3701 

ES57 

ET64 


( Front RH 

1 

SU854 










Front 

] Front LH 

1 

SU838 







Drag Link Assembly£3T 

DS86 



( Rear 

2 


0350 

0093 





Drag Link EndgHf 

ES70R 



, Front 

2 


0345 

0091 








Rear 

j Rear RH 

1 

SU864 











^ Rear LH 

1 

SU865 











vRear 

4 

8500 

(Dust Seal) 

» 

1937-38 

MD15-16-20-21, RD15- 

370AX 

370 3701 3701 

ES57 



( Front RH 

1 

SU854 





16-20-21, %-l T 





Front 

^ Front LH 

1 

SU838 







Drag Link Assembly^ 

DS86 



( Rear 

2 


0350 

0093 





Drag Link End£3T 

ES70R 



( Front 

2 


0413 

00131 








Rear 

•J Rear Up. 

2 


0454 

00130 

9 








( Rear Lr. 

2 


0454 

00131 


1936-38 

LG40-41-42-43, MG40-41- 

312AX 

312 3123 2824 

ES6 

ET34 


r Front Up. 

2 


0353 

0053 



42-43, RG40-41-42- 





Front 

) Front Lr. 

2 


0353 

0034 



43, iy 2 T; LH29-30, 


Drag Link AssemblygST 

DS110 



( Rear 

2 


0355 

0034 



MH29-30, RH29-30, 1 T; 






( Front 

2 


0354 

0037 



LH45-46-47-48, MH45- 





Rear 

■) Rear Up. 

2 


0354 

0074 



46-47-48, RH45-46-47- 






( Rear Lr. 

2 


0354 

0037 



48, 2 T 












1936-37 

LEI 5-16-17-20-21-22-30- 

311AX 

311 2101 2824 

ES50 


Front 

( Front 

2 

T706 





31-32; ME15-16-17-20- 






\ Rear 

2 


0356 

0018 



21-22-30-31-32; LF28- 


Drag Link Assembly#^ 

DS110 



r Front 

2 


0357 

0035 



35-36-37, MF28-35-36- 





Rear 

■5 Rear Up. 

2 


0357 

0075 



37-38-39, %-1-iy 2 T 






( Rear Lr. 

2 


0357 

0035 


1936 

LC, LCUSA (after Serial 

370AX 

370 3701 3701 

ES35 

ET6 


( Front RH 

1 

SU854 





8118443), Vs T 





Front 

•5 Front LH 

1 

SU838 







Drag Link Assembly£3T 

DS86 



( Rear 

2 


0350 

0093 





Drag Link End£3T 

ES70R 



/Front 

2 


0344 

0091 








Rear 

j Rear RH 

1 

SU864 











^ Rear LH 

1 

SU865 











\Rear 

4 

8500 

(Dust Seal) 


1936 

LC, LCUSA (to Serial 

370AX 

370 3701 3701 

ES35 

ET6 


( Front RH 

1 

SU854 





8118443), y 2 T 





Front 

7 Front LH 

1 

SU838 







Drag Link Assembly##* 

DSS6 



l Rear 

2 


0350 

0093 





Drag Link End## 

’ ES70R 



( Front 

2 


0344 

0091 

« 







Rear 

^ Rear 

2 

SU865 











( Rear 

4 

8500 

(Dust Seal) 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we m showing 
the length and diameter of the Bolt. 
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Do-Do 


Chassis Parts 


MODELS 

KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


DODGE TRUCK-Cont'd 


1936 LE31 USA, LE32USA, Vz T; 

LF37NC, School Bus 

311AX 311 2101 2824 

Drag Link Assembly^ 5 

ES50 

■ DS110 

Front 

( Front Up. 2 0075 

] Front Lr. 2 0353 00131 

(Rear 2 0356 0018 

Rear 

( Front 2 0357 0035 

■< Rear Up. 2 0357 0075 

(Rear Lr. 2 0357 0035 

1935-36 K50V-51V-52V-53V, 2 T; 

K60V-61V-62V-63V, 3 T; 
LM70-71, 4 T 

443AX 443 3831 3831 

d King Bolt 7^" x 1.234 
cTStd. Bolts and Bushings 

443AXflO 443rl0 3836 3836 

d .010" O.S. Bolts and Bushings 

ES75 

Front 

( Front Up. 2 0358 0096 

] Front Lr. 2 0358 0097 

(Rear 2 0359 0097 

Rear 

l Front 2 0360 0098 

] Rear Up. 2 0360 0099 

(Rear Lr. 2 0360 0098 

1934-36 KC, KCL from 8032346 to 

8032657; after 8032797; 
after 9202595; KC Spec. 
USA, KCL Spec. USA 

355AX 355 37oJj 370l 

ES35 

Front i 

(Front 2 0346 0092 

l Rear 2 SU812 

Rear i 

f Front 2 0346 0092 

t Rear 2 SU813 

1934-36 K35-36-37-38, K45-46-47- 

48; K35XUSA, K36USA, 
K55USA; K22V-35V- 
36V-37V-38V; K45V- 
46V-47V-48V, 6 Cyls. 

312AX 312 3123 2824 

ES6 ET34 

Front 

r Front Up. 2 0353 0053 

Front Lr. 2 0353 0034 

(Rear 2 0355 0034 

Rear 

f Front 2 0354 0037 

Rear Up. 2 0354 0074 

(Rear Lr. 2 0354 0037 

K39X4USA 

(Four-wheel-drive) 



Front 

f Front Up. 2 0053 

J Front Lr. 2 0034 

(Rear 2 0034 

Rear 

f Front 2 0357 0035 

Rear Up. 2 0357 0075 

(Rear Lr. 2 0357 0035 

1932-36 UG20-21-30-31, UGS50; 

G20-21-30-31, GS50; 
H20-21-30-31, H30USA; 

K19-20-20X-21-21X-30- 
31-32-33-34; K32V-33V- 
34V; KH15-16-17-18, 
KH20-21-22-23, KH30- 
31-32-33, KH31USA; 
KH16V-17V-18V, KH21- 

V-22V-23V-31V- 
32V-33V, KH31V-USA, 
KH32V-USA 

311AX 311 2101 2824 

ES50 

Front (Front 2 T706 

l Rear 2 0356 0018 

Rear ' 

r Front 2 0357 0035 

Rear Up. 2 0357 0075 

(Rear Lr. 2 0357 0035 

K32USA, K33XUSA 

312AX 312 3123 2824 

ES6 ET34 

Front j 

r Front 2 T706 

' Rear 2 0356 0018 

Rear 

; Front 2 0357 0035 

Rear Up. 2 0357 0075 

Rear Lr. 2 0357 0035 

1934-35 K50-51-52-70-71-72 

348A 348 3251 3251 

d Bolt and Bushing Assembly 

ES51 

Front | 

Front 2 0351 0094 

Rear 4 0351 0094 

Rear j 

Front 2 0352 0095 

Rear 4 0352 0095 

1933-34 HC, HCL; KC, KCL up to 

8032346 and from 
8032657 to 8032797; 
up to 9202595 

337AX 337 3371 3371 

ES35 

Front | 

Front 2 0346 0092 

Rear 2 SU812 

Rear j 

Front 2 0346 0092 

Rear 2 SU813 

1932-34 G43-44, H43-44 

312AX 312 3123 2824 

*ES6 *ET34 

Front | 

Front Up. 2 0353 0053 

Front Lr. 2 0353 0034 

Rear 2 0353 0034 

Rear j 

Front 2 0354 0037 

Rear Up. 2 0354 0078 

Rear Lr. 2 0354 0037 

1932-33 80, 81, 83, 85 to No. 

8820008, after No. 
8820019, 6 Cyls. 

325A 325 3251 3251 

cf Bolt and Bushing Assembly 

ES51 


1932-33 80, 81, 83, 85 from No. 

8820008 to No. 8820019, 

6 Cyls. 

348A 348 3251 3251 

d Bolt and Bushing Assembly 

ES51 


1931-32 UF-10 after No. 8002596, 

F-10 after No. 8101140, 
4-6 Cyls. 

278AX 278 2071 2781 

ES35 


1931-32 UF-10 to No. 8002596, F10 

to No. 8101140, 4-6 Cyls. 

278AX 278 2071 2781 

ES50 

Front Front 2 007 

Rear Front 2 0014 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*) Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 24 


































































Chassis Parts 


Do-Es 


i 

YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARI 

rs 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


DODGE T R U C K-Cont'd 


1931-32 UF-30-31, F-30-31, 4-6 

Cyls. 

312AX 312 3123 2824 

*ES6 *ET34 

Front j 

Front Up. 2 0353 0053 

Front Lr. 2 0353 0034 

Rear 2 0353 0034 

Rear j 

Front 2 0354 0037 

Rear Up. 2 0354 0078 

Rear Lr. 2 0354 0037 

1931 F40-41-42, from 8700955 

to 8700977; after 

8701000; after 9175207, 

6 Cyls. 

F60-61-62, from 

8760917 to 8760932; 
from 8760946 to 

8760975; after 

8761040; after 9182668, 

6 Cyls. 

348A 348 3251 3251 

cTBolt and Bushing Assembly 

ES51 

Front | 

Front 2 0351 0094 

Rear Up. 2 0351 

Rear Lr. 2 0351 0094 

Rear j 

Front 2 0352 0095 

'Rear Up. 2 0352 

'Rear Lr. 2 0352 0095 

1931 F40-41-42, to No. 8700955; 

from 8700977 to 

8701000; to 9175207; 
F60-61-62 to 8760917; 
from 8760932 to 

8760946; from 8760975 
to 8761040; to 9182668, 

6 Cyls. 

325A 325 3251 3251 

d Bolt ar.d Bushing Assembly 

ES51 

Front h 

Front 2 0351 0094 

! Rear Up. 2 0351 

[Rear Lr. 2 0351 0094 

Rear 

r Front 2 0352 0095 

Rear Up. 2 0352 

(Rear Lr. 2 0352 0095 

1930-31 Merchants Express, 4 Cyls. 

278AX 278 2071 2781 

*ES7 *ET9 

Front 

Front 2 007 

Rear 

Front 2 0014 

1930-31 DA-120-140, 6 Cyls. 

276AX 276 2761 2761 

*ES6 *ET29 

Front 

( Front 2 0034 

5 Rear Up. 2 0029 

( Rear Lr. 2 0034 

Rear 

r Front 2 0037 

} Rear Up. 2 0029 

( Rear Lr. 2 0037 

~T9*<? 31 U-124, DA-124 (Wood 

Wheels), 6 Cyls. 

312AX 312 3123 2824 

*ES9 *ET12 


“ 1928-31 GE, HE, LE, ME, OE, RE, TE, 

2 T; 135, 150, 160, 165, 
185, JE, YE, 2-3 T, 6 Cyls. 

275A 275 2751 2751 

cf Bolt and Bushing Assembly 

*ES6 *ET14 



DUPLEX 


1945-47 RH 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 

cT King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

l£3iUsed with Straight Rod 

^HUsed with Curved Rod 

1945-46 KH, JH 

461AX 461 4611 4611 

d" King Bolt 9%" x 1.609 

ES133 

ES138 

^JiUsed With Straight Rod 
“^Used With Curved Rod 

1945-47 SAC, H, JHA, KHA 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 



1940-46 T, TH 

443AX 443 3831 3831 

c? King Bolt 7if' x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

l££Used With Straight Rod 
l^&Used With Curved Rod 


ESSEX 



342AX 342 3425 3421 

ES104 RT45 

Front Rear 2 SU815 


Rear Rear 2 SU811 

1933 Terraplane, 6-8 Cyl*. 

342AX 342 3425 3421 

ES25 RT45 

Front Rear 2 SU815 

Rear Rear 2 SU810 

1932 Terraplane, 6 Cyls. 

320 3201 3201 

342AX 342 3425 3421 

cT Suitable for replacement as a complete 
set only. 

ES31 

Rear Rear 2 T734 

1930-32 Super Six; After CAR 

1165674 in 1930 

305AX 305 3052 3052 

ES63 RT38 

*ES7 *ET9 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. . 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 25 




















































































Fa-Fe 


Chassis Parts 



KI 

KING 1 

NG BOLT SETS 
30LTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 1 

Used 

| Shackle | 

1 Bolt I 
| orPin 1 

J Bushing 


YEARS 


MODELS 


FAGEOL 


1937-38 300HP, 300RA, 326HP 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7fi" x 1.359 

402AX+10 402+10 4681 468L 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

mUsed with Straight Rod 

HS&Used with Curved Rod 

1937-38 370, 370DC, 370RAD, 846- 

ALD, 1046RB, 1046D, 

846D, 846HP 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

‘^Used With Straight Rod 

ISJlUsed With Curved Rod 

1937 250BK, 250RA, 250MZ, 

326HP, 2500 

443AX 443 3831 3831 

cf King Bolt 7i|" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

H+JiUsed With Straight Rod 

H+SiUsed With Curved Rod 

1937 135BK, 226BK 

.010" O.S. Plain Bolts and Grooved Bushings#® 5 
Std. Grooved Bolts and Plain Bushings#® 3 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

l&SiUsed With Straight Rod 

l£3»Used With Curved Rod 

1933-35 370, 370D, 626, 646, 826, 

846, 6 Cyls. 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7fi" x 1.359 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 



1931-35 250, 250HP, 300, 446, 2*/»- 

5 T, 6 Cyls. 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

• 403AX 403 4031 4031 

cfStd. Grooved Bolts and Plain Bushings 

• Indicates this item will be supplied only 
until present stock is exhausted. 

• 


1932 135, 2 T, 6 Cyls. 

328A 328 3281 3281 

cf Bolt and Bushing Assembly 




FEDERAL TRUCK 


1937-46 25, A5, 50, 50E, 50H, 55, 

55H, 55L, 90, 92, 94, 
94H, 504, 45L, 45M, 

45M2, 45MP, 45MP2, 

45MP-S1 


1937-46 29, 29H, 29K, 29MTM-214, 

29M, 29MA, 29ML, 29- 
ML2, 29MLA, 29SP, 29- 
146, 29M2, 9, 10, 11, 
30, 35, 35L, 35M, 35M2, 
35S, 40, 40DR, 45, 45L, 
80, 85, K, B85, DB85, 
DB89, 89K, B89, 402, 
402DR 


402AX 402 4021 4021 

cf King Bolt 7f|" x 1.359 
cfStd. Bolts and Bushings 
402AX+10 402+10 4681 4681 

cf 010" O.S. Bolts and Bushings 


443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and Bushings 
443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 


1937-46 C7, C7W, C8, C8W, 50H, 

50F, 65,66, 70,71,65Q2, 
663QA, 664QA, 60PA, 
60MA, 60P2, 55M, 55MA, 
55MP, 55MPA 


1940-42 55, 60, 62, 63 


1937-42 


, 8, 9, 10, 11, 12, 11H, 
11K, 12K, 14, 15, 16, 
D18K, D20K, D25K, 20H, 
25, 25H, 25K, 75, 75H, 
75K, 77K, 80, 80H, 80K, 
B80, DB80, 18, 18H, 18K, 
18D, 18M, 18M2, 1 BMP- 
SI 


1935-41 %-iy 2 T 


1935-41 1 V-i-IV'j. T 


413AX 413 4131 4131 

d" King Bolt 9^" x 1.484 

cfStd. Bolts and Bushings 

413AX +10 413+10 4136 4136 

cf .010" O.S. Bolts and Bushings 


413AX 413 4131 4131 

cf King Bolt 9^" x 1.484 

cfStd. Bolts and Bushings 

413AX110 413+10 4136 4136 

cf .010" O.S. Bolts and Bushings 


423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 
423AX+10 423+10 4491 4491 

cf-010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 


ES133 

ES138 


ES75 

ES122 


^fcUsed With Straight Rod 

l^&Used With Curved Rod 


‘^Used With Straight Rod 
H^SlUsed With Curved Rod 


ES133 

ES138 


ES75 

ES122 


Ik&Used With Straight Rod 

Housed With Curved Rod 


'tUiUsed With Straight Rod 

!E3iUsed With Curved Rod 


Front 


( Front 
( Rear 


Rear 


( Front 

1 Rear 


Front 


( Front 

1 Rear 


Rear 


Front 


HB695 

HB695 


HB701 

HB701 


HB695 

HB695 


HB702 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified 

t T hfU?h a a^ m0delS trUCkS ha,e ° Pti0nal fr0n ‘ ax,es 2 g° helP y0U in the selec,i0n of ,he Ki "» Bolt Set in ««* we are showing 










































































Chassis Parfs 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


FEDERAL TRUCK 


1934-41 50, 50H, 55, 55H, 502, 

504, 504A, 552, 554, 

554A, 5-8 T, 6 Cyls. 

402AX 402 4021 4021 

cTStd. Bolts and Bushings 
cT King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cT.010" O.S. Bolts and Bushings 



1932-42 9, 10, 11, 11H, 12, 14, 15, 

15H, 15X, 16, 17, 18, 20, 
21, 22, F8, G5, 25, 25H, 
28, 75, 75H, 77, 80, 80H, 
85, 202, 204, 252, 254, 
802, DO 15, 3/ 4 -5 T, 6 
Cyls. 

423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cT .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cTStd. Grooved Bolts and Plain Bushings 



1939 y 2 T 



Front /Front 4 HB735 

\ Rear 8 HB735 

Rear / Front 4 HB760 

\ Rear 8 HB760 

1936-40 40, 40DR, 42, 402, 402DR, 

4-7 T, 6 Cyls. 

443AX 443 3831 3831 

cT King Bolt 7£§" x 1.234 
cTStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cT.010" O.S. Bolts and Bushings 
•403AX 403 4031 4031 

c^Std. Grooved Bolts and Plain Bushings 
• Indicates this item will be supplied only 
until present stock is exhausted. 


- 

1934-35 25, 2Ms T, 6 Cyls. 

275A 275 2751 2751 

S Bolt and Bushing Assembly 




FEDERAL LE MOON 


1939-42 508D, 508SD, 807, 1500 

402AX 402 4021 4021 

S King Bolt 7§1" x 1.359 

cTStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

S .010" O.S. Bolts and Bushings 

ES133 

ES138 

ISHUsed with Straight Rod 
^HUsed with Curved Rod 

1940 1215, 1215D, 518, 915 

461AX 461 4611 4611 

S King Bolt 9%" x 1.609 



1939 508SBD 

443AX 443 3831 3831 

S King Bolt 7£§" x 1.234 

cTStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cT.010" O.S. Bolts and Bushings 

ES75 

ES122 

loused with Straight Rod 
l£3iUsed with Curved Rod 

FERGUSON TRACTOR 

1939-48 2N, 9N, BN025, (4 Cyls.) 


ES64R 
cTDrag Link 

End (2 used) 


FITZJOHN 

1937-46 300, 325, 500, 510, 600 

443AX 443 3831 3831 

S King Bolt 7£f' x 1.234 
cTStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cT.010" O.S. Bolts and Bushings 

ES75 

ES122 

!£3iUsed With Straight Rod 
l£SiUsed With Curved Rod 

1938-44 310, 500, 600 

402AX 402 4021 4021 

S King Bolt 7§|" x 1.359 

cTStd. King Bolts and Bushings 

402AX+10 402+10 4681 4681 

S .010" O.S. Bolts and Bushings 

ES133 

ES138 

^JiUsed With Straight Rod 
!£SiUsed With Curved Rod 

1937-39 325 

.010" O.S. Plain Bolts & Grooved Bushings£3T 
Std. Grooved Bolts & Plain Bushings#^ 

423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models nf trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 27 















































Chassis Parts 


FI*) 

YEARS 


MODELS 



KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Balt Set 

Bolt 
or Pin 

Upper Lower 

Bushing Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


FLXIBLE BUS 


1944-46 BR45, BR46 

402AX 402 4021 4021 

cT Std. Bolts and Bushings 
cf King Bolt 7§^" x 1.359 

402AX+10 402+10 4681 4681 

cT.010" O.S. Bolts and Bushings 

ES133 

ES138 

Housed with Straight Rod 

Ig&Used with Curved Rod 

1940-46 33BR42A 

402AX 402 4021 4021 

cfStd. King Bolts and Bushings 

cf King Bolt 7^" x 1.359 

402AXfl0 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1938-46 25CR70, 25CR78, 25CR79, 

25BR140, 29BR140, 149, 
CR41, CR42, CR1-47, CR- 
70B, BR42, BR140B, BR41, 
BR140, BR141 

443AX 443 3831 3831 

cf King Bolt 7A|" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

^Used With Straight Rod 

ISSlUsed With Curved Rod 

1937-38 16C78, 19C78, 25CR78 

.010" O.S. Plain Bolts & Grooved Bushings£3F 
Std. Grooved Bolts & Plain Bushings^ 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

'l^Used With Straight Rod 

l£&Used With Curved Rod 

1937-38 20CL77, 20CL78 

.010" O.S. Plain Bolts & Grooved BushingsgST 
Std. Grooved Bolts & Plain Bushingsg^ 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
423AX+10 423+10 4491 4491 

322AX 322 3221 3221 




FORD 


1949 8BA, 8HA 

i 

R.H. Tie Rod and Integral Endg^T 
R.H. Assy, of Rod, Sleeve & Loose End£3P 
L.H. Tie Rod and Integral Endg^ 
L.H. Assy, of Rod, Sleeve & Loose Endg^T 
Steering Arm to Idler Arm Rod Assy.gSF 
Rear Shoe 

ES154 

cf Two outer ends 
ES500 

ES500A 

ES501 

ES501A 

ES502 

t Absorber Insulate 

Rear / Front 4 HB860 

\ Rear 8 HB860 

>r Bushingg^FUp. & Lr. 8 HB779 

1942-48 2GA, 21 A, 6GA, 69A, 7GA, 

7 9 A, 7HA, 89A, 114" 
W.B., 6-8 Cyls. 

444AX 444 4441 4441 

cT Bolt 5{+5" long 

Drag Link Assemblyg^T 
Drag Link Endg^’ 

ES64 ET76 

DS129 

ES64L 

Front 

2 T756 

Lower 4 HB760 

Rear 2 T755 

Lower 4 HB761 

Sway Rod Stud Bushing£$T4 HB724 

1942 U. S. Army Model 2GA- 

73C, 114" W.B., 6 Cyls., 
Fordor Sedan, (4x2) 

444AX 444 4441 4441 

Drag Link End£3T 

ES64 

ES64L 

Rear j 

f (Stud. Up.) 2 7022 

t (Bush. Lr.) 4 HB760 

Rear i 

f (Stud. Up.) 2 7020 

1 (Bush. Lr.) 4 HB761 

1941 IGA, 11 A, 6-8 Cyls.; Also 

U. S. Army Models 11A- 
73, 114" W.B. 8 Cyls. 
(4x2) 

435AX 435 3894 3894 

d Bolt 5y>" long 

Drag Link Assy.—Straight Rodg3T 
Drag Link Assy.—Curved RodgST 
Drag Link EndgST 

ES64 ET68 

DS124 

DS126 

ES64L 

Front 

2 T752 

Rear 

2 T753 

1937-40 74, 78, 81 A, 82A, 91 A, 

922A, 01 A, 022A, 8 

Cyls.; Also U. S. Army 
Model OlA, 112" W.B., 
Sedan, 8 Cyls. (4x2) 

435AX 435 3894 3894 

d Bolt 5*4" long. 

Drag Link Assembly g^ 3 
Drag Link End£3T 

ES64 ET68 

DS124 

ES64L 

Front 

r 2 T747 

2 tHS102 

f 8 HB768 

Rear \ 

r 2 T746 

2 fHS103 

f 8 HB795 

1936 68, 8 Cyls. 

372AX 3894 3894 

372R (RH Bolt) 

372L (LH Bolt) 

Drag Link Assembly^ 
Drag Link Endg3T 

ES64 ET67 

DS124 

ES64L 

Front < 

; 2 T747 

2 tHS102 

! 8 HB768 

Rear 

2 T743 

1935 48, 8 Cyls. 

372AX 3894 3894 

372R (RH Bolt) 

372L (LH Bolt) 

Drag Link Assembly&^T 
Drag Link EndgS^ 

ES64 ET67 

DS124 

ES64L 

Front <! 

2 T747 

2 tHS102 

f 8 HB768 

Rear \ 

r 2 T746 

2 tHS103 

l 8 HB795 

1933-34 ^40, 8 Cyls. 

3894 3894 

318R (RH Bolt) 

318L (LH Bolt) 

318AX 

d Heavy Duty Type with Timken Brgs. 


Front 

2 T739 

Rear 

2 T743 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(f)Optional shackle (Harris Rubber Type); equipment type carries Tryon part number. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 28 
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Chassis Parts 


Fo-Fo 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


FOR D-Cont'd 


1932 B, 4 Cyls.; 18, 8 Cyls. 

Heavy Duty Type, with Timken Brgs.£3F 

3894 3894 

318R (RH Bolt) 

318L (LH Bolt) 

318AX 



1928-31 A, 4 Cyls. 

3894 3894 


Front 2 T718 


286R (RH Bolt) 




286L (LH Bolt) 


Rear 2 T719 

Heavy Duty Type,with Timken Brgs.£^ 

286AX 




FORD BUS 


1941-47 

19B, (Late 1941); 29B, 49B, 

458AX 458 4581 4581 

ES133 



/ Front 2 

0456 

00155 


59B, 69B, 79B, 1481/2" 

cT King Bolt 834" x 1.234 



Front 

J Rear Up. 2 

0455 

00155 


W.B. 

d”Std. Bolts and Bushings 




) Rear Lr. 2 

0455 

00155 



458AX+10 458+10 4586 4586 




^Complete Shackle£3TT760 





cT.OJO" O.S. Bolts and Bushings 




/Front 2 

0456 

00155 






Rear 

1 Rear Up. 2 

0455 

00155 







) Rear Lr. 2 

0455 

00155 







\ Complete Shackle£3TT760 







Shock 

Absorber 

Link Bushing £^8 


HB704 

1940-41 

09B, 19B (Early 1941) 

443AX 443 3831 3831 

ES133 



/Front 2 

0456 

00155 


148Vi" W.B., (Bos) 

d" King Bolt 7$" x 1.234 



Front 

j Rear Up. 2 

0455 

00155 



cfStd. Bolts and Bushings 




Rear Lr. 2 

0455 

00155 



443AX+10 443+10 3836 3836 




* Complete Shackle£3fT760 





d".010" O.S. Bolts and Bushings 




/ Front 2 

0456 

00155 



• 403AX 403 4031 4031 



Rear 

J Rear Up. 2 

0455 

00155 



d"Std. Grooved Bolt and Plain Bushings 




j Rear Lr. 2 

0455 

00155 



• Indicates that this item will be supplied 




A Complete Shack le£3TT760 





only until present stock is exhausted. 


Shock 

Absorber 

Link Bushing£ 2 T 8 


HB704 


FORD TRACTOR 


1939-47 

2N, 9N, 4 Cyls. 


ES64R 

d" Drag Link 

End (2 used) 


1948 

8N 

Drag Link End^C 

ES157 

cfTwo Ends 

• 


FORD TRUCK 


1948 

C, (FI) l/ 2 Ton 

444AX 

444 4441 4441 

ES64 ET76 

( Front Up. 

2 







Drag Link Assembly£3T 

DS505 

Front 4 Front Lr. 

2 


0429 

00140 






( Rear 

2 


0429 

00140 






i Front 

2 


0428 

00138 






Rear Rear Up. 

2 


0428 

00139 






(Rear Lr. 

2 


0428 

00138 




Insulator Bushing: Front and Rear Shock Absorber#:#* Up. & Lr. 

16 



HB779 

1948 

D, (F2), 3/ 4 Ton; Y, (F3), 



ES64 ET76 

i Front Up. 

2 





3/4 Ton Heavy Duty 


Drag Link Assembly##* 

DS505 

Front Front Lr. 

2 


0429 

00140 






(Rear 

2 


0429 

00140 




Insulator Bushing: Front and Rear Shock Absorber##’Up. & Lr. 

16 



HB779 

1948 

TL, (F4), 1 Ton; T, (F5), 

401AN 

401N 4011 4011 

ES150 

Front (Front 

2 

T758 




11/2 Ton; TH, (F6), 2 Ton 


Drag Link Assembly ## 3 

DS508 

\ Rear 

2 


0430 

00138 






/ Front 

2 


0409 

00120 






Rear I Rear Up. 

2 


0409 







\ Rear Up. 

4 



00117 






\ Rear Lr. 

2 


0409 

00120 




Front J 

hock Absorber Lin 

i Bushing£3r 

4 



HB704 




Front Shock Absorber tQ Link Bushing ## 3 

2 



HB957 




Front Shock Absorber to Link Plate Bushing ## 3 

2 



HB957 

1948 

W, (F5), H/2 Ton C.O.E.; 

401AN 

401N 4011 4011 

ES150 

Front (Front 

2 

T759 




WH, (F6), 2 Ton C.O.E. 


Drag Link Assembly ## 3 

DS506 

| Rear 

2 


0431 

00118 






Front 

2 


0409 

00120 






Rear 1 Rear Up. 

2 


0409 







< Rear Up. 

4 



00117 






( Rear Lr. 

2 


0409 

00120 




Front Shock Absorber Link Bushing ## 3 

4 



HB704 




Front Shock Absorber to Link Bushing ## 3 

2 



HB957 




Front Shock Absorber to Link Plate Bushing##* 

i i 

2 



HB957 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 29 


























































Fo-Fo 


Chassis Parts 


w 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

Lower 

Sockets 

Inter. 

or Pin 

Bushing 

Bushing 

Rod 


TIE RODS 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


FORD TRUC K-Cont'd 


1948 


Q/ (F7), 21/2 Ton; QH, (F 8 ), 

3 Ton 


Drag Link Assembly£3F 


ES149 

DS509 


ES64 

ET76 


r Front 

2 


0429 

00140 



Front 

■j Rear Up. 

2 


0429 

00141 

DS130 



( Rear Lr. 

2 


0429 

00140 

ES64L 



/ Front 

2 


0393 

00118 



_ 

i Rear Up. 

2 


0393 




ear 

j Rear Up. 

4 



00119 




^ Rear Lr. 

2 


0393 

00118 

ES98 

ET69 

Front 

( Front 

2 

T758 






t Rear 

2 


0430 

00138 

DS117 



r Front 

2 


0409 

00120 



Rear 

J Rear Up. 

2 


0409 





| Rear Up. 

4 



00117 




vRear Lr. 

2 


0409 

00120 

ES64 

ET76 


( Front Up. 

2 


0429 

00141 



Front 

•] Front Lr. 

2 


0429 

00140 

DS130 



( Rear 

2 


0429 

00140 

ES64L 



( Front 

2 


0428 

00138 



Rear 

■< Rear Up. 

2 


0428 

00139 




C Rear Lr. 

2 


0428 

00138 



Shock Absorber Link Bushing&g^ 


HB957 

ES9S 


Front 

( Front 

2 

T759 






t Rear 

2 


0431 

00118 

DS118 



/Front 

2 


0409 

00120 



Rear 

1 Rear Up. 

2 


0409 





| Rear Up. 

4 



00117 




VRear Lr. 

2 


0409 

00120 

ES133 



/Front 

2 


0456 

00155 



Front 

1 Rear Up. 

2 


0455 

00155 




) Rear Lr. 

2 


0455 

00155 




VComplete Shackle£^T760 






/Front 

2 


0456 

00155 



Rear 

j Rear Up. 

2 


0455 

00155 




| Rear Lr. 

2 


0455 

00155 




^Complete Shackle£^T760 




Shock 

Absorber 

Link Bushingig^S 



HB704 

ES62 



( Front L.H. 

1 

SU866 



ES62 


Front 

1 Front R.H. 

1 

SU867 






( Rear 

2 


0432 

007 




1 Rear L.H. 

1 

SU867 





Rear 

•jRear R.H. 

1 

SU866 






( Front 

2 


0432 

007 

ES64 








ES64L 








ES98 

ET69 


/Front 

2 


0409 

00120 

DS117 


Rear 

) Rear Up. 

2 


0409 





1 Rear Up. 

4 



00117 




VRear Lr. 

2 


0409 

00120 

ES62 


Front 

( Front 

2 


7024 





(Rear 

2 

T750 





Rear 


6 


7024 





Shackle 

Parts 





Front 

/ (Stud) 

4 


7024 





t (Side Link) 

4 


7165 


ES64 

ET68 

Front 


2 

T752 





Rear 


2 

T753 




1942-47 2GD, 2ND, 21D, 29D, 6 GD, 

69D, 7GD, 79D, y 4 Ton; 
2GY, 2NY, 21Y, 29 Y, 
6 GY, 69Y, 7GY, 79Y, 1 
Ton; 122'' W.B., 4-6-8 
Cyls. 


1942 


1941 


444AX 444 

d Bolt 5 £3" long 


4441 


4441 


Drag Link Assembly £3T 
Drag Link End£3T 


1942-47 2GT, 2GU, 21T, 21U, 29T, 

29U, 2G8T, 218T, 298T, 
498T, 59T, 598T, 6 GT, 
6 G 8 T, 69T, 698T, 6 GU, 
69U, 7GT, 7G8T, 79T, 
798T, 7GU, 7911, H / 2 

Ton, 134", 158" W.B.; 
2G4T, 214T, 294T, 494T, 
594T, 694T, 794T, School 
Bus, 194" W.B.; 6-8 

Cyls. 


401AX 401 4011 4011 

Drag Link Assembly#3T 


1942-47 2NC, 2GC, 21C, 29C, 59C, 
6 GC, 69C, 7GC, 79C, 
Commercial, 114" W.B., 
4-6-8 Cyls. 


444AX 444 

cT Bolt long 


4441 


4441 


Drag Link End£3T 


1942-47 211W, 291W, 691W, 791- 

W, 101" W.B.; 21W, 

29W, 69W, 79W, 134" 
W.B.; 218W, 298W, 698- 
W, 798W, 158" W.B. 
(All C.O.E.; 8 Cyls. 


401AX 401 4011 4011 

Drag Link Assembly^ 


1941-47 19B, (Late 1941); 29B, 49B, 

59B, 69B, 79B, 148l/ 2 " 
W.B. 


458AX 458 4581 4581 

dStd. Bolts and Bushings 
458AX+10 458+10 4586 4586 

d-010" O.S. Bolts and Bushings 


GPW, 1/4 T, 4 Cyls., (4x4), 
Jeep 


Right Hand Assembly£3F 
Left Hand Assembly#^ 


1942 U. S. Army Models 2GC, 

21C, 114" W.B., y 2 T., 
6-8 Cyls., (4x2) 


444AX 


444 


4441 4441 

Drag Link End£3F 


1942 U. S. Army Models 2GT, 

2G8T, 134"-158" W.B., 
(4x2), 6 Cyls. 


401AX 


401 4011 4011 

Drag Link Assembly£2T 


1941 U. S. Army Models GP, 

y A T./ 80" W.B., 4 Cyls., 
(4x4) 


19C, 118" W. B. Com'l , 8 

Cyls. 


435AX 435 3894 3894 

d Bolt 5 Ms" long 

Split Bronze£3T3894SB 3894SB 
Drag Link Assembly^ 
d Straight Rod 
Drag Link Assembly£3T 
d Curved Rod 
Drag Link End£3T 


DS124 

DS126 

ES64L 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 30 























































Chassis Parts 


Fo-Fo 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS 8c BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


FORD TRUCK-Cont'd 


1940-41 01D, 02D, 09D, 1GD, 1-ND, 

IID, 19D # 3/ 4 T, 122" 
W. B. 01 Y, 02Y, 09Y, 

IGY, 1-NY, 11Y, 19Y/ 

1 T/ 122" W. B. 

435AX 435 3894 3894 

cT Bolt 5Ms" long 

Drag Link Assembly#® 3 
/ Curved Rod 
Drag Link Assembly#® 3 
cf Straight Rod 
Drag Link End#® 3 

ES64 ET68 

DS126 

DS124 

ES64L 

Front j 

f Front 2 7024 

t Rear 2 T750 

Rear J 

/Front 2 0393 00118 

1 Rear Up. 2 0393 

| Rear Up. 4 00119 

v Rear Lr. 2 0393 00118 

1940-41 All li/ 2 T except COE. 01T, 

1GT, 1GU, 01U, 09T, 09U/ 

1 IT, 11U, 19T, 1911/ 134" 
W. B.; 1G8T/ 018T, 098T/ 
118T, 198T/ 158" W. B.; 
1G4T, 014T/ 094T/ 114T, 
194T/ School Bus.; Also 
U. S. Army Models 01T, 
018T, 094T, 194T, 11T/ 
11 /2-2 T./ 8 Cyls., (4x2) 

401AX 401 4011 4011 

Drag Link Assembly#® 3 

ES98 ET69 

DS117 

Front < 

. 1 

(Front 2 T744 

Front 2 T757 

/Optional—Late Type 
| Studs and Bushings 

{Rear 2 7023 

Rear _J 

/Front 2 0409 00120 

I Rear Up. 2 0409 

| Rear Up. 4 00117 

'Rear Lr. 2 0409 00120 

1940-41 All Cab - over - engine; 

011W/ 091W, 111W, 

101" W. B., 01W/ 09W/ 
11W/ 19W, 134" W. B./ 
018W, 098W/ 118W/ 

198W/ 158" W.B.; Also 
U. S. Army Models 
01W-86, 11W/ H/ 2 T./ 8 
Cyls./ (4x2) 

401AX 401 4011 4011 

Drag Link Assembly#® 3 

ES98 

DS118 

Front <; 

/Front 2 T744 

l Front 2 T757 

/Optional — Late Type 
| Studs and Bushings 

( Rear 2 7023 

Rear J 

/Front 2 0409 00120 

1 Rear Up. 2 0409 

1 Rear Up. 4 00117 

^ Rear Lr. 2 0409 00120 

1940-41 09B # 19B/ (Early 1941) 

1481/2" W.B./ 8 Cyls. 

443AX 443 3831 3831 

/ King Bolt 7^" x 1.234 
/Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

/.010" O.S. Bolts and Bushings 

• 403AX 403 4031 4031 

/Std. Grooved Bolts and Plain Bushings. 

• Indicates this item will be supplied only 
until present stock is exhausted. 

ES133 

Shock 

Front ^ 

.Front 2 0456 00155 

) Rear Up. 2 0455 00155 

j Rear Lr. 2 0455 00155 

v Complete Shackle#®T760 

/Front 2 0456 00155 

Rear J Rear Up. 2 0455. 00155 

) Rear Lr. 2 0455 00155 

L Complete Shackle#®T760 

Absorber Link Bushing#®8 HB704 

1937-41 Commercial/ Ms T, 73 # 77, 

81C, 82C/ 91C/ 99C, 
922C, 01C/ 09C/ 022C, 
1-NC/ 11C/ 1GC/ 4-6-8 
Cyls. 

435AX 435 3894 3894 

cT Bolt 5Ms" long 

Drag Link Assembly#® 3 
/Curved Rod 
Drag Link Assembly#® 3 
' /Straight Rod 

Drag Link End#® 3 

ES64 ET68 

DS126 

DS124 

ES64L 

Front 

r 2 T747 

2 fHS102 

( 8 HB76S 

Rear - 

r 2 T746 

2 tHS103 

f 8 HB795 

1938-39 81B/ 99B, 141" W.B./ 8 

Cyls. 

402AX 402 4021 4021 

/Std. Bolts and Bushings 

/King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

/.010" O.S. Bolts and Bushings 


Front 

Front 2 T744 

1 Front 2 T757 

| /Optional—Late Type 

^ Studs and Bushings 

Rear | 

F & R Up. 4 0392 00120 

F & R Lr. 4 0394 

' F & R Lr. 8 00117 

1938-39 91D/ 92D/ 99D # % T; 81Y, 

82Y, 91 Y # 92Y/ 99Y # 1 T 

435AX 435 3894 3894 

/ Bolts 5W long 

Drag Link Assembly#® 3 
Drag Link End#® 3 

ES64 ET68 

DS124 

ES64L 

Front 

2 T747 

Rear ^ 

Front 2 0393 00118 

1 Rear Up. 2 0393 

1 Rear Up. 4 00119 

^ Rear Lr. 2 0393 00118 

1938-39 81T/ 81U, 91T/ 91U # 99T, 

99U, 134" W. B./ 817T, 
917T/ 997T/ 157" W. B. # 
81 IT/ 91 IT, 991T/ Bus. 

401AX 401 4011 4011 

Drag Link Assembly#® 3 

ES98 ET69 

DS116 

Front 

r Front 2 T744 

1 Front 2 T757 

1 /Optional—Late Type 

< Studs and Bushings 

Rear j 

F&R Up. 4 0392 00120 

F&R Lr. 4 0394 

1 F&R Lr. 8 00117 

1938-39 Cab-over-engine; 811W # 

811Z, 911W/ 911Z/ 

991W, 991Z/ 101" W. B./ 
81W/ 91W, 99W/ 134" 
W, B., 817W, 917W/ 

997W/ 157" W. B. 

401AX 401 4011 4011 

Drag Link Assembly#® 3 

ES98 

DS118 

Front | 

f Front 2 T744 

| Front 2 T757 

/Optional—Late Type 

1 Studs and Bushings 

Rear 2 7023 

Rear j 

F&R Up. 4 0392 00120 

F&R Lr. 4 0394 

' F&R Lr. 8 00117 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(t) Optional shackle (Harris Rubber Type); equipment type carries Tryon part number. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 3 ] 















































Fq-Q|H Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


FORD TRUCK-Cont'd 


1937 75, 79, 1 */ 2 T 

373AX 3091 3091 

373R (RH Bolt) 

373L (LH Bolt) 

ES98 ET69 

DS115 
cf Drag Link 
Assembly 

/ Front 2 T744 

Front J Front 2 T757 

j cf Optional—Late Type 

l Studs and Bushings 

c F&R Up. 4 0392 00116 

Rear 1 F&R Lr. 4 0392 

( F&R. Lr. 8 00117 

1936 67, y 2 T 

372AX 3894 3894 

372R (RH Bolt) 

372L (LH Bolt) 

Drag Link Assembly £3T 
Drag Link Endfcf" 

ES64 ET67 

DS124 

ES64L 

( 2 T747 

Front \ 2 |HS102 

( 8 HB768 

Rear 2 T743 

1935-36 51, l 1 /- T 

373AX 3091 3091 

373R (RH Bolt) 

373L (LH Bolt) 

These sockets used on axle with 

adjustable spindle connecting rod£3T 

DS115 
cf Drag Link 
Assembly 

ES98 ET69 

Front 2 T745 

Rear r F&R Up. 4 0392 00116 

\ F&R Lr. 4 0392 

(F&R Lr. 8 00117 

1935 50, y 3 T 

372AX 3894 3894 

372R (RH Bolt) 

372L (LH Bolt) 

Drag Link Assembly^ 
Drag Link End£^ 

ES64 ET67 

DS124 

ES64L 

( 2 T747 

Front 1 2 tHS102 

( 8 HB768 

( 2 T746 

Rear 1 2 tHS103 

( 8 HB795 

1933-34 46, % T, 4 or 8 Cyls. 

3894 3894 

318R (RH Bolt) 

318L (LH Bolt) 

318AX 

cf Heavy Duty Type with Timken Brgs. 


Front 2 T739 

Rear 2 T743 

1932-34 BB4, BBV- 8 , 1M> T, 4-8 

Cyls. 

309AX 3091 3091 

309R (RH Bolt) 

309L (LH Bolt) 


Front 2 T719 

Rear ( F&R Up. 4 0392 00116 

\ F&R Lr. 4 0392 

l F&R Lr. 8 00117 

1932 B, y 3 T, 4 Cyls. 

Heavy Duty Type with Timken Brgs.fc^ 

3894 3894 

318R (RH Bolt) 

318L (LH Bolt) 

318AX 



1930-31 AA, iy 2 T, 4 Cyls. 

309AX 3091 3091 

309R (RH Bolt) 

309L (LH Bolt) 


Front 2 T719 

1928-31 A, y 3 T, 4 Cyls. 

Heavy Duty Type with Timken Brgs.fc^ 

3894 3894 

286R (RH Bolt) 

286L (LH Bolt) 

286AX 


Front 2 T718 

9 

Rear 2 T719 

1928-29 AA, iy 2 T, 4 Cyls. 

Heavy Duty Type with Timken Brgs.£3T 

3894 3894 

286R (RH Bolt) 

286L (LH Bolt) 

286AX • 


Front 2 T71S 

FRAZER 

1947-48 All Models 

465A B 465 4651 4651 

cfSet contains Bronze Bushings 

• 465AX 465 3705 3705 

cfSet contains Needle Bearings 

Drag Link Endj£3T 

• Supplied only as long as stock lasts 

ES135 

cfR.H. Assy. 
ES135 

cfL.H. Assy. 
ES136R 

Front—See Ind. Wheel Susp. Section 

(Front 4 HB735 

Rear \ Rear 2 HS104 

(Rear 8 HB735 

G.M.C. TRUCK 


ALSO SEE YELLOW COACH 



1947-48 FC100 

420AB 420 3516 3516 

ES29 


1947-48 FC150 

313AX 313 3131 3131 

cf Also supplied in .005," .010" and 
.020" oversize. 

ES29 


1947-48 FC250, FC280, FC300 

313AX 313 3131 3131 

cf Also supplied in .005", .010" and 
.020" oversize. 

ES26 


1947-48 FC350, FCS300, FF300, FF- 

350, FFR350 

462AX 462 4621 4621 

cf Includes Thrust Bearings—Suitable as 
replacement for Thrust Washer type set. 

ES142 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

<t>Optional shackle (Harris Rubber Type); equipment type carries Tryon part number. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper Kina Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 32 






























































A. 

M 


Chassis Parts 


Gm-Gm 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS 8c BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


G.M.C. TRUCK-Cont'd 



1947 

EC250 

313AX 313 3131 3131 

ES26 

RT38 

Front i Front 

2 

T754 






cfStd. Bolts and Bushings 



t Rear 

2 


0425 

00133 



.005" O.S. Bolts and Bushings£3T 

313AX+5 313+5 3651 3651 



/Front 

2 


0426 

0040 



.010" O.S. Bolts and Bushings£2T 

313AX+10 313+10 3931 3931 



Rear j Rear Up. 

2 


0426 




.020" O.S. Bolts and Bu$hings£2T 

313AX+20 313+20 4531 4531 



\ Rear Up. 

4 



00122 







v Rear Lr. 

2 


0426 

0040 


1947 

ECS300, EC350 

423AX 423 4231 4231 

ES75 


Front ( Front 

2 


0425 

00133 




cTStd. Plain Bolts and Grooved Bushings 



t Rear 

2 

T754 






423AX+10 423+10 4491 4491 



/Front 

2 


0426 

0042 




cf.010" O.S. Plain Bolts and Grooved 



Rear ) Rear Up. 

2 


0426 





Bushings 



\ Rear Up. 

4 



00122 




322AX 322 3221 3221 



* Rear Lr. 



0426 

0042 




cfStd. Grooved Bolts and Plain Bushings 









1947 

EF350 

423AX 423 4231 4231 

ES73 


/-Front 

2 


0366 

0034 




cT Std. Plain Bolts and Grooved Bushings 



Front J Rear Up. 

2 


0361 





423AX+10 423+10 4491 4491 



j Rear Up. 

4 



00123 




cf.010" O.S. Plain Bolts and Grooved 



VRear Lr. 

2 


0361 

0034 




Bushings 



r Front 

2 


0426 

0042 




322AX 322 3221 3221 



Rear I Rear Up. 

2 


0426 





cfStd. Grooved Bolts and Plain Bushings 



| Rear Up. 

4 



00122 







V Rear Lr. 

2 


0426 

0042 

Q 

1947 

EC5370, EC400, EC450, 

423AX 423 4231 4231 

ES75 


/Front Up. 

2 


0362 




ECS450, EC470 

cfStd. Plain Bolts and Grooved Bushings 



Front J Front Up. 

4 



00100 




423AX+10 423+10 4491 4491 



T Front Lr. 

2 


0362 

0034 




cf.010" O.S. Plain Bolts and Grooved 



vRear 

2 


0366 

0034 




Bushings 



/Front 

2 



0094 




322AX 322 3221 3221 



Rear J Rear Up. 

2 


0364 





cfStd. Grooved Bolts and Plain Bushings 



| Rear Up. 

4 



00101 







1 Rear Lr. 

2 


0364 

0094 


1947 

EF400, EF450, EF470 

426AX 426 4261 4261 



/Front 

2 


0362 

0034 







Front j Rear Up. 

2 


0362 








\ Rear Up. 

4 



00123 







\ Rear Lr. 

2 


0362 

0034 







/ Front 

2 



0094 







Rear J Rear Up. 

2 


0364 








) Rear Up. 

4 



00101 







V Rear Lr. 

2 


0364 

0094 


1946-47 

EF240, EFP240 

313AX 313“ 3131 3131 











cfAlso supplied in .005", .010" and 











.020" oversize. 









1941-47 

CC-100, ECIOO 

420AB 420 3516 3516 

ES29 


Front ( Front 

2 

T736 






cfStd. Bushing 



\ Rear 

2 


0348 

0089 




3517 3517 



Rear ( Front 

2 


0348 

0089 




cf .0145" Oversize 



\ Rear 

2 

T748 



y 



O.D. Bushings 








* 

1941-47 

CC-150, EC150 

420AB 420 3516 3516 

ES29 


Front ( Front 

2 

T736 


( 

: 



cfStd. Bushing 



\ Rear 

2 


0348 

0089 




3517 3517 



/ Front 

2 


0426 

0040 




cT.0145" Oversize 



Rear j Rear Up. 

2 


0426 





O.D. Bushings 



\ Rear Up. 

4 



00122 







v Rear Lr. 

2 


0426 

0040 


1941-45 

CC-250, CCX250 

420AB 420 3516 3516 

ES29 


Front ( Front 

2 

T754 






cfStd. Bushing 



\ Rear 

2 


0425 

00133 




3517 3517 



/ Front 

2 


0426 

0042 




cf .0145" Oversize 



Rear J Rear Up. 

2 


0426 





O.D. Bushings 



) Rear Up. 

4 



00122 







V Rear Lr. 

2 


0426 

0042 


1941-47 

CC-300, CC-260, EC280, 

313AX 313 3131 3131 

ES26 

RT38 

Front ( Front 

2 

T754 





EC300 

cfStd. Bolts and Bushings 



\ Rear 

2 


0425 

00133 



.005" O.S. Bolts and Bushings#:^ 

313AX+5 313+5 3651 3651 



/ Front 

2 


0426 

0042 



.010" O.S. Bolts and Bushings£ir 

313AX+10 313+10 3931 3931 



Rear j Rear Up. 

2 


0426 




.020" O.S. Bolts and Bushings*^ 

313AXi20 313+20 4531 4531 



1 Rear Up. 

4 



00122 







v Rear Lr. 

2 


0426 

0042 


1941-47 

CF300, EF300 

423AX 423 4231 4231 

ES73 


/ Front 

2 


0366 

0034 




cfStd. Plain Bolts and Grooved Bushings 



Front ) Rear Up. 

2 


0361 





423AX+10 423+10 4491 4491 



\ Rear Up. 

4 



00123 




cf .010" O.S. Plain Bolts and Grooved 



\ Rear Lr. 

2 


0361 

0034 




Bushings 



/Front 

2 


0426 

0042 




322AX 322 3221 3221 



Rear j Rear Up. 

2 


0426 





cfStd. Grooved Bolts and Plain Bushings 



^ Rear Up. 

4 



00122 







* Rear Lr. 

2 


0426 

0042 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the lengih and diameter of the Bolt. 33 

















































Gm-Gm 


Chassis Parts 



YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS 8c BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


G. M. C. TRUCK-Cont y d 


1941-45 

CC350, CC400, CCW350, 

423AX 423 4231 4231 

ES73 


/Front Up. 

2 

0362 



CCW400 

cT Std. Bolts and Bushings 


Front 

J Front Up. 

4 


00100 



423AX+10 423+10 4491 4491 



J Front Lr. 

2 

0362 

0034 



cf.010" O.S. Bolts and Bushings 



VRear 

2 

0366 

0034 



322AX 322 3221 3221 



1 Front 

2 

0426 

0042 



cTStd. Grooved Bolts and Plain Bushings 


Rear 

•] Rear Up. 

4 

0426 

00122 






( Rear Lr. 

2 

0426 

0042 

1941-45 

CF350, CF400; Also U. S. 

423AX 423 4231 4231 

ES113 


/Front 

2 

0366 

0034 


Army CF350, 1 y 2 T.; 

cTStd. Plain Bolts and Grooved Bushings 


Front 

) Rear Up. 

2 

0361 



109 i/a " W.B., 6 Cyls., 

423AX+10 423+10 4491 4491 



1 Rear Up. 

4 


00123 


(4x2) 

cf.010" O.S. Plain Bolts and Grooved 



v Rear Lr. 

2 

0361 

0034 



Bushings 



/Front 

2 

0426 

0042 



322AX 322 3221 3221 


Rear 

J Rear Up. 

2 

0426 




cT Std. Grooved Bolts and Plain Bushings 



1 Rear Up. 

4 


00122 






^ Rear Lr. 

2 

0426 

0042 

1939-45 

AF450, CF450, 1i/ 2 T. 

423AX 423 4231 4231 

ES113 


/ Front 

2 

0366 

0034 



cT Std. Plain Bolts and Grooved Bushings 


Front 

) Rear Up. 

2 

0361 




423AX+10 423+10 4491 4491 



1 Rear Up. 

4 


00123 



cf.010" O.S. Plain Bolts and Grooved 



V Rear Lr. 

2 

0361 

0034 



Bushings 



/ Front 

2 


0094 



322AX 322 3221 3221 


Rear 

j Rear Up. 

2 

0364 




cTStd. Grooved Bolts and Plain Bushings 



) Rear Up. 

4 


00101 






v Rear Lr. 

2 

0364 

0094 

1939-45 

AC450, CC-450 

423AX 423 4231 4231 

ES113 


/Front Up. 

2 

0362 




cT Std. Plain Bolts and Grooved Bushings 


Front 

j Front Up. 

4 


00100 



cf King Bolt 6 %" x 1.109 



S Front Lr. 

2 

0362 

0034 



423AX+10 423+10 4491 4491 



v Rear 

2 

0366 

0034 



cf.010" O.S. Plain Bolts and Grooved 



/ Front 

2 


0094 



Bushings 


Rear 

j Rear Up. 

2 

0364 




322AX 322 3221 3221 



\ Rear Up. 

4 


00101 



cTStd. Grooved Bolts and Plain Bushings 



V Rear Lr. 

2 

0364 

0094 

1941-42 

U. S. Army CC453, CCX453, 

423AX 423 4231 4231 

ES113 







CCX454, 21/2 T., (4x2), 

cfStd. Plain Bolts and Grooved Bushings 








6 Cyls. 

cf King Bolt 6 %" x 1.109 









423AX 1 10 423+10 4491 4491 









cf.010" O.S. Plain Bolts and Grooved 









Bushings 









322AX 322 3221 3221 









cfStd. Grooved Bolts and Plain Bushings 








1941-42 


(6x4), 6 Cyls. 


cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6 %" x 1.109 
423AX+10 423+10 4491 4491 

cf-010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 


Front 


Front Lr. 2 

0034 

Front Up. RH 2 

00123 

Front Up. LH 2 

00123 

Rear 2 

0366 0034 


1941 U. S. Army CCKWX353, 

2i/ 2 T., (6x6), 6 Cyls., 
(Serial 001 to 4326, 
5778, to 6246, 7032, to 
7055, 7423 to 10752, 
10312 to 13176) 


Front 


Front Lr. 

2 

0362 

0034 

Front Up. 

4 


00100 

Front Up. 

2 

0362 


Rear 

2 

0366 

0034 


1941 U. 5. Army CCKWX353, 

21/2 T., (6x6), 6 Cyls., 
(Serial 4327 to 5777, 
6247 to 7031, 7056 to 
7422, 10753 to 13011) 


Front 


Front RH 

2 

0362 


Front Up.LH 

1 

0362 


Front Up. 

4 


00100 

Front Lr. 

2 


0034 

Rear 

2 

0366 

0034 


1941 

1941 


U. S. Army Models CCV- 

101, 6 Cyls., (4x2) 


420AB 420 3516 3516 


1941 


U. S. Army Models CCKW- 
352, (6x6) (Serial 

24189A2 to 26522A2), 
CCKW353, (6x6) (Serial 
13189A2 to 15521A2); 
2i/i T. 

U. S. Army Models CCKW- 
352, (6x6) (Serial 

26523A1 to 32438A1), 
CCKW353, (6x6) (Serial 
15522A1 to 24155A1); 
21/2 T. 


Front 


1 Front Lr. 2 

Front Up. 4 

Rear 2 


Front 


Front Lr. 2 

Front Up. 2 

Rear 2 


0034 
00123 
0366 0034 


0362 0034 

0362 

0366 0034 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 34 










































YEARS 


MODELS 


Chassis Parts Gm-GlH 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


G.M.C. TRUCK-Cont'd 


1941 U. S. Army Models CCKW- 

352, (6x6) (Serial 

36439B1 to 41188B1), 
CCKW353, (6x6) (Serial 
32439B1 to 36438B1 ); 
21/2 T. 



/Font RH 2 0362 

Front ) Front Up. LH 1 0362 

) Front Lr. 2 0034 

^Rear 2 0366 0034 

1940 U. S. Army Models AFWX- 

354, 6 Cyls., 2i/ 2 T., 
(6x4) (Serial 1341 to 
1489 Incl.) 

322AX 322 3221 3221 


i Front 2 0366 0034 

Front << Rear Lr. 2 0034 

( Rear Up. 4 00123 

1940 U. S. Army Models ACK- 

WX353, 6 Cyls., 2l/ 2 T., 
(6x6) (Serial 3604 to 
5043 Incl.) 



/ Front Lr. 2 0362 0034 

Front J Front Up. 4 00100 

) Front Up. 2 0362 

V Rear 2 0366 0034 

1940-45 AF360, AFT360, AFT410, 

AFW410, AFW360, AFT- 
500, ACR520, ACT520, 
ACS500, ACT500, ACX- 
503, AC520, ADC500, 

ADC550, ACR520WPB, 
CFT350, CFT400, CFW- 
350, CFW400, AFWX350, 
CC450WPB 

423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
423AX110 423,10 4491 4491 

cT .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cTStd. Grooved Bolts and Plain Bushings 



1937-45 F46, F61H, F79, F79S, T85, 

ADF700, ADF800, AF720, 
AFR720, AFT700, AF720, 
AF700, ADF800, ADF850, 
AC850, ACW850, AC- 

850WPB, AFTX850, AFTX- 
853, AFTX854, ADCX- 
870, ACX870, ACX890, 
ADCX890, ACX894, AD- 
CX894, ADF895, ADC920, 
ADC940, ADCWX974 

413AX 413 4131 4131 

cT King Bolt 9,%" x 1.484 
rT Std. Bolts and Bushings 

413AX 10 413+10 4136 4136 

r 7 .010" O.S. Bolts and Bushings 



1939-45 AF700, A F 800, AF850, AC- 

850 

413AX 413 4131 4131 

cT King Bolt 9,/" x 1.484 
d" Std. Bolts and Bushings 

413AX 10 413 * 10 4136 4136 

cT.010" O.S. Bolts and Bushings 

ES141 


1939-40 AC 100, Ms T, 6 Cyls. 

.005" O.S. Bolts and Bushings## 
.010" O.S. Bolts and Bushings## 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX 5 26615 3871 3871 

266AX+10 266 10 4271 4271 

ES29 

Front (Front 2 T736 

t Rear 2 0348 0089 

Rear (Front 2 0348 0089 

t Rear 2 T748 

1939-40 AC 150, % T, 6 Cyls. 

.005" O.S. Bolts and Bushings## 
.010" O.S. Bolts and Bushings##’ 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX 5 266 r5 3871 3871 

266AX 10 266 10 4271 4271 

ES29 

Front (Front 2 T736 

\ Rear 2 0348 0089 

/Front 2 0361 0034 

Rear ) Rear Up. 2 0361 

) Rear Up. 4 00126 

* Rear Lr. 2 0361 0034 

1939-40 AC-250, 1 T, 6 Cyls. 

.005" O.S. Bolts and Bushings## 
.010" O.S. Bolts and Bushings## 

266AX 266 2661 2661 

cTStd. Bolts and Bushings 

266AX 5 266+5 3871 3871 

266AX 10 266,10 4271 4271 

ES29 

Front (Front 2 T736 

1 Rear 2 0348 0089 

/Front 2 0338 0042 

Rear J Rear Up. 2 0338 

\ Rear Up. 4 00122 

V Rear Lr. 2 0338 0042 

1939-40 AC-300, 1% T, 6 Cyls. 

.005" O.S. Bolts and Bushings## 
.010" O.S. Bolts and Bushings## 
.020" O.S. Bolts and Bushings##’ 

313 AX 313 3131 3131 

cTStd. Bolts and Bushings 

313AX4 5 313 5 3651 3651 

313AX110 313+10 3931 3931 

313AX; 20 313,20 4531 4531 

ES26 RT38 

Front ( Front 2 T736 

( Rear 2 0348 0089 

Rear /Front 2 0338 0042 

) Rear Up. 2 0338 

) Rear Up. 4 00122 

* Rear Lr. 2 0338 0042 

1939-40 AF300, AF310, ll/ 2 T., 6 

Cyls. 

423AX 423 4231 4231 

cTStd. Plain Bolts and Grooved Bushings 
cT King Bolt 6%" x 1.109 

423AX, 10 423 i 10 4491 4491 

cT.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cTStd. Grooved Bolts and Plain Bushings 

ES73 

Front /Front 2 0366 0034 

j Rear Up. 2 0361 

) Rear Up. 4 00126 

v Rear Lr. 2 0361 0034 

Rear /Front 2 0338 0042 

) Rear Up. 2 0338 

) Rear Up 4 00122 

* Rear Lr. 2 0338 0042 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Gm-Gm Chassis Parts fP 


MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


G.M.C. TRUCK-Cont'd 


1939-40 

AC350, AC400, 1 Ms T, 6 

423AX 423 4231 

4231 

ES73 


-Front Up. 

2 

0362 



Cyls. 

cf Std. Plain Bolts and Grooved 

Bushings 


Front 1 

Front Up. 

4 


00100 



cf King Bolt 6%" x 1.109 



1 

Front Lr. 

2 

0362 

0034 



423AX+10 423 clO 4491 

4491 



Rear 

2 

0366 

0034 



cf .010" O.S. Plain Bolts and 

Grooved 


i 

-Front 

2 

0338 

0042 



Bushings 



Rear 1 

Rear Up. 

2 

0338 




322AX 322 3221 

3221 



Rear Up. 

4 


00122 



cfStd. Grooved Bolts and Plain Bushings 


y 

- Rear Lr. 

2 

0338 

0042 

1939-40 

AF350, AF360, V/ 2 T., 6 

423AX 423 4231 

4231 

ES113 


-Front 

2 

0366 

0034 


Cyls. 

cT Std. Plain Bolts and Grooved 

Bushings 


Front 1 

Rear Up. 

2 

0361 




cf King Bolt 6%" x 1.109 



1 

Rear Up. 

4 


00126 



423AX+10 423-10 4491 

4491 


y 

v. Rear Lr. 

2 

0361 

0034 



cf .010" O.S. Plain Bolts and 

Grooved 



- Front 

2 

0338 

0042 



Bushings 



Rear ( 

Rear Up. 

2 

0338 




322AX 322 3221 

3221 


) 

Rear Up. 

4 


00122 



cf Std. Grooved Bolts and Plain 

Bushings 



- Rear Lr. 

2 

0338 

0042 

1939-40 

AF400, AF410, V/ 2 T*> 6 

423AX 423 4231 

4231 

ES113 


-Front 

2 

0366 

0034 


Cyls. 

cf Std. Plain Bolts and Grooved Bushings 


Front I 

\ Rear Up. 

2 

0361 




cf King Bolt 6%" x 1.109 



i 

1 Rear Up. 

4 


00126 



423AX f 10 423+10 4491 

4491 


\ 

+ Rear Lr. 

2 

0361 

0034 



cf.010" O.S. Plain Bolts and 

Grooved 



- Front 

2 

0338 

0042 



Bushings 



Rear 1 

1 Rear Up. 

2 

0338 




322AX 322 3221 

3221 


i 

i Rear Up. 

4 


00122 



cfStd. Grooved Bolts and Plain Bushings 


i 

iRear Lr. 

2 

0338 

0042 

1939-45 

AC500, AC550, 2-5 T., 6 

423AX 423 4231 

4231 

ES113 


Front Up. 

2 

0361 



Cyls. 

c<"Std. Plain Bolts and Grooved Bushings 


Front 1 

1 Front Up. 

4 


00100 



d King Bolt 6%" x 1.109 



i 

| Front Lr. 

2 

0361 

0034 



423AXi10 423+10 4491 

4491 


i 

^ Rear 

2 

0366 

0034 



cf.010" O.S. Plain Bolts and 

Grooved 


i 

r Front 

2 

0364 

0094 



Bushings 



Rear 

Rear Up. 

4 


00101 



322AX 322 3221 

3221 


1 

f Rear Lr. 

2 

0364 

0094 



cfStd. Grooved Bolts and Plain 

Bushings 







1939-45 

AC650, AF500-5 20-550, 

426AX 426 4261 

4261 

ES109 


.Front 

2 

0362 

0037 


ADC650, ADF500-520-550 




Front J 

I Rear Up. 

2 

0362 








| Rear Up. 

4 


00100 






\ 

'-Rear Lr. 

2 

0362 

0037 






| 

Front 

2 

0364 

0094 






Rear 

1 Rear Up. 

4 


00101 







Rear Lr. 

2 

0364 

0094 

1939-45 

AC600-620, ADC600 

426AX 426 4261 

4261 

ES109 


-Front Up. 

2 

0362 







Front J 

1 Front Up. 

4 


00100 






i 

| Front Lr. 

2 

0362 

0037 






1 

1 Rear 

2 

0363 

0037 






I 

i Front 

2 

0364 

0094 






Rear 

j Rear Up. 

4 


00101 






I 

( Rear Lr. 

2 

0364 

0094 

1939-45 

AF720-750, ADF620-700- 

413AX 413 4131 

4131 








720-800-850, AC850-870, 

cf King Bolt 9^" x 1.484 









ADC850-900, AY700-800- 

cfStd. Bolts and Bushings 









850, ADCW970 

413AX+10 413+10 4136 

4136 









cf.010" O.S. Bolts and Bushings 







1939-45 

AF600, AF650, 2i/ 2 -3i/ 2 T, 

323AX 323 3233 

3234 

ES109 


Front 

2 

0365 

0094 


6 Cyls. 




Front j 

1 Rear Up. 

2 

0365 







i 

| Rear Up. 

4 


00102 






1 

1 Rear Lr. 

2 

0365 

0094 







Front 

2 

0364 

0094 






Rear 

Rear Up. 

4 


00101 







Rear Lr. 

2 

0364 

0094 

1939-45 

AC700, AC750, AC800, 

323AX 323 3233 

3234 

ES109 


-Front Up. 

2 

0365 



3i/ 2 -4 T, 6 Cyls. 




Front J 

\ Front Up. 

4 


00102 






1 

| Front Lr. 

2 

0365 

0094 






1 

^ Rear 

2 

0364 

0094 






Rear \ 

f Front 

2 


0098 






1 

i Rear Lr. 

2 


0098 

1939-45 

AF700, 3i/ 2 T, 6 Cyls. 

413AX 413 4131 

4131 

ES141 

Front 

-Front 

2 

0365 

0094 



cfStd. Bolts and Bushings 



J 

1 Rear Up. 

2 

0365 




413AX+10 413^10 4136 

4136 


i 

i Rear Up. 

4 


00102 



cf.010" O.S. Bolts and Bushings 


1 

^-Rear Lr. 

2 

0365 

0094 






Rear | 

: Front 

2 

0364 

0094 







Rear Up. 

4 


00101 






1 

! Rear Lr. 

2 

0364 

0094 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection cf the proper King Bolt Set in such cases, we are showina 
the length and diameter of the Bolt. 36 



























































Chassis Parts 


Gm-Gm 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


G . M . £ . T R U C K-Cont'd 


1939-45 

AF800, AC850, AF850, 4-5 

413AX 413 4131 4131 

ES141 


/Front 

2 


0365 

0094 


T, 6 Cyls. 

cfStd. Bolts and Bushings 


Front 

j Rear Up. 

2 


0365 



413AX10 413f10 4136 4136 



Rear Up. 

4 



00102 



cf.010" O.S. Bolts and Bushings 



vRear Lr. 

2 


0365 

0094 





Rear 

( Front 

2 



0098 






1 Rear Lr. 

2 



0098 

1936-38 

FI6, F16H, T16H, T18, T18H, 

423AX 423 4231 4231 

ES73 








1 MHM/o T, 6 Cyls. 

/Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AXflO 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

/Std. Grooved Bolts and Plain Bushings 








1934-38 

T75, T75H, T75T, T78, T78T, 

413AX 413 4131 4131 









T84, T61H, F61, 6 Cyls. 









1937 

F23, F23H, 2-2V« T/ 6 Cyls. 

426AX 426 4261 4261 

ES109 


1 Front Up. 

2 


0362 

0037 





Front 

4 Front Lr. 

2 


0362 

00100 






( Rear 

2 


0363 

0037 






c Front 

2 


0364 

0094 





Rear 

4 Rear Up. 

2 


0364 

0094 






( Rear Lr. 

2 


0364 

00101 

1937 

F33, F33H, 2M»-7 T, 6 Cyls. 

323AX 323 3233 3234 

ES109 


( Front Up. 

2 


0365 

0094 





Front 

4 Front Lr. 

2 


0365 

00102 






(Rear 

2 


0364 

0094 






( Front 

2 


0364 

0094 





Rear 

« Rear Up. 

2 


0364 

0094 






(Rear Lr. 

2 



00101 

1937 

T33, T33H, 2M»T, 6 Cyls. 

426AX 426 4261 4261 

ES109 


i Front U|fc 

2 


0362 

0037 





Front 

4 Front Lr. 

2 


0362 

00100 






1 Rear 

2 


0363 

0037 






( Front 

2 


0364 

0094 





Rear 

■j Rear Up. 

2 


0364 

0094 






(Rear Lr. 

4 



00101 

1936-37 

T14, Va T, 6 Cyls. 

266AX 266 2661 2661 

ES29 

Front 

f Front 

2 

T736 





/Std. Bolts & Bushings 



\ Rear 

2 


0343 

0089 


.005" O.S. Bolts and Bushings&r 

266AX+5 266+10 3871 3871 


Rear 

( Front 

2 


0343 

0089 


.010" O.S. Bolts and Bushirigsg^F 

266AXaO 266+10 4271 4271 



X Rear 

2 

T735 



1936-37 

T23H/ 1936-37; T23, 1937, 

423AX 423 4231 4231 

ES113 


( Front Up. 

2 


0361 

0034 


6 Cyls. 

/ Std. Plain Bolts and Grooved Bushings 


Front 

•j Front Lr. 

2 


0361 

00100 



/ King Bolt 6%" x 1.109 



( Rear 

2 


0366 

0034 



423AXt 10 423+10 4491 4491 



1 Front 

2 


0364 

0094 



d".010" O.S. Plain Bolts and Grooved 


Rear 

Rear Up. 

2 


0364 

0094 



Bushings 

322AX 322 3221 3221 

/Std. Grooved Bolts and Plain Bushings 



( Rear Lr. 

2 



00101 


1935-38 

T16, 1935-38; T16H, 1936; 

313AX 313 3131 3131 

ES26 RT3S 

Front 

( Front 

2 

T736 




11 / 2 - 31/2 T, 6 Cyls. 

/Std. Bolts and Bushings 

313AX<5 3134 5 3651 3651 



\ Rear 

2 

0343 

0089 




d .005" O.S. Bolts and Bushings 


Rear 

( Front 

2 


0338 

0042 


.010" O.S. Bolts and BushingsgJT 

313AX+10 313410 3931 3931 



X Rear 

4 


0338 

0042 


.020" O.S. Bolts and Bushingsg3F 

313AX4 20 313+20 4531 4531 








1935-38 

FI8, F18H, I/ 2 - 41/2 T, T23, 

423AX 423 4231 4231 

ES113 








T23H, 3 T, 6 Cyls. 

cT Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX 4 10 423+10 4491 4491 

d -010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

/Std. Grooved Bolts and Plain Bushings 








1935-38 

T33 after T33-2507, T33H, 

426AX 426 4261 4261 



( Front Up. 

2 


0362 

0037 


2-2Ms T, 6 Cyls. 

d King Bolt 7M»" x 1.109 


Front 

4 Front Lr. 

2 


0362 

00100 






(Rear 

2 


0363 

0037 






( Front 

2 


0364 

0094 





Rear 

Rear Up. 

2 


0364 

0094 






( Rear Lr. 

2 


0364 

00101 

1935-38 

T46, T46H, T51, T51H, 

323AX 323 3233 3234 



r Front Up. 

2 


0365 

0094 


T51W, 2M»-3V» T, 6 Cyls. 

d King Bolt 7££" x 1.1095 


Front 

■j Front Lr. 

2 


0365 

00102 






(Rear 

2 


0364 

0094 






r Front 

2 


0364 

0094 





Rear 

Rear Up. 

2 


0364 

0094 






(Rear Lr. 

2 



00101 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 37 






















































Gm-Gr Chassis Parts 


urtnn c 

KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

MUUcLo 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 



G. M. C. T R U C K-Cont'd 


1935-38 

T18, T18H, T23 after T23- 

423AX 

423 

4231 

4231 




t Front Up. 

2 

0361 0054 


5909, 6 Cyls. 

cf Std. Plain 

Bolts and Grooved Bushings 



Front 

) Front Lr. 

2 

0361 00100 


cf King Bolt 6%" x 1.109 





( Rear 

2 

0366 0034 



423AX 10 

423i10 

4491 

4491 









cf .010" O.S. Plain 

Bolts and 

Grooved 



Rear 

f Front 

2 

0338 0042 



Bushings 

322AX 

322 

3221 

3221 




1 Rear 

4 

0338 0042 



cfStd. Grooved Bolts and Plain Bushings 







1935 

T33, T43, 3*/ 2 -4 T, 6 Cyls. 

330AX 

330 

3301 

3301 

ES109 


1935 

T46, T46H, 5 T, 6 Cyls. 

323AX 

323 

3233 

3234 

ES109 


1932-35 

T18, T23, T16, 1*4-3 T, 6 

313AX 

313 

3131 

3131 

ES29 







Cyls. 

cf Std. Bolts 

and Bushings 


* ES23 

*ET11 






313AX+5 

313+5 

3651 

3651 









cf .005" O.S. Bolts 

and Bushings 








.010" O.S. Bolts and Bushings#® 3 

313AX(10 

313(10 

3931 

3931 








.020" O.S. Bolts and Bushings#®” 

313AX? 20 

313+20 

4531 

4531 







1933 

Taxi, 0-14A (Series 395) 







Front 

( Front 

4 

HB691 










\ Rear 

8 

HB691 









Rear 

( Front 

4 

HB683 










1 Rear 

8 

HB683 

1931-33 

T19, T26, T33, l*/ 2 -2-3 T, 6 

322AX 

322 

3221 

3221 








Cyls. 











1931-33 

T31 A, T45A, T51, T55, T61, 





ES22 

ET27 






T61 A, 2*4-6 T, 6 Cyls. 











1929-32 

T60, T80, T82, T90, 2, 4, 5 

323AX 

323 

3233 

3234 

ES22 

ET27 






T, 6 Cyls. 











1929-31 

K54, K56, 4-6 Cyls. 





ES22 

ET28 






(Eaton Axle) 











1930 

T44, 2-4 T, 6 Cyjs. 

330AX 

330 

3301 

3301 

ES2? 


1928-30 

Til, */ 2 T, 6 Cyls. 

266AX 

266 

2661 

2661 

*ES23 

*ET11 






cf Std. Bolts and Bushings 









.005" O.S. Bolts and Bushings#^ 

266AXf5 

266+10 

3871 

3871 








.010" O.S. Bolts and Bushings#®” 

266AX, 10 

266(10 

4271 

4271 









GOTFREDSON 

TRUCK 




1941-46 

RW146-CD 

461AX 

461 

4611 

4611 

ES133 


%AUsed With Straight Rod 




cf King Bolt 9%" x 1.609 


ES138 


IriUsed With Curved Rod 


1928-29 

B36, RW44, H/ 2 , iy 2 T, 

328A 

328 

3281 

3281 








6 Cyls. 

cf Bolt and Bushing Assembly 








GRAHAM 

1937-40 

96, 97, 107, 108, 116, 120, 

352AX 

352 

1961 

1961 

ES58 







Std., Spl., Supercharged, 

6 Cyls. 











1937 

95 Cavalier, 6 Cyls. 

352AX 

352 

1961 

1961 

ES62 


1936-37 

80, 85 Crusader, 6 Cyls. 

352AX 

352 

1961 

1961 

ES40 


1936 

90, Cavalier; 110, Super¬ 

352AX 

352 

1961 

1961 

ES47 







charged 











1935 

74, Standard Six 

352AX 

352 

1961 

1961 

ES40 


Front 

( Front 

4 

HB691 










X Rear 

8 

HB691 









Rear 

( Front 

4 

HB709 










\ Rear 

8 

HB691 

1935 

72, 75, 8 Cyls. 





ES63 


Front 

( Kick Shac. 

2 

HB687 










t Rear (RH) 

4 

HB693 









Rear 

( Front 

4 

HB686 










\ Rear 

8 

HB680 

1934-35 

68 , 73, 6 Cyls. 

352AX 

352 

1961 

1961 

ES25 



,-Front 

4 

HB69i 









Front 

j Rear (RH) 

4 

HB709 










) Rear (LH) 

4 

HB710 










V Kick Shac. 

2 

HB692 









Rear 

( Front 

4 

HB709 










\ Rear 

8 

HB691 

1934 

67, 69, 8 Cyls. 





ES63 


Front 

( Rear RH 

4 

HB693 










1 Kick Shac. 

2 

HB692 









Rear 

( Front 

4 

HB686 










\ Rear 

8 

HB6S0 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection cf the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 38 



















































































Chassis Parts 


Gr-Ha 


YEARS M&DEL.S 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


G R A H A M-Cont'd 


1933 

58, 6 Cyls. 


ES63 


Front 

( Front 

4 

HB680 







\ Rear 

8 

HB680 




*ES20 

*ET32 

Rear 

( Front 

4 

HB680 

_ 

_ 





\ Rear 

8 

HB680 

1933 

65, Standard Six 


ES63 



( Kick Shac. 

2 

HB692 






Front 

■< Rear (RH) 

4 

HB686 




*ES20 

*ET32 


(Rear (LH) 

4 

HB693 






Rear 


8 

HB680 

1932-33 

57, Blue Streak; 64, Std. 8, 


ES63 



( Front 

4 

HB680 


8 Cyls. 


*ES20 

*ET32 

Front 

< Rear RH 

4 

HB686 







( Rear LH 

4 

HB687 


GRAMM TRUCK 


1938-41 

85, 85DJX, 85A, 86, 600 

Special 

443AX 443 3831 3831 

d King Bolt 7^" x 1.234 

7 Std. Bolts and Bushings 

443AX 10 443+10 3836 3836 

d".010" O.S. Bolts and Bushings 

ES75 

ES122 

^Used With Straight Rod 

l£&Used With Curved Rod 

1937-41 

35AM, 41, 46, 50, 50A, 55, 

55A, 55DJX, 70, 70A, 
70DJX, 75, 75A, 75DJX, 
350, 400 Special 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX 10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cTStd. Grooved Bolts and Plain Bushings 

ES75 

ES122 

^HUsed With Straight Rod 

l£fcUsed With Curved Rod 

1940 

96 

402AX 402 4021 4021 

d King Bolt 7f|" x 1.359 

ES133 

ES138 

^aUsed With Straight Rod 

I^Used With Curved Rod 


HAHN TRUCK 


1937-42 440, 550, 640, M22, M25, 

M26, HF0150, HFD200, 
630, 640S, F26 

402AX 402 4021 4021 

c? Std. Bolts and Bushings 

d King Bolt 1\\" x 1.359 

402AX tlO 402flO 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

ts+aUsed with Straight Rod 

caused with Curved Rod 

1937-42 H17B, F22, >25, H22 M22, 

M25, M20, HFD110, H25 

443AX 443 3831 3831 

7 King Bolt 7* 2" x 1.234 
t/Std. Bolts and Bushings 

443AXaO 443+10 3836 3836 

^.OlO" O.S. Bolts and Bushings 

ES75 

ES122 

Isa Used With Straight Rod 
^Used With Curved Rod 

1937-40 HI 3, H15B, HI 8, HI9, H20, 
HFD80-85-90 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
d* King Bolt 6%" x 1.109 

423AX 10 423+10 4491 4491 

c<\010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

7 Std. Grooved Bolts and Plain Bushings 

ES75 

ES122 

Housed With Straight Rod 
^aUsed With Curved Rod 

1934-35 HB4, HB5, HB6, 2, 2y 2 , 3 T, 

6 Cyls. 

423AX 423 4231 4231 

7 Std. Plain Bolts and Grooved Bushings 
, 7 King Bolt 6%" x 1.109 

423AX 10 423+10 4491 4491 

7 .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

7 Std. Grooved Bolts and Plain Bushings 



1934-35 300, HD2, 3!l-6 T, 6 Cyls. 

443AX 443 3831 3831“ 

7 King Bolt 7*2" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

?.010" O.S. Bolts and Bushings 



1934-35 440, HE2, 4-7 t, 6 Cyls. 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 

d King Bolt 7?|" x 1.359 

402AXt 10 402 10 4681 4681 

d .010" O.S. Bolts and Bushings 

— 


1930-32 37H, 37HL, 2 T, 6 Cyls. 

328A 328 3281 3281 

c^Bolt and Bushing Assembly 


King bolt assemblies ate complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

<*)Asterisk indicates that sockets and rods must be installed together. 

^(nj7h\nd^rmrt«r e oT\h W ( h Bdt Ctrta ‘ n "" >d ' IS ° f trUCkS ha '" ! ° P, '° nal fr °"‘ aXl ' S T ° htlP you in ,he sel ' c,icn of ,ht Broper Kin!1 Bolt Set in such cas ' 5 ’ we are showi "« 




































































Chassis Parts 


He-Hu 


MODELS 

KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


HENDRICKSON TRUCK 


1937-46 AD240, AD240B, AD250B, 

A275F, AD290, A320F1, 
A375F 

402AX 402 4021 4021 

d" Std. King Bolts and Bushings 

cf King Bolt 7^" x 1.359 

402AX+10 402+10 4681 4681 

8 .010" O.S. Bolts and Bushings 

ES133 

ES138 

H£5iUsed with Straight Rod 

l^Used with Curved Rod 

1942-46 AD390, AD390-1, AD390-2, 

BR500, 500, 500B, CF600, 
H600 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

IS&Used With Straight Rod 
l£&Used With Curved Rod 

1937-38 A290, A375F, A420F, AD- 

390 

461AX 461 4611 4611 

cT King Bolt 9%" x 1.609 



1934-37 19S, 3 T; 24S, 4 T; 32D, 

4-9 T, 6 Cyls. 

402AX 402 4021 4021 

cf Std. King Bolts and Bushings 

cf King Bolt 7^" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 


* 

1934-36 21D, 25D, 2-8 T, 6 Cyls. 

443AX 443 3831 3831 

cf Plain Bolts and Grooved Bushings 
cf King Bolt 7*4}" x 1.234 



1934-35 155, 2 T, 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
423AX+10 423+10 4491 4491 

cf .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 




HUDSON 


1948 All, 6-8 Cyls. 

428AX 428 3905 3901 

Right Hand Assembly^ 
Left Hand Assembly#^ 

Pivot Bi 

ES147 

ES147 

ishing: Rear Shock 

Front—See 

Ind. Wheel Susp. Section 

r Front 

Rear J Front 4 HB928 

j Rear R.H. 1 SU862 

\Rear L.H. 1 SU863 

Absorberj£3T Up. & Lr. 8 HB724 

1940-47 All, 6-8 Cyls. 

428AX 428 3905 3901 

Right Hand Assembly^ 
Left Hand Assembly tS' 

Pivot Bus 

ES104 ET52 
ES104 ET52 

thing: Rear Shock / 

Front—See Ind. Wheel Susp. Section 

Rear | 

tbsorber£^ 1 

/Front 2 0416 

[Front 4 HB928 

'RearRH 1 SU862 

| Rear LH 1 SU863 

( Up. & Lr. 8 HB724 

1939 92, 6 Cyls. 

395AX 395 3905 3901 

ES104 RT45 

Front ^ 

/Front RH 1 SU847 

1 Front LH 1 SU848 

| Rear RH 1 SU815 

vRear LH 1 SU849 

Rear 

i Front 2 0415 00132 

Rear RH 1 SU862 

f Rear LH 1 SU863 

1938-39 89, 90, 112" W. B. Pass. 

90, 98, Business Car 

395AX 395 3905 3901 

ES104 RT45 

Front j 

f Front RH 1 SU847 

L Front LH 1 SU848 

Rear 

r Front 2 0415 00132 

Rear RH 1 SU862 

f Rear LH 1 SU863 

1938-39 83, 84, 85, 87, 93, 95, 97, 

6-8 Cyls. 

395AX 395 3905 3901 

ES104 RT45 

Front J 

/Front RH 1 SU847 

| Front LH 1 SU848 

| Rear RH 1 SU848 

(.Rear LH 1 SU847 

Rear 

r Front 2 0415 00132 

Rear RH 1 SU862 

f Rear LH 1 SU863 

1937 73, 6 Cyls. 

390AX 390 3905 3901 

ES46 ET58 

Front j 

/Front RH 1 SU847 

| Front LH 1 SU848 

| Rear RH 1 SU848 

VRear LH 1 SU847 

Rear 

(Front 2 0415 00132 

] Rear RH 1 SU862 

(Rear LH 1 SU863 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 40 






















































Chassis Parts 



YEARS 


MODELS 


Hu-ln 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Sprigg 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


HUDSON-Cont'd 


1937 

74/ 75/ 76/ 77/ 8 Cyl*. 

390AX 

390 

3905 

3901 

ES104 

RT45 

Front 

Rear 

/Front RH 

1 Front LH 

1 Rear RH 
\Rear LH 

( Front 
\ Rear RH 
( Rear LH 

1 

1 

1 

1 

2 

1 

1 

SU847 

SU848 

SU848 

SU847 

0415 

SU862 

SU863 

00132 

1936 

DeLuxe Six, 63 

342AX 

342 

3425 

3421 

ES46 

ET58 

Front 

( Front 

2 

SU815 











t Rear 

2 

SU840 










Rear 

( Front 

2 


8117 










\ Rear 

2 

SU811 


1936 

DeLuxe/ 64, 66; Custom 65, 

342AX 

342 

3425 

3421 

ES104 

RT45 

Front 

( Front 

2 

SU815 



67, 8 Cyls. 








t Rear 

2 

SU840 










Rear 

( Front 

2 


8117 










\ Rear 

2 

SU811 


1935 

Big Six; Special, DeLuxe, 

342AX 

342 

3425 

3421 

ES104 

RT45 

Front 

Rear 

2 

SU815 



Custom Eight, 6-8 Cyls. 







Rear 

Rear 

2 

SU811 


1934 

LL, LT, 8 Cyls. 

342AX 

342 

3425 

3421 

ES104 

RT45 

Front 

Rear 

2 

SU815 










Rear 

Rear 

2 

SU811 


1932-33 

Super Six, Eight, 6-8 Cyls. 

305AX 

305 

3052 

3052 

ES63 

RT38 












*ES7 

*ET9 






1930-31 

Greater Eight, 8 Cyls. 

305AX 

305 

3052 

3052 

ES7 

ET9 







Great Eight, 8 Cyls. 













HUPMOBILE 


1935-36 D, G, 6 Cyls. 


ES47 ET41 


1934 W, J, 6 Cyls. 


*ES63 *RT47 

*ES7 *ET40 



INDIANA TRUCK 


1932-40 85, 85DR1, 86, 865, 87, 88, 

95, 95DR, 95SBT-151, 

95SW-75, 97SBT-151, 1- 
3 T, 6 Cyls. 

423AX 423 4231 4231 

cfStd., Plain Bolts and Grooved Bushings 
d" King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

d"Std. Grooved Bolts and Plain Bushings 



1936 85 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX-10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

tfStd. Grooved Bolts and Plain Bushings 


Front i 

( Front 6 HB680 

l Rear 6 HB680 

Rear j 

f Front 6 HB701 

t Rear 6 HB701 


INTERNATIONAL TRUCK 


1947-48 KB1 alter Serial No. 

55986, KB2 after Serial 
No. 35972, (Also used 
on K1, K2 series before 
above serial numbers 
when late type axle 
has been installed.) 

472AX 472 2321 2321 

cfStd. King Bolts and Bushings 

472AX+20 472+20 4661 4661 

cf.020" O.S. Bolts and Bushings 



1947-48 KB1M after Serial No. 

5289, KB3 after Serial 
No. 34685, (Also used 
on earlier models when 
late type axle has 
been installed.) 

473AX 473 3961 3961 

cfStd. King Bolts and Bushings 

473AX+15 473+15 4631 4631 

c?015" O.S. Bolts and Bushings 




Kino bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(♦)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 41 






























































Chassis Parts 



MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 

or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


INTERNATIONAL T R U C K-Cont'd 


1947-48 KB after Serial 5417 Hy¬ 
draulic Brakes and 

5719 Westinghouse Air 
Brakes, KR8 after 2656 
Hydraulic and 2719 
Westinghouse, KS8 af¬ 
ter 3270 Hydraulic and 
3410 Westinghouse, K8F- 
after 881 Hydraulic 
Brakes. (Also used on 
earlier models when 
late type axle has 
been installed.) 

471AX 471 4711 4711 



1947-48 KR12, KS12, KBR12, KBS- 

12, KBR14, KBS14 

333A 333 3331 3331 

'Bolt and Bushing Assembly 



1946-47 K10 after Serial No. 641, 

KS10 after Serial No. 
1567, KR10 after 

Serial No. 648 


ES22 


1941-47 Kl, K2, KB1, KB2 (Except 

with 9.00 x 13 Tires) 

346AX 346 2321 2321 

cfStd. Bolts and Bushings 

346AX 20 346 20 4661 4661 

<3 .020" O.S. Bolts and Bushings 


Front | 

Front Up. 2 0439 00147 

Front Lr. 2 0439 00147 

Rear 2 0439 00147 

Rear j 

Front 2 0440 00147 

1 Rear Up. 2 0439 00147 

\ Rear Lr. 2 0439 00147 

1941-47 Kl, K2, KB1, KB2 (With 

9.00 x 13 Tires) 

396AX 396 3961 3961 

c/Std. Bolts and Bushings 

396AX 15 396i 15 4631 4631 

<^.015" O.S. Bolts and Bushings 


Front | 

Front Up. 2 0439 00147 

Front Lr. 2 0439 00147 

1 Rear 2 0439 00147 

Rear j 

Front 2 0440 00147 

Rear Up. 2 0439 00147 

1 Rear Lr. 2 0439 00147 

1941-47 KB1M, K3, KB3, KB3M (Ex¬ 

cept with 10.50 x 16 
Tires) 

396AX 396 3961 3961 

cfStd. Bolts and Bushings 

396AX 15 396t 15 4631 4631 

c/.015" O.S. Bolts and Bushings 


Front | 

. Front Up. 2 0439 00147 

Front Lr. 2 0439 00147 

1 Rear 2 0439 00147 

Rear j 

. Front 2 0441 00148 

Rear Up. 2 0442 00148 

! Rear Lr. 2 0442 00148 

“1941-47 KB1M, K3, KB3, KB3M 

(With 10.50 x 16 Tires) 

327AX 327 3271 3271 

ES26 

Front < 

: Front Up. 2 0439 00147 

Front Lr. 2 0439 00147 

[ Rear 2 0439 00147 

Rear 

: Front 2 0441 00148 

Rear Up. 2 0442 00148 

[ Rear Lr. 2 0442 00148 

1940-47 K4, KS4, K5, KS5, KB5 

327AX 327 3271 3271 

ES26 

Front 

[ Front Up. 2 0402 0034 

Front Lr. 2 0402 0034 

! Rear 2 0443 0034 

Rear ! 

Front 2 0444 00149 

Rear Up. 2 0444 00150 

f Rear Lr. 2 0445 00149 

1940-47 K6, KS6, KB6, KB6F 

397AX 397 3971 3971 

c/Std. Bolts and Bushings 

397AX+15 397 i 15 3976 3976 

<3 .015" O.S. Bolts and Bushings 

ES6 

Front j 

( Front Up. 2 0446 

| Front Up. 4 00126 

| Front Lr. 2 0446 00151 

l Rear 2 0447 00151 

Rear * 

r Front 2 0448 0097 

Rear Up. 2 0448 0097 

I Rear Lr. 2 0449 00127 

1940-47 K7, KS7, KB7 

397AX 397 3971 3971 

c'Std. Bolts and Bushings 

397AX * 15 397,15 3976 3976 

c/.015" O.S. Bolts and Bushings 

ES6 

Front j 

Front Up. 2 0446 

1 Front Up. 4 00126 

| Front Lr. 2 0446 00151 

l Rear 2 0447 001.51 

Rear - 

r Front 2 0434 00144 

Rear Up. 2 0450 00144 

( Rear Lr. 4 Shaft Used 00105 

1940-47 K7, KS7, C.O.E. 

326AX 326 3261 3261 

ES6 


1940-47 K8, KS8 KR8, KB8F 

326AX 326 3261 3261 

ES6 

Front \ 

. Front Up. 2 0436 00145 

Front Lr 2 0436 00104 

! Rear 2 0436 00104 

Rear ^ 

- Front 2 0434 00144 

Rear Up. 2 0450 

Rear Up. 4 00105 

. Rear Lr. 2 Shaft Used 00144 

1940-47 K8, KR8, KS8, K8T, KR8T, 

KS8T, K8F, C.O.E. 
Models 

398AX 398 3981 3981 

ES22 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper Kino Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 42 













































































! Pf Chassis Parts |f|-|[] 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


INTERNATIONA L-Cont'd 


1940-47 K10 To Serial No. 641, 

KS10 To Serial No. 
1567, KR10 To Serial 
No. 648 

398AX 39S 3981 3981 

ES22 

Front 

1 Front Up. 2 0436 00145 

] Front Lr. 2 0436 00104 

( Rear 2 0436 00104 

Rear 

/Front 2 0369 0098 

) Rear Up. 2 0451 

) Rear Up. 4 00146 

' Rear Lr. 2 Shaft Used 0098 

1937-47 K5 C.O.E., KS5 C.O.E. 

D540, D216T, D5216T, 

D216F, 6 Cyls. 

397AX 397 3971 3971 

cfStd. Bolts and Bushings 

397AX-15 397f15 3976 3976 

<* 015" O S. Bolts and Bushings 

ES 6 


1937-47 K7 C.O.E., KS7 C.O.E., DR- 

50, DS50, 0246F, D246T, 

6 Cyls. 

326AX 326 3261 3261 

ES 6 


1937-47 K8 C.O.E., KR 8 C.O.E., KR 8 T 

C.O.E., KS 8 C.O.E., RS 8 T 
C.O.E., K 8 F C.O.E., DR60, 
D500, DR500, DS500, 6 
Cyls. 

398AX 398 3981 3981 

ES22 


1941-46 KS11, KR11, KBR11, KBR12 

333A 333 3331 3331 

d Bolt and Bushing Assembly 


Front 

r Front Up. 2 0436 00145 

Front Lr. 2 0436 00104 

( Rear 2 0436 00104 

Rear j 

/Front 2 0452 00152 

| Rear Up. 2 0453 

| Rear Up. 4 00146 

VRearLr. 2 Shaft Used 00152 

1937-42 D40 

397AX 397 3971 3971 

r Std. Bolts and Bushings 

397AX 15 397 7 15 3976 3976 

d-015" O.S. Bolts and Bushings 

ES 6 

Front 

[ Front Up. 2 0433 00143 

Front Lr. 2 0433 0037 

t Rear 2 0406 0037 

Rear 

(Front 2 0434 00144 

Rear Up. 2 0435 00144 

( Rear Lr. 2 Shaft Used 00105 

1941-42 MS, 5 Ton, '(6x4) 6 Cyls. 

397AX 397 3971 3971 

c'Std. Bolts and Bushings 

397AX+15 397+15 3976 3976 

.015" O.S. Bolts and Bushings 



1937-40 D50 

326AX 326 3261 3261 

‘ ES 6 

Front ' 

r Front Up. 2 0436 00145 

Front Lr. 2 0436 00104 

f Rear 2 0436 00104 

Rear < 

: Front 2 0434 00144 

Rear Up. 2 0435 00144 

! Rear Lr. 2 Shaft Used 00105 

1937-40 D60 

398AX 398 3981 3981 

ES22 

Front | 

; Front Up. 2 0436 00145 

Front Lr. 2 0436 00104 

! Rear 2 0436 00104 

Rear j 

; Front 2 0369 0098 

Rear Up. 2 0438 0098 

[ Rear Lr. 4 Shaft Used 00146 

1939-40 02M, D5M 

396AX 396 3961 3961 

cfStd. King Bolts and Bushinqs 

396AX+15 396+15 4631 4631 

d".015" O.S. Bolts and Bushings 



1937-40 DR70, D346F, DR346T, 6 

Cyls. 

333A 333 3331 3331 

cT Bolt and Bushing Assembly 



1937-40 D35B, DS35B, D186T, DS- 

186T 

327AX 327 3271 3271 

ES26 


1940 D400, DS400 

326AX 326 3261 3261 



1939-40 D15M 

329AX 329 3291 3291 



1937-40 D2, D5, V* T, 4-6 Cyls. 

346AX 346 2321 2321 

cTStd. Bolts and Bushings 

346AXf20 346+20 4661 4661 

d.020" O.S. Bolts and Bushings 


F ront f 

Front 4 0372 007 

. Rear 2 0372 007 

Rear f 

Front 2 0371 007 

. Rear 4 0372 007 

1937-40 D15, %-1 T, 6 Cyls. 

396AX 396 3961 3961 

cfStd. King Bolts and Bushings 

396AX+15 396+15 4631 4631 

cf.015" O.S. Bolts and Bushings 


Front | 

Front 4 0372 007 

Rear 2 0372 007 

Rear ^ 

Front 2 0373 00106 

Rear 4 0374 00106 

1937-40 D30, DS30, iy 2 T, 6 Cyls. 

327AX 327 3271 3271 

ES26 

Front | 

Front 4 0402 0029 

. Rear 2 0402 0029 

Rear j 

; Front 2 0405 0037 

Rear Up. 2 0405 00128 

Rear Lr. 2 0406 0037 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showina 
the length and diameter of the Bolt. 43 

















































































Chassis Parts 
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MODELS 

KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


INTERNATIONAL TRUCK-Cont'd 


1937-40 D35/ DS35, iy 2 -2 T, 6 Cyls. 

327AX 327 3271 3271 

ES26 

Front ^ 

Front Up. 2 0402 

Front Up. 4 00126 

Front Lr. 2 0402 0034 

Rear 2 0402 0034 

Rear ^ 

Front 2 0403 0097 

Rear Up. 2 0403 

Rear Up. 4 00127 

Rear Lr. 2 0404 0097 

1936-40 C300, D300, DS300, l 1 /- T, 

6 Cyls. 

330AX 330 3301 3301 

ES6 ET15 

Front j 

Front 2 0406 0037 

Rear Up. 2 0406 00128 

Rear Lr. 2 0406 0037 

Rear j 

Front 2 0406 0037 

Rear Up. 2 0406 00128 

Rear Lr. 2 0406 0037 

1928-47 KR11 C.O.E., KR11T C.O.E., 

KS11 C.O.E., KS11T 

C.O.E., K11F C.O.E. 

HS74, HS74C, HS104C, 
W3, A7, A8, DR426F, AR- 
626F, DR700, 4-6 Cyls. 

332A 332 3321 3321 

cf Bolt and Bushing Assembly 



1936-37 Cl5, %, 1 T, 6 Cyls. 

396AX 396 3961 3961 

cTStd. King Bolts and Bushings 

396AX+15 396+15 4631 4631 

cf.015" O.S. Bolts and Bushings 


Front | 

Front 2 0371 007 

Rear Up. 2 0372 0052 

Rear Lr. 2 0372 007 

Rear j 

Front 2 0373 00106 

Rear Up. 2 0374 00106 

Rear Lr. 2 0374 00107 

1934-37 Cl, C5, V> T, 4-6 Cyls. 

346AX 346 2321 2321 

cTStd. Bolts and Bushings 

346AX+20 346+20 4661 4661 

c?.020" O.S. Bolts and Bushings 


Front | 

Front 2 0371 007 

Rear Up. 2 0372 0052 

Rear Lr. 2 0372 007 

Rear j 

Front 2 0371 007 

Rear Up. 2 0372 0052 

Rear Lr. 2 0372 007 

1934-37 CIO, Cl2, C20, CS20, C30, 

CS30, M2 after No. 799, 
4-6 Cyls. 

329AX 329 3291 3291 

ES26 

Front | 

Front 2 0367 0034 

Rear Up. 2 0368 0063 

1 Rear Lr. 2 0368 0022 

Rear j 

Front 2 0405 0037 

| Rear Up. 2 0408 00129 

! Rear Lr. 2 0407 0037 

1934-37 C35B, CS35B, Bus, 6 Cyls. 

327AX 327 3271 3271 

ES20 ET32 

ES26 

l£&For Rods with External Threads 
'l+jiFor Rods with Internal Threads 

1934-37 C40F, C40T, CS40T, 2-3 T, 

6 Cyls. 

330AX 330 3301 3301 

ES6 ET15 

Front * 

r Front 2 0367 0034 

Rear Up. 2 0368 0010 

f Rear Lr. 2 0368 0022 

Rear 

r Front 2 0369 0098 

Rear Up. 2 0370 00105 

( Rear Lr. 2 0370 00104 

1934-37 C50, CS50, 3-4 T, 6 Cyls. 

330AX 330 3301 3301 

cf For standard tread front axle. 

326AX 326 3261 3261 

cf For wide tread front axle. 

ES6 


1934-37 C55, C55F, C55T, C60, C60T, 

3M--5 T, 6 Cyls. 

326AX 326 3261 3261 

ES22 


1933-37 B4, C40, CS40, 2-3 T, 6 

Cyls. 

327AX 327 3271 3271 

For rods with external threadsg3T 
For rods with internal threads^* 

ES20 ET32 

ES26 

Front 

( Front 2 0367 0034 

Rear Up. 2 0368 0010 

( Rear Lr. 2 0368 0022 

Rear 

r Front 2 0369 0098 

Rear Up. 2 0370 00104 

( Rear Lr. 4 00105 

1932-37 A3, B3, C35, CS35, C35T, 

CS35T; M2 to No. 799, 
4-6 Cyls. 

327AX 327 3271 3271 

For rods with external threads^* 
For rods with internal threads££T 

ES20 ET32 

ES26 

Front 

c Front 2 0367 0034 

\ Rear Up. 2 0368 0063 

f Rear Lr. 2 0368 0022 

Rear 

r Front 2 0405 0037 

} Rear Up. 2 0408 00129 

( Rear Lr. 2 0407 0037 

1930-37 A5, A6, C50T, CS50T, 2-4 T, 

6 Cyls. 

326AX 326 3261 3261 

ES6 ET15 


1935-36 M3, 4 Cyls. 

329AX 329 3291 3291 

ES26 


1931-34 A1 after 1119, A2 after 

15337; B2 after 4141; 
with 4-wheel brakes, 
%-iy 3 T, 4 Cyls. 

329AX 329 3291 3291 

ES20 ET32 

Front 

r Front 2 0367 0034 

\ Rear Up. 2 0368 0063 

( Rear Lr. 2 0368 0022 

Rear 

c Front 2 0405 0037 

1 Rear Up. 2 0408 00129 

(Rear Lr. 2 0407 0037 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 44 
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MODELS 

KING BOLT SETS 
KING BOLTS 6c BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

Used Shack " 

Bolt 
or Pin 

Bushing 


INTERNATIONAL TRUC K-Cont'd 


1931-34 A1 to 1119; A2 to 15337; 

B2 to 4141; with 4- 
wheel brakes/ %-V/> T, 

4 Cyls. 

329AX 329 3291 3291 

*ES7 *ET 6 

Front 1 

r Front 2 0367 0034 

Rear Up. 2 0368 0063 

f Rear Lr. 2 0368 0022 

Rear ( 

r Front 2 0405 0037 

Rear Up. 2 0408 00129 

i Rear Lr. 2 0407 0037 

1930-34 AL3/ ALF3, A3V 2/ iy 2 T, 6 

Cyls. 

330AX 330 3301 3301 



1930-34 A4 

330AX 330 3301 3301 

cf For standard tread front axle 

326AX 326 3261 3261 

cf For wide tread front axle 

*ES 6 *ET14 

f 

1928-34 HS-54, HS-54C, W-1, W-2/ 

2V 2 -3y 2 T/ 4 Cyls. 

333A 333 3331 3331 

d" Bolt and Bushing Assembly 



1933 Dl, y 2 T/ 6 Cyls. 

346AX 346 2321 2321 

cfStd. Bolts and Bushings 

346AX+20 346+20 4661 4661 

cf .020" O.S. Bolts and Bushings 



1931-32 AW1/ % T/ 4 Cyls. 

329AX 329 3291 3291 


Front | 

; Front 2 0367 0034 

Rear Up. 2 0368 0063 

' Rear Lr. 2 0368 0022 

Rear ^ 

Front 2 0405 0034 

Rear Up. 2 0405 

1 Rear Lr. 2 0034 

1930-31 AW2, 4 Cyls. 

329AX 329 3291 3291 

ES20 

Front | 

Front 2 0367 0034 

Rear Up. 2 0368 0063 

Rear Lr. 2 0368 0022 

Rear j 

Front 2 0405 0037 

Rear Up. 2 0408 00129 

Rear Lr. 2 0407 0037 

1928-30 Spec. Del'y. 6 Speed Spec. 

4 Cyls. 

329AX 329 3291 3291 

ES7 ET 6 


1928-30 S24-26/ SF34-36, SL34-36, 

SF44-46, SD44-46/ 15B 

330AX 330 3301 3301 

*ES 6 *ET14 



KAISER 


1947-48 All Models 

465AB 465 4651 4651 

cfSet contains Bronze Bushings 
• 465AX 465 3705 3705 

ES135 

Front—See 

Ind. Wheel Susp. Section 



cfR.H. Assy. 
ES135 

Rear j 

Front 

Rear 

4 

2 HS104 

HB735 


cfSet contains Needle Bearings 

Drag Link End£3T 

• Indicates that this item will be supplied 
only until present stock is exhausted. 

cfL.H. Assy. 
ES136R 

Shackle 

Bushing 

8 

HB735 


KENWORTH TRUCK 


1937-46 D346/ 509/ 510/ 511, 512, 

520, 521, 522, 523, 524, 
547, 585, 588, 600, 601, 
610, 611, 825, 829, 833 

413AX 413 4131 4131 

cf King Bolt 9#'x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

^ 3 *Used With Straight Rod 
l^&Used With Curved Rod 

1937-46 T24, T28, 507, 508, 519, 

520, 525, 526, 527, 528, 
531, 532, 544, 603, 604, 
613, 620, 621, 622, 630, 
733, K9, K10 

402AX 402 4021 4021 

cf King Bolt 7f£" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

ISJlUsed With Straight Rod 
l£JlUsed With Curved Rod 

1940-45 385, 528, H-542-1 1, 

Freightways Special 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

^Used With Straight Rod 
l£3lUsed With Curved Rod 

1937-41 505, 506, 529, 530, 533, 

534, 535, 536, 537, 538, 
543, 544, 545, 546, 551, 
557, 559, 562, 563, 612, 
613, 631, 704, 731, C21, 
C24 Grayliner 

443AX 443 3831 3831 

cf King Bolt 7£|" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

l£ 3 iUsed With Straight Rod 

T£ 5 *Used With Curved Rod 

1937 C21 

.010" O.S. Plain Bolts & Grooved Bushings;t 3 r 
Std. Grooved Bolts & Plain Bushings£ 2 T 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6 %" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

IsJiUsed With Straight Rod 
^SlUsed With Curved Rod 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases we are showing 
the length and diameter of the Bolt. 45 



































































Kl-Li Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bnlt 
or Pin 

Bushing 



1930-31 52/ 54/ iy 3 -2 1 , 6 Cyls. 


KLEIBER TRUCK 

328A 328 3281 3281 

d" Bolt and Bushing Assembly 


LAFAYETTE 


1940 

4010/ 6 Cyls. 

430AX 

430 

4301 

4301 

ES105 

Front— 

Rear 

-See Ind. Wheel 

r Rear RH 
i Rear LH 
l Rear 

Susp. Section 

1 SU860 

1 SU861 

4 8500 (Dust Seal) 

1939 

3910/ 6 Cyls. 

386AX 

386 

3861 

3861 

ES62 

ET65 

Front 

( Front RH 

1 

SU846 

i 









X Front LH 

1 

SU814 









Rear 

( Rear RH 

1 

SU860 










1 Rear LH 

1 

SU861 










( Rear 

4 

8500 (Dust Seal) 

1937-38 

3710/ 3810/ 6 Cyls. 

386AX 

386 

3861 

3861 

ES62 

ET65 

Front 

Front 

2 

SU814 









Rear 

Rear 

2 

SU850 

1936 

3610/ 6 Cyls. 

386AX 

386 

3861 

3861 



Front 

Front 

2 

SU814 



Used on cars with tV' Inter. Rod#®' 

ES40 








Used on cars with Inter. Rod t£T 

ES62 


Rear 

Rear 

2 

SU836 

1934-35 

Six, 3510/ 6 Cyls. 

209AX 

209 

2091 

2091 

ES45 

ET56 

Front 

Front 

2 

SU814 


(Straight Axle) 







Rear 

Rear 

2 

SU861 

1934 

Six (Articulated Axle) 

209AX 

209 

2091 

2091 

ES45 

ET57 

Front 

Front 

2 

SU814 









” Rear 

Rear 

2 

SU861 

LARRABEE TRUCK 

1930-32 

25/ 35/ 1V-2 T/ 6 Cyls. 

328A 

328 

3281 

3281 









cT Bolt and Bushing Assembly 








LA SALLE 

1940 

4050/ 4052/ 8 Cyls. 

392AX 

392 

3601 

3601 

ES103 


Front- 

-See Ind. Wheel Susp. Section 



cf For cars with %" king pins 




Rear 

/Front 

4 

HB760 



432AX 

432 

4321 

4321 




) Rear 

8 

HB760 



cf For cars with H" king pins 





^ Rear 

2 

SH509 (Outer Link) 










* Rear 

2 

SH508 (Inner - w/pins) 

1939 

39-50/ 8 Cyls. 

392AX 

392 

3601 

3601 

ES103 


Front- 

-See Ind. Wheel Susp. Section 









Rear 

/Front 

4 

HB760 










j Rear 

8 

HB760 










) Rear 

2 

SH509 (Outer Link) 










V Rear 

2 

SH508 (Inner - w/pins) 

1937-38 

37-50/ 38-50/ 8 Cyls. 

392AX 

392 

3601 

3601 



Front- 

-See Ind. Wheel Susp. Section 




Right Hand Assembly#®* 

ES59 

ET63 








Left Hand Assembly#® 3 

ES59 

ET63 

Rear 

Rear 

2 

SU817 

1936 

36-50/ 8 Cyls. 

363AX 

363 

3601 

3601 



Front- 

-See Ind. Wheel Susp. Section 




Right Hand Assembly#® 

ES47 

ET63 

Rear 

( Front 

4 

HB680 




Left Hand Assembly#® 

ES47 

ET63 


\ Rear 

2 

SU817 

1935 

35-50/ 8 Cyls. 

363AX 

363 

3601 

3601 



Rear 

( Front 

4 

HB680 




Right Hand Assembly#® 

ES47 

ET63 


t Rear 

4 

HB680 




Left Hand Assembly#® 

ES47 

ET63 





1934 

350/ 8 Cyls. 

363AX 

363 

3601 

3601 



Rear 

Rear 

2 

SU817 




Right Hand Assembly#® 

ES38 

ET63 








Left Hand Assembly#®' 

ES39 

ET63 






LINCOLN 


1949 

9H/ 9L (All 8 Cyl.) 


ES156 

Rear ( Front 

4 

HB861 


Tie Rod and Integral End#® 

cTTwo outer ends 
ES503 
cfTwo used 

t Rear 

8 

HB861 




Assy, of Rod, Sleeve & Loose End#® 

ES503A 
cfTwo used 






Steering Arm to Idler Arm Rod Assy.#®* 

ES504 



HB779 



Insulator Bushing: Rear Shock Absorber#® 3 

1 1 

8 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 46 





















































































Chassis Parts 



YEARS 


MODELS 


Li-Ma 


KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 

orPin 

Bushing 


L I N C O L N-Cont'd 


1942-48 26H, Zephyr and Conti¬ 

nental, 268H, Custom; 
66H, 7H, 12 Cyls. 

442AX 442 4181 4181 

Drag Link Assembly 

Drag Link End£5T 

ES137 

DS507 

ES137L 

Strut Rod Bushing£2*r4 HB724 

1941 16H, Zephyr and Conti¬ 

nental, 168H, Custom; 
12 Cyls. 

442AX 442 4181 4181 

Drag Link Assembly#:^ 
Drag Link End£3T 

ES64 ET67 

DS124 

ES64L 

Strut Rod Bushing^^4 HB724 

1939-40 96H, 06H, Zephyr; 12 Cyls. 

418AB 418 4181 4181 

Drag Link Assembly gar 
Drag Link End£^ 

ES64 ET67 

DS124 

ES64L 

Strut Rod BushinQg2fT4 HB724 

1937-38 HB, 86H, Zephyr; 12 Cyls. 

418AX 418 4181 4181 

Drag Link Assembly^ 1 
Drag Link End£3F 

ES64 ET67 

DS124 

ES64L 

Strut Rod Bushing£3r4 HB724 

A 

1936 901, Zephyr, 12 Cyls. 

385AX 385 3894 3894 

Drag Link Assembly£3T 
Drag Link End£3T 

ES64 ET67 

DS124 

ES64L 

Front (Stud) 4 7022 

Rear (Stud) 4 7020 


MACK TRUCK 


1940-47 EH, EHD, EHT, EHU, EHTD, 

EHUT, EMT, EMTD, (With 
FA19 Axle) 

448AX 448 4481 4481 

ES139 


1940-47 EH, EHD, EHT, EHU, EHTD, 

EHUT, EMT, EMTD, (With 
FA35 Axle) 

448AX 448 4481 4481 



1938-46 43SB, 43SBX, 49SB, 51 SB, 

55SB, 61SB, CBK. CBL, 
EQ-SW, EQ Special, HT 

402AX 402 4021 4021 

d King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

468AX 468 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

ISHUsed With Straight Rod 
l£3lUsed With Curved Rod 

1940-44 EM, EMD, EQ, EQD, LF, LFT; 

LF, LFU, LFUT Six 
Wheeler; (FA23-28-36- 
37 Axles) 

447AX 447 4021 4201 



1940-44 ED, Milkar, Retailer 

437AX 437 4371 4371 



1940-44 DE, SD 

414AX 414 4141 4141 



1940-42 CM, Bus 

455A 455 4553 4554 

d" Bolt and Bushing Assembly 
- c? King Bolt has two lock pin slots 



1941 HT 

413AX 413 4131 4131 

d King Bolt 9^" x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

d\010" O.S. Bolts and Bushings 



1941 HT 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 



1940-41 U. S. Army EG, EES, (4x2); 

NB, (6x2); 2l/ 2 T 

i 

443AX 443 3831 3831 

d-King Bolt 7§|" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.OlO" O.S. Bolts and Bushings 



1938-41 EE, EF, EG, 11/ 2 -2 Ton 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

d".010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 



1936-41 EG, EH, EJ, ER, EES, NB 

(6x4), H/ 2 -3 T, 6 Cyls. 

443AX 443 3831 3831 



1939 EH, EH Special, EHUSW 

413AX 413 4131 4131 

d King Bolt 9^" x 1.484 
rfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

d .010" O.S. Bolts and Bushings 

ES133 

ES138 

!£$Used With Straight Rod 
•mnUsed With Curved Rod 

1938 SB43, 43SB 

443AX 443 3831 3831 

d King Bolt 7£§" x 1.234 
d"Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

d .010" O.S. Bolts and Bushings 

ES75 

ES122 

1 £$Used With Straight Rod 
!£3lUsed With Curved Rod 


Kina bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 


47 



















































Chassis Parts 


M 


Ma-Me 


YEARS 


MODELS 




KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


MACK T R U C K-Cont'd 


1938 EE Special, EF Special, EG 

.010" O.S. Plain Bolts & Grooved Bushings£3T 
Std. Grooved Bolts & Plain Bushings£2T 

423AX 423 4231 4231 

d" Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

ISJlUsed With Straight Rod 

!£$Used With Curved Rod 

1936-38 CQ Bus 

457A 457 4553 4554 

cT Bolt and Bushing Assembly 

Includes Thrust Plugs 



1936-38 CW Bus 

456A 456 4563 4564 

cf Bolt and Bushing Assembly 



1937 BM, EQ Spec., EQ-SW, 

SB49-55-61 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 

cf King Bolt 7 U" x 1.359 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 




MACK JR. TRUCK 


1936-37 IMA, % T, 6 Cyls. 

424AX 424 3751 3751 

ES25 

Rear j 

f Front 2 SU814 

L Rear 2 SU819 

1936-37 10MA, 10MB, 10MX, 20MA, 

20MB, 20MX, iy 2 -2 T, 6 
Cyls. 

377AX 377 3771 3771 

ES56 

Front | 

r Front Up. 2 0375 0067 

Front Lr. 2 0375 0018 

(Rear 2 0375 0018 

Rear ( 

r Front 2 0376 00108 

Rear Up. 2 0376 00109 

( Rear Lr. 2 0376 00108 

1936-37 30M, 30MA, 30MB, 30MX, 

2-3 T, 6 Cyls. 

377AX 377 3771 3771 

ES56 

Front ( 

r Front Up. 2 0377 0075 

Front Lr. 2 0377 0035 

f Rear 2 0377 0035 

Rear ( 

r Front 2 0378 00110 

Rear Up. 2 0378 00111 

f Rear Lr. 2 0378 00110 

1936 30MTA, 30MTX, 2-3 T, 6 

Cyls. 

376A 376 3351 3351 

cf Bolt and Bushing Assembly 


Front 

Rear 2 0378 00110 

Rear j 

f Rear Up. 2 0378 00111 

l Rear Lr. 2 0378 00110 

1936 90MA, 90MS, 90MX, 

90MSX, Bus, 6 Cyls. 

377AX 377 3771 3771 



1936 90MT, 90MTA, 90MT5, 

90MTX, 90MTSX, Bus, 6 
Cyls. 

376A 376 3351 3351 

cf Bolt and Bushing Assembly 


Front 

Rear 2 0379 00112 

Rear j 

f Rear Up. 2 0379 00113 

L Rear Lr. 2 0379 00112 


MARMON-HERRINGTON 


1944-45 H542-11 

461AX 461 4611 4611 

ES133 

ISfcUsed With Straight Rod 


cf King Bolt 9%" x 1.609 

ES138 

^Used With Curved Rod 


MERCURY 


1949 9M, (All) 

Tie Rod and Integral End£3T 

w 

Assy, of Rod, Sleeve & Loose End£3T 

Steering Arm to Idler Arm Rod Assy.£3T 
Insulator Bi 

ES156 

cf Two outer ends 
ES503 
cfTwo used 
ES503A 
cfTwo used 
ES503A 

iishing: Rear Shock 

Rear (Front 4 HB861 

(Rear 8 HB861 

Absorber£3T 8 HB779 

1942-48 29A, 69M, 79M, 89M, 8 

Cyls. 

444AX 444 4441 4441 

cf Bolt 5{+|" long 

Drag Link Assembly#^ 3 
Drag Link End£^ 

ES64 ET76 

DS129 

ES64L 

Front 2 T756 

Lower 4 HB760 

Rear 2 T755 

Lower 4 HB761 

Sway Rod Stud Bushing£3T4 HB724 

1941 19A, 8 Cyls. 

435AX 435 3894 3894 

Note: Bolt 5 1 /*" long 

Drag Link Assembly#^ 3 
Drag Link End£^ 

ES64 ET68 

DS124 

ES64L 

Front 2 T752 

Rear 2 T753 

1939-40 99A, 09A, 8 Cyls. 

435AX 435 3894 3894 

Note: Bolt 5Vs" long 

Drag Link Assembly £2T 
Drag Link End£3T 

ES64 ET68 

DS124 

ES64L 

Front 2 T747 

Rear 2 T746 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 48 








































































Chassis Parts 


Mo-Na 


& 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 

or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


MORELAND TRUCK 


1937-42 DE90, DE96, DEIOO, DE101, 

DEI80, E220, E260 

402AX 402 4021 4021 

cTStd. Bolts and Bushings 

d King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

d'.OlO" O.S. Bolts and Bushings 



1937-40 DE135-10, H340, TD420, 

HD400 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 

ES133 

ES13S 

caused With Straight Rod 

ISfcUsed With Curved Rod 

1939 E260, HD340CD, HD400 

4 

413AX 413 4131 4131 

d King Bolt 9^" x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

d .010" O.S. Bolts and Bushings 

ES133 

ES13S 

Housed With Straight Rod 
loused With Curved Rod 

1937-38 DE95, R190 

443AX 443 3831 3831 

d King Bolt 7£f" x 1.234 
cTStd. Bolts and" Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

l£$Used With Straight Rod 
l^&Used With Curved Rod 

1931-35 B13, 15, 16, 18, 2y 3 -4y 2 T, 

6 Cyls. 

443AX 443 3831 3831 

d King Bolt 7±§" x 1.234 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.OlO" O.S. Bolts and Bushings 



1929-32 RR6, RR7, 1M>, 2 T, 6 Cyls. 

328A 328 3281 3281 

d Bolt and Bushing Assembly 




NASH 


1946-48 

4460, 4760, 4860 

441AB 

441 

4411 

4411 

ES105 


Front- 

-See Ind. Wheel Susp 

. Section 











/Front 


4 

HB928 









Rear 

) Rear Lr.fL.H.) 

1 

8105 










\ Rear Lr.(R.H.) 

1 

8118 










VRear 


4 8500 (Dust Seal) 






Pivot Bushing: Front Shock Absorber £3T Lower 


4 

HB724 

1941-42 

4140, 4240, 6 Cyls. 




| ES132 

1 

1 










Pivot Bushing: Front Shock Absorber£3T Lower 

4 


HB724 






Engine Front Support Shackle Bushing#^ 

8 


HB735 

1941-42 

4160, 4260, 4180, 4280, 

441AX 

441 

4411 

4411 

ES105 


Front— 

-See Ind. Wheel Susp. Section 



Ambassador, 6-8 Cyls. 







Rear 

( Front 

4 


HB928 










1 Rear Lr. (LH) 1 


8105 










( Rear Lr. (RH) 1 


8118 

1940 

4020, 6 Cyls. 

430AX 

430 

4301 

4301 

ES105 


Front— 

-See Ind. Wheel Susp. Section 










Rear 

i Rear RH 

1 

SU860 











1 Rear LH 

1 

SU861 











( Rear 

4 

8500 (Dust Seal) 

1940 

4080, 8 Cyls. 

431AX 

431 

4311 

4311 

ES105 


Front— 

-See Ind. Wheel Susp. Section 










Rear 

( Rear RH 

1 

SU860 











] Rear LH 

1 

SU861 











l Rear 

4 

8500 (Dust Seal) 

1939 

3920, 6 Cyls. 

386AX 

386 

3861 

3861 

ES62 

ET65 

Rear 

i Rear RH 

1 

SU860 











4 Rear LH 

1 

SU861 











f Rear » 

4 

8500 (Dust Seal) 

1939 

3980, 8 Cyls. 

400AX 

400 

2091 

2091 

ES63 

RT38 

Rear 

t Rear RH 

1 

SU860 











1 Rear LH 

1 

SU861 











( Rear 

4 

8500 (Dust Seal) 

1938 

3820, 6 Cyls. 

386AX 

386 

3861 

3861 

ES62 

ET65 

Rear 

Rear 

2 

SU850 


1938 

3880, 8 Cyls. 

400AX 

400 

2091 

2091 

ES63 

RT38 

Rear 

Rear 

2 

SU850 


1937 

3720, 6 Cyls. 

386AX 

386 

3861 

3861 

ES62 

ET65 

Front 

Front 

2 

SU814 










Rear 

( Front 

2 


HB781 










t Rear 

2 

SU850 


1937 

3780, 8 Cyls. 

209AX 

209 

2091 

2091 

ES63 

RT38 

Front 

Front 

2 

SU814 










Rear 

( Front 

2 


HB781 










t Rear 

2 

SU850 


1936 

3640, 3640A, 6 Cyls. 

386AX 

386 

3861 

3861 



Front 

Front 

2 

SU814 




Used on cars with A" Inter. Rod£2T 

ES40 


Rear 

( Front 

2 


HB781 



Used on cars with H" Inter. Rod£^* 

ES62 



\ Rear 

2 

SU836 


1936 

3620, 3680, Ambassador, 

209AX 

209 

2091 

2091 

ES26 

RT38 

Front 

Front 

2 

SU814 



6-8 Cyls. 







Rear 

( Front 

2 


HB781 










\ Rear 

2 

SU861 


1935 

35-20, 35-80, 6-8 Cyls. 

209AX 

209 

2091 

2091 

ES45 

ET57 

Front 

Front 

2 

SU814 










Rear 

f Front 

2 


HB781 










\ Rear 

2 

SU861 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 



MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


NAS H-Cont'd 


1934 1220, 1280, 6-8 Cyls. 

209AX 209 2091 2091 

ES45 ET57 

Front Front 2 SU814 

Rear (Front 4 HB691 

) Rear 2 SU861 

1934 1290, 8 Cyls. 

345A 345 3453 2701 

cT Bolt and Bushing Assembly 

*ES6 *ET2 

Rear ( Front 4 HB684 

\ Rear 8 HB683 

1933 11-20, 11-30, 6-8 Cyls. 

209AX 209 2091 2091 

ES45 ET57 

Front Front 2 SU814 

Rear Rear 2 SU861 

1933 11-70, 8 Cyls. 

209AX 209 2091 2091 

ES45 ET57 


1932-33 1080, 1180, 8 Cyls. 

374AX 2091 2091 

374R(RH Bolt) 

374L(LH Bolt) 

ES20 ET26 

Front (Front 4 HB680 

\ Rear 8 HB680 

Rear (Front 4 HB686 

X Rear 8 HB680 

1931-33 8-90, 9-90, 10-90, 11-90, 

8 Cyls. 

345A 345 3453 2701 

cT Bolt and Bushing Assembly 

*ES6 *ET2 


1932 9-60, 9-70, 10-60, 10-70, 

6-8 Cyls. 

209AX 209 2091 2091 

ES7 ET7 


1932 9-80, 8 Cyls. 

374AX 2091 2091 

374R(RH Bolt) 

374L(LH Bolt) 

ES20 ET36 


1931 6-60, 6 Cyls. 

209AX 209 2091 2091 

ES7 ET7 

Rear Rear 2 tSU801 

1931 8-80, 8 Cyls. 

374AX 2091 2091 

374R(RH Bolt) 

374L(LH Bolt) 

ES20 ET36 

Rear Rear 2 tSUSOl 

1930-31 Single Six, 6 Cyls., 8-70, 

8 Cyls. 

374AX 2091 2091 

374R(RH Bolt) 

374L(LH Bolt) 

ES7 ET7 

Rear Rear 2 tSU801 


OAKLAND 


1930-31 

V8, 8 Cyls. 

242AX 

242 

3601 

3601 

*ES13 *ET11 

Rear 

( Front 

2 

0034 









X Rear 

2 tSU801 



OLDSMOBILE 


1939-48 All, 6-8 Cyls. 

392AX 392 3601 3601 

ES78 

Front—See Ind.Wheel Susp. Section 

Rear—(Uses coil springs) 

1938 F38, L38, 6-8 Cyls. 

392AX 392 3601 3601 

Right Hand Assembly#^* 
Left Hand Assemhlyasr 

ES58 ET66 

ES58 ET66 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0396 00121 

X Rear 2 *$U853 

1937 F37, L37, 6-8 Cyls. 

392AX 392 3601 3601 

Right Hand Assembly#®* 
Left Hand Assembly#3T 

ES58 ET66 

ES58 ET66 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0396 00121 

X Rear 2 $SU852 

1935-36 F35, F36, L35, L36, 6-8 

Cyls. 

363AX 363 3601 3601 

Right Hand Assembly#^ 3 
Left Hand Assembly #3T 

ES47 ET66 

ES47 ET66 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0396 00121 

\ Rear 2 SU817 

1934 F34, 6 Cyls. 

363AX 363 3601 3601 

Right Hand Assembly#^* 
Left Hand Assembly#^ 

ES38 ET51 

ES39 ET51 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0396 00121 

\ Rear 2 SU817 

1934 L34, 8 Cyls. 

363AX 363 3601 3601 

Right Hand Assembly*^ 
Left Hand Assembly#3T 

ES38 ET66 

ES39 ET66 

Front—See Ind. Wheel Susp. Section 

Rear / Front 2 0396 00121 

X Rear 2 SU817 

1933 F33, L33, 6-8 Cyls. 

242AB 242 3601 3601 

ES27 RT46 

r* 

Front Rear 2 SU816 

Rear Rear 2 SU817 

1932 F32, L32, 6-8 Cyls. 

242AB 242 3601 3601 

ES27 RT39 

*ES7 *ET9 

Front Front 2 0022 

Rear / Front 2 0022 

| Rear 2 fSUSOl 

1931 F31, 6 Cyls. 

242A B 242 3601 3601 

*ES7 *ET11 

Front Front 2 0022 

Rear / Front 2 0022 

X Rear 2 tSU801 

1928-30 F28, F29, F30, 6 Cyls. 

242AB 242 3601 3601 

*ES13 *ET11 

Front Front 2 0022 

Rear / Front 2 0022 

\ Rear 2 tSUSOl 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(f)Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 50 ‘ 






























































































Chassis Parts Ov-Pa 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 

or Pin 

Upper 

Bushins 

Lower 

Bushins 

Sockets 

Inter. 

Bod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


OVERLAND 


1939 

39, Speedway, 4 Cyls. 

394 AX 

394 

3941 

3941 

ES79 ET73 


PACKARD 


1948 2220, 2222 

445AB 445 4195 4194 

c? Needle Bearing 

ES125 

Rear 12 HB982 

1946-48 2126, 2213, 2226 


ES125 

Rear 12 HB982 

1946-48 2000-01-03-06-10-11,2100- 

01-03-06-11-30, 2201- 

02-06-11-30-32-33-40 

445AB 445 4195 4194 

d" Needle. Bearing 

Pivot B 

ES125 

lushing: Rear Shock 

Front—-See Ind. Wheel Susp. Section 

/•Front 4 HB963 

Rear J Rear 8 HB963 

\ Rear 2 SH512 (Outer w/pins) 

VRear 2 SH513 (Inner Link) 

Absorber#® 8 HB779 

1942 2001 A, 2004, 2005, 2007, 

2008, 2055, 6-8 Cyls. 

419 AD 419 4193 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 
Pivot B 
1 

ES48 ET59 

ES48 ET59 

ushing: Rear Shod 
r ront Wheel Supporl 

; Absorber#® 8 HB779 

t Insulator#® Upper 4 HB769 

1942 2001 A, Amb. and Bus, 

2003A, 8 Cyls. 

Right Hand Assembly#® 
Left Hand Assembly#®* 
Pivot 1 
F 

ES48 ET59 

ES48 ET59 

3ushing: Rear Shod 
ront Wheel Support 

< Absorber#® 8 HB779 

Insulator#®* Upper 4 HB769 

1942 2020, 2021, 2023, 2030, 6-8 

Cyls. 

419AD 419 4193 4191 

Right Hand Assembly#®’ 
Left Hand Assembly#® 

Pivot 1 
Fr 
Front 

ES48 ET59 
ES4S ET59 

Bushing: Rear Shod 
ont Wheel Support 
Wheei Torque Arm 

/Front 4 HB963 

Rear j Rear 8 HB963 

j Rear 2 SH513 (Inner Link) 

VRear 2 SH512 (Outer - w/pins) 

: Absorber#® 8 HB779 

Insulator#®’Up. 4 HB769 

Insulator#®* 4 HB935 

1942 U. S. Army Super 8-160, 

Sedan (4x2) 

419AD 419 4193 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 3 

ES48 ET59 
ES48 ET59 

- 

1941 U. S. Army Super 8-160, 

Sedan (4x2) 

419AB 419 4193 4194 

Right Hand Assembly#®’ 
Left Hand Assembly#®* 

ES48 ET59 
ES48 ET59 

/•Front 4 HB963 

Rear j Rear 8 HB963 

\ Rear 2 SH512 (Outer-w/pins) 

VRear 2 SH513 (Inner Link) 

1941 1951 Clipper, 8 Cyls. 

445AX 445 4195 4191 

cT Needle Brg. 

Pivot 1 

ES125 

3ushing: Rear Shod 

Front—See Ind. Wheel Susp. Section 

/Front 4 HB963 

Rear j Rear 8 HB963 

) Rear 2 SH512 (Outer - w/pins) 

VRear 2 SH513 (Inner Link) 

< Absorber#® 8 HB779 

1941 1900, 1901, 6-8 Cyls. 

419AC 419 4195 4195 

cf Needle Brg. 

Right Hand Assembly#® 
Left Hand Assembly#:® 

ES48 ET59 

ES48 ET59 

Front 4 HB963 

Rear j Rear 8 HB963 

\ Rear 2 SH513 (Inner Link) 

'.Rear 2 SH512 (Outer w/pins) 

1941 1903, 1906, 8 Cyls. 

419AB 419 4193 4194 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES4S ET59 

/Front 4 HB963 

Rear ) Rear 8 HB963 

) Rear 2 SH513 (Inner Link) 

' Rear 2 SH512 (Outer-w/pins) 

1941 1904, 1905, 1907, 1908, 

1901 A, 8 Cyls. 

419AB 419 4193 4194 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES48 ET59 

Rear 12 HB9S2 

1940 1800, 6 Cyls. 

419AX 419 4191 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES48 ET59 

/Front 4 HB963 

Rear J Rear 8 HB963 

) Rear 2 SH515 (Inner Link) 

VRear 2 SH514 (Outer-w/pins) 

1940 1801, 1803, 1806, 8 Cyls. 

419AX 419 4191 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES48 ET59 

/Front 4 HB963 

Rear J Rear 8 HB963 

j Rear 2 SH513 (Inner Link) 

VRear 2 SH512 (Outer-w/pins) 

1939-40 1700, 1701, 1701 A, 1702, 

1703, 1705, 1801 A, 1804, 
1805, 1807, 1808, 6-8 

Cyls. 

419AX 419 4191 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES48 ET59 

/Front 2 HB796 

Rear J Rear 4 HB796 

■) Rear 2 SH517 (Inner Link) 

VRear 2 SH516 (Outer-w/pins) 

1938-39 1607, 1608, 1707, 1708, 12 

Cyls. 



Rear (Front 4 HB711 

\ Rear 8 HB711 

1938 1600, 1601, 1601A, 1601D, 

1602, 6-8 Cyls. 

419AX 419 4191 4191 

Right Hand Assembly#® 
Left Hand Assembly#® 

ES48 ET59 

ES48 ET59 

/Front 2 HB796 

Rear j Rear 4 HB796 

\ Rear 2 SH517 (Inner Link) 

VRear 2 SH516 (Outer-w/pins) 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 




MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Into-. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


P A C K A R D-Cont'd 


1937 

115C, 120C, 120CA, 120CD, 

138CD, 6-8 Cyls. 

419AX 

419 

4191 4191 

Right Hand Assembly#^* 
Left Hand Assembly^ 

ES48 

ES48 

ET59 

ET59 


1935-36 

120, 120A, 120B, 120BA, 

8 Cyls. 

419AX 

419 

4191 4191 

Right Hand Assembly^ 
Left Hand Assembly^ 

ES48 

ES48 

ET59 

ET59 



PETERBILT TRUCK 


1942-46 270, 334, 344, 344DT 

.010" O.S. Bolts and Bushings£3F 

413AX 413 4131 4131 

cf King Bolt 9^" x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

ES133 

ES138 

mUsed With Straight Rod 

m^Used With Curved Rod 

1939-46 334GP, 260, 270, 334, 344, 

354, 344DT, 345DT, 354- 
DT, 270DD 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

mUsed With Straight Rod 

mUsed With Curved Rod 

1939-42 260DD, 334DP, 355DT 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 



1939-42 120, 260, 260GD, 270 

402AX 402 4021 4021 

cf King Bolt 7§^" x 1.359 

ES133 

ES138 

mUsed With Straight Rod 

mUsed With Curved Rod 

1940-41 120 

.010" O.S. Bolts and Bushings^ 

443AX 443 3831 3831 

cf King Bolt 7£§" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

ES75 

ES122 

mUsed With Straight Rod 

miUsed With Curved Rod 

PLYMOUTH 

1942-48 All 

355AX 355 3701 3701 

Right Hand Assemblygaf 
Left Hand Assembly^ 

Pivot Bushing: Std. Size Fron 
Pivot Bushing: Over 

ES60 

ES131 

t and Rear Shock i 
size Front Shock A 

Front—See Ind. Wheel Susp. Section 

/ Front 2 0345 0091 

( Rear 8 YHB735 

Rear 2 

(Rear 8 ▼HB850 

'"Rear 2 HS104N 

NOTE—THB735 used with early type HS104 and 
HB850 used with late type HS104N. 

\bsorber gar Up. & Lr. 16 HB779 

bsorbersgaf / Upper 4 HB947 

\ Lower 4 HB779 

1941 All 

(7 Pass. Sedan & Limousine#^ 

(7 Pass. Sedan & Limousine#^ 

355AX 355 3701 3701 

cf Except 7-Pass. Sedan & Limousine 
355AB 355 3705 3701 

cfFac. Dup. cf Needle Bearing 

355AE 355 3702 3701 

cf Optional cf Bronze 

Right Hand Assembly#^ 
Left Hand Assembly g^ 

ES60 

ES131 

Front—See Ind. Wheel Susp. Section 

, Front 2 0345 0091 

(Rear 8 YHB735 

- , J Rear 2 HS104 

Rear < OR 

I Rear 8 YHBS50 

'''Rear 2 HS104N 

NOTE—YHB735 used with early type HS104 and 

HB850 used with late type HS104N. 

1940 All 

(7 Pass. Sedan & Limousinegar 

(7 Pass. Sedan & Limousinegar 

355AX 355 3701 3701 

cf Except 7-Pass. Sedan & Limousine 
355AB 355 3705 3701 

cfFac. Dup. cf Needle Bearing 

355AE 355 3702 3701 

cf Optional cf Bronze 

Right Hand Assemblygar 
Left Hand Assemblygaf 
For cars equipped with Harris 

ES60 

ES131 

Type Shacklesgaf 

Front—See Ind. Wheel Susp. Section 

Rear <; 

1 

(Front 2 0345 0091 

RearRH 1 SU859 

1 Rear LH 1 SU858 

(Rear 4 8500 (Dust Seal) 

f Rear 2 HS104mOptional 

Rear j 

f Rear 8 HB735 

i Rear 2 HS104 

1939 P7, P8, 6 Cyls. 

355AX 355 3701 3701 

( Right Hand Assemblygaf 
t Left Hand Assembly#^ 
cf Sockets and rods do not fit 
7-Pass. Sedan & Limousine 

ES76 ET71 

ES77 ET72 

Front—See Ind. Wheel Susp. Section 

Rear j 

(Front 2 0345 0091 

Rear RH 1 SU859 

1 Rear LH 1 SU858 

(Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104mi0ptional 

1938 P6 after 10555294, 6 Cyls. 

370A B 370 3705 3701 

cfFac. Dup. ' cf Needle Brg. 

370AE 370 3702 3701 

cf Optional cf Bronze 

Drag Link Assemblygaf 
Drag Link Endgaf 

ES57 ET64 

DS89 

ES114R 

Front j 

/ Front RH 1 SU854 

1 Front LH 1 SU838 

1 Rear RH 1 0350 0093 

l Rear LH 1 SU844 

Rear j 

(Front 2 0345 0091 

Rear RH 1 SU859 

1 Rear LH 1 SU858 

(Rear 4 8500 (Dust Seal) 

[ Rear 2 HS104mOptional 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 


PI-PI 


YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

Lower 

Sockets 

Inter. 

or Pin 

Bushing 

Bushing 

Rod 


TIE RODS 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


P L Y M O U T H-Cont'd 


1937-38 P3 after 1222778 and 

9095366; P4 after 104- 
1871 and 9997566, P5; 
P6 to 10555294, 6 Cyls. 

370AB 370 3705 3701 

d"Fac. Dup. cT Needle Brg. 

370AE 370 3702 3701 

d" Optional <$ Bronze 

( Drag Link Assembly£3T 
\ Drag Link End£2T 

d"Used with 16x6.00 and 16x6.50 wheels 
( Drag Link Assembly^ 
( Drag Link End£3T 

cfUsed with 18x6.00 and 20x5.25 wheels 

ES57 ET64 

DS87 

ES70R 

DS 88 

ES53R 

Front j 

Front RH 1 SU854 

1 Front LH 1 SU838 

| Rear RH 1 0350 0093 

t Rear LH 1 SU844 

1 

Rear / 

/Front 2 0345 0091 

Rear RH 1 SUS59 

' Rear LH 1 SU858 

j Rear 4 8500 (Dust Seal) 

{ Rear 2 HS104 

cf Optional Harris Type 

1937 P3 to 1222778 and 909- 

5366; P4 to 1041871 
and 9997566 

370AX 370 3701 3701 

( Drag Link Assembly^’ 
t Drag Link End£3T 

cfUsed with all wheels except 20 " 
( Drag Link Assembly£3T 
t Drag Link End£ 2 F 

cT Used with 20" wheels 

ES57 ET64 

DS87 

ES70R 

DS 88 

ES53R 

Front ^ 

Front RH 1 SU854 

1 Front LH 1 SU838 

1 Rear RH 1 0350 0093 

^ Rear LH 1 SU844 

1 

Rear J 

f Front 2 0345 0091 

Rear RH 1 SU859 

1 Rear LH 1 SU85S 

I Rear 4 8500 (Dust Seal) 

' Rear 2 HS104 

d” Optional Harris Type 

1936 PI, P2, 6 Cyls. 

370AX 370 3701 3701 

Drag Link Assembly &§=* 
Drag Link End£ 3 T 

ES57 ET 6 

DS 86 

ES70R 

Front j 

Front RH 1 SU854 

1 Front LH 1 SU83S 

1 Rear RH 1 0350 0093 

l Rear LH 1 SU839 

Rear < 

; Front 2 0344 0091 

Rear 2 SU859 (Except 7-Pass.) 

1 Rear 2 SU841 (7-Pass. & Lim.) 

1935 PJ, 6 Cyls. 

370AX 370 3701 3701 

Drag Link Assembly^ 
Drag Link End£3T 

ES57 ET 6 

DS85 

ES35R 

Front -1 

r Front 2 0350 0093 

Rear RH 1 SU833 

f Rear LH 1 SU834 

1 

Rear > 

(Front 2 0344 0091 

Rear 2 SU859 

Rear 4 8500 (Dust Seal) 

| Rear 2 HS104 

[ cT Optional Harris Type 

1934 PE from 2190643 to 

2191003 and after 

2191074, 6 Cyls. 

355AX 355 3701 3701 

Right Hand Assemblyj£3T 
Left Hand Assembly&jT 
Drag Link End^ 

ES35 ET50 
ES36 ET50 
ES35R 

Front—See Ind. Wheel Susp. Section 

Rear j 

r Front 2 0344 0091 

l Rear 2 SU855 

1934 PE up to 2190643 and from 

2191003 to 2191074, 6 
Cyls. 

354AX 354 3701 3701 

Right Hand Assembly£ 3 F 
Left Hand Assembly^ 
Drag Link End£3T 

ES35 ET50 
ES36 ET50 
ES35R 

Front—See Ind. Wheel Susp. Section 

Rear j 

f Front 2 0344 0091 

l Rear 2 SU855 

1934 PF, 6 Cyls. 

(To Ser. 1881210) 
(After Ser. 1881210) 

Right Hand Assembly&'T 

Left Hand Assembly£3T 
Drag Link End£ 3 F 

356AX 356 3371 3371 

355AX 355 3701 3701 

ES35 ET50 
ES36 ET50 
ES35R 

Front—See Ind. Wheel Susp. Section 

Rear j 

f Front 2 0344 0091 

t Rear 2 SU813 

1934 PG, 6 Cyls. 

(After Ser. 1021180) 

337AX 337 3371 3371 

cTTo Ser. 1021180 

355AX 355 3701 3701 

ES57 

Front j 

f Front 2 0346 0092 

l Rear 2 SU812 

Rear 1 

f Front 2 0346 0092 

l Rear 2 SU813 

1933 PC, PD, 6 Cyls. 

337AX 337 3371 3371 

ES34 ET9 

Front 

(Front 2 0346 0092 

l Rear 2 SU812 

Rear 

(Front 2 0346 0092 

( Rear 2 SU813 

1932 PB, 4 Cyls. 

278AX 278 2071 2781 

ES33 

*ES7 *ET9 

Front 

(Front 2 007 

(Rear 2 SU854 

Rear 

f Front 2 0344 0091 

(Rear 2 SU855 

1931 All, after March 15, 1931; 

PA, 4 Cyls. 

278AX 278 2071 2781 

ES33 

*ES 8 *ET4 

Front 

(Front 2 007 

(Rear 2 tSU808 

Rear 

(Front 2 0014 

( Rear 2 tSU806 

1930-31 All, to March 15, 1931, 4 

Cyls. 

278AX 278 2071 2781 

ES33 

*ES 8 *ET4 

Front 

( Front 2 007 

(Rear 2 fSUSOS 

Rear 

( Front 2 0014 

(Rear 2 tSU807 

1929 All, 4 Cyls. 

278AX 278 2071 2781 

*ES 8 *ET4 

Front 

f Front 2 007 

{ Rear 2 tSU808 

Rear 

(Front 2 0014 

( Rear 2 fSU807 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(t) Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 53 






































































Pl-Po 


Chassis Parts 




YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


PLYMOUTH TRUCK 


370AX 370 3701 3701 

ES60 

Drag Link Assembly*® 

DS111 

370AX 370 3701 3701 

ES60 

Drag Link Assembly#® 

DS111 

370AX 370 3701 3701 

ES57 ET64 

Drag Link Assembly#® 

DS111 

370AX 370 3701 3701 

ES57 ET64 

Drag Link Assembly#® 

DS 86 

Drag Link End#® 

ES70R 

PONTIAC 


Front | 

r Front RH 1 SU838 

Front LH 1 SU854 

! Rear 2 0350 0093 

Rear 

\ 

( Front 2 0454 00131 

\ Rear RH 1 SU864 

1 Rear LH 1 SU865 

'Rear 4 8500 (Dust Seal) 

Front | 

: Front RH 1 SU854 

Front LH 1 SU838 

‘ Rear 2 0350 0093 

Rear 

1 

r Front 2 0454 00131 

1 Rear RH 1 SU864 

| Rear LH 1 SU865 

< Rear 4 8500 (Dust Seal) 

Front ( 

r Front RH 1 SU854 

Front LH 1 SU838 

! Rear 2 0350 0093 

Rear 

\ 

/ Front 2 0454 00131 

1 Rear RH 1 SU864 

| Rear LH 1 SU865 

v Rear 4 8500 (Dust Seal) 

Front | 

r Front RH 1 SU854 

Front LH 1 SU838 

! Rear 2 0350 0093 

Rear 

) 

1 

/Front 2 0345 0091 

1 Rear RH 1 SU864 

1 Rear LH 1 SU865 

'Rear 4 8500 (Dust Seal) 


1941 


1940 


PT125, Commercial/ 6 

Cyls. 


PT105, Commercial, 6 
Cyls. 


1939 PT81/ Commercial, 6 Cyls. 


1937-38 PT50/ PT57/ Corn'!./ 6 Cyls. 


1941-48 All/ 6-8 Cyls. 


429AX 429 4291 4291 ES78 


Front—See Ind. Wheel Susp. Section 


Rear 


Pivot Bushing: Rear Shock Absorber#® 


f Front 
I Rear 


0396 


T749 


7401 

HB724 


1940 25/ 26/ 28/ 29/ 6-8 Cyls. 

429AX 429 4291 4291 

ES78 

Front—See Ind. Wheel Susp. Section 

Rear 

f Front 2 0401 7401 

(Rear 2 *T749 

1939 6EA/ 6EB/ 8EA, 6-8 Cyls. 

392AX 392 3601 3601 

ES78 

Front—See Ind. Wheel Susp. Section 

Rear 

f Front 2 0401 7401 

(Rear 2 $T749 

1937-38 6CA/ 8CA, 6DA, 8DA, 6-8 
Cyls. 

392AX 392 3601 3601 

Right Hand Assembly*® 
Left Hand Assembly*® 

ES58 ET 66 

ES58 ET 66 

Front—See Ind. Wheel Susp. Section 

Rear 

(Front 2 0347 0090 

(Rear 2 $T749 

1935-36 Std. & Master Six, 6 Cyls. 

.005" O.S. Bolts and Bushings#® 
.010" O.S. Bolts and Bushings#® 

266AX 266 2661 2661 

d Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266 f10 4271 4271 

ES29 

*ES23 *ET11 

Front 1 

(Front 2 T736 

l Rear 2 0347 0090 

Rear / Front 2 0347 0090 

t Rear 2 $T735 

Note: T735 & T736 are tapped for threaded type oilers. 

1935-36 Straight 8; DeLuxe 6-8, 

6-8 Cyls. 

351AP 351 3515 3515 

M1011£JiFront Spindle Bushing 

M101A 

d Consists of two M101 bushings 
and 4 cork gaskets. 

ES29 

Rear j 

Note: T73! 

f Front 2 0347 0090 

t Rear 2 $T735 

> is tapped for threaded type oilers. 

1934 Eight, 8 Cyls. 

351AP 351 3515 3515 

MlOl'i+SiFront Spindle Bushing 

M101A 

cT Consists of two M101 bushings 
and 4 cork gaskets. 

ES29 

Rear j 

Note: T73 1 

f Front 2 0347 0090 

[ Rear 2 T735 

j is tapped for threaded type oilers. 

1933 Straight 8, 8 Cyls. 

.005" O.S. Bolts and Bushings#® 
.010" O.S. Bolts and Bushings#®’ 

266AX 266 2661 2661 

d Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266+10 4271 4271 

ES29 

Front 

Rear 2 T736 

Rear j 

Note: T73! 

f Front 2 0347 0090 

l Rear 2 T735 

> & T736 are tapped for threaded type oilers. 

1932 V8, 8 Cyls. 

242AX 242 2421 2421 

*ES10 *ET10 

Rear 

Front 2 0347 0090 

1931-32 All, 6 Cyls. 

.005" O.S. Bolts and Bushings#®* 
.010" O.S. Bolts and Bushings*®* 

266AX *266 2661 2661 

d Std. Bolts and Bushings 

266AX+5 266+5 3871 3871 

266AX+10 266+10 4271 4271 

*ES10 *ET10 

Front 

Rear 4 0347 

Rear 

Front 2 0347 0090 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(t) Does not include jack pad extension arm as furnished on original shackle. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 54 
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Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS I 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


P O N T I A C-Cont'd 


1929-30 

Big Six, 6 Cyl$. 

.005" O.S. Bolts and Bushings## 
.010" O.S. Bolts and Bushings## 

266AX 266 2661 

cfStd. Bolts and Bushings 

266AX+5 266+5 3871 

266AX-10 266 10 4271 

2661 

3871 

4271 

*ES10 

*ET10 

Rear 

Rear 

2 fSUSOl 


1928 

All to Mtr. No. 410101, 6 

266AX 

266 2661 

2661 

*ES10 

*ET10 

Front 

( Front 

2 

0222 

007 


Cyls. 

cfStd. Bolts and Bushings 





•] Rear Up. 

2 

0222 

0052 









( Rear Lr. 

2 

0222 

007 


.005" O.S. Bolts and Bushings## 

266AX + 5 

266^5 3871 

3871 



Rear 

( Front 

2 

0222 

007 


.010" O.S. Bolts and Bushings ## 1 

266AX 10 

266t10 4271 

4271 




■j Rear Up. 

2 

0222 

0052 









( Rear Lr. 

2 

0222 

007 


REO 


1935-36 

6A, 6D, 6 Cyls. 

424AX 

424 

3751 

3751 

ES25 


Front 

Rear 

2 

SU814 









Rear 

Rear 

2 

SU811 

1933-35 

S, 2S, 35, 7S, 6 Cyls. 

375A 

375 

3751 

3751 

ES56 

ET62 

Front 

Rear 

2 

SU818 



cT Bolt and Busmng Assembly 




Rear 

Rear 

2 

SU819 


REO TRUCK 


1940-48 25B, 25BL, 25BT, 25L, 25T, 

25TL, 25VXS, 25VBS; 
96HT, 96HTD, Bus 

402AX 402 4021 4021 

cfStd. King Bolts and Bushings 

cf King Bolt 7 \l" x 1.359 

402AXU0 402 10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

"tg+fcUsed with Straight Rod 

TS^Used with Curved Rod 

1939-48 Cl9, D19, 119, 121, 122, 

20BHS, 20CHS, 20XHS, 
21 A, 21B, 21C. 21T, 22A, 
22B, 22C, 22L, 22T 

.010" O.S. Plain Bolts & Grooved Bushings##" 
Std. Grooved Bolts & Plain Bushings## 

423AX 423 4231 4231 

fStd. Grooved Bolts and Plain Bushings 
cf King Bolt 6 %" x 1.109 

423AX 10 423 10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

l^Used With Straight Rod 

1 £ 3 iUsed With Curved Rod 

1940-46 38, 56, 92, 92 Special, 23A, 

23B, 23C, 231, 23T, 23- 
XHS 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and~ Bushings 

443AXtl0 443+10 3836 3836 

.f .010" O.S. Bolts and Bushings 

ES75 

ES122 

l^fcUsed With Straight Rod 
l£&Used With Curved Rod 

1939-47 20A, 20B, 20C 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cf Std. Grooved Bolts and Plain Bushings 

ES122 

( Front 2 0378 00110 

Front \ Rear Up. 2 0378 00111 

(Rear Lr. 2 0378 00110 

t Front 2 0378 00110 

Rear 1 Rear Up. 2 0378 00111 

(Rear Lr. 2 0378 00110 

1939-46 19A, 19AT, 19B, 19C, 19- 

BHS, 19CHS, 19XHS 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

c^Std. Grooved Bolts and Plain Bushings 

ES75 

r Front 2 0378 00110 

Front ] Rear Up. 2 0378 00111 

( Rear Lr. 2 0378 00110 

c Front 2 0378 00110 

-Rear \ Rear Up. 2 0378 00111 

( Rear Lr. 2 0378 00110 

-Note—Rear Spring After Serial No. 17219 

1937-46 4J5, 25, 27A, 27VXS 

413AX 413 4131 4131 

cf King Bolt 9^’ x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

^llUsed With Straight Rod 

l£ 3 lUsed With Curved Rod 

1942-45 28XS 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

i^UseJ With Straight Rod 

IgfcUsed With Curved Rod 

1940 309, 382, 383, 385, 394, 

395 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 
cf King Bolt 7^" x 1.359 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 



1938-39 1B4 after 16881; 1D4 af¬ 

ter 26269; 1B4H after 
2249; 1D4H after 2478; 
2L4 after 5394; 2L4H 
after 5394; 2B4 after 
7806; 2D4 after 15004; 
1A4 after 9494; 1C4 af¬ 
ter 9187; 1A4H after 

2406; 1C4H after 2613; 
1B4Z, 1D4Z, 2B4Z, 2D4J, 
2H5Z, 2J5Z 

377AX 377 3771 3771 

ES80 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(f) Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 55 


































































Re-Sc 


Chassis Parts 


& 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


REO T R U C K—Cont'd 


1937-39 450/ 450L/ 6AP, 650/ 

650L/ %-% T/ 4-6 Cyls. 

424AX 424 3751 3751 

ES25 


1936-39 Bus, 1L4/ 1L5 



Front /Front 4 HB684 

t Rear 8 HB684 

Rear /Front 4 HB713 

\ Rear 8 HB713 

1935-39 1A4/ 1B4, 1C4, 1D4, ll/ 2 

Tz 6 Cyls. 

377AX 377 3771 3771 

ES56 ET62 

r Front Up. 2 0375 0067 

Front ] Front Lr. 2 0375 0018 

(Rear 2 0375 0018 

r Front 2 0376 00108 

Rear \ Rear Up. 2 0376 00109 

l Rear Lr. 2 0376 00108 

1929-39 GA/ GB, GC, GD, 1B7M, 

2B4Z, 2B7M/ 2B47, 2D- 
4M/ 2D4Z, 2H, 2H5, 

2H5Z/ 2HR,2J/ 2J5, 2J5Z, 

2 JR, 2K, 2KR/ 2L7M, 2LM, 
3H, 3H5, 3H5R, 3J, 3J5, 
3JR/ 3K/ 3K5, 3KR, 3L6, 
3L6H/ 3M, 3MR/ 4H5, 
4J5/ 4K5, 4H # 4J, 4K, 
4M, 91MT 

376A 376 3351 3351 

cf Bolt and Bushing Set 



1932-39 1A4, 1A4H, 1A4Y, 1A4Z, 

1B4, 1B4H/ 1B4Y, 1B4Z, 
1C4/ 1C4H, 1C4Y/ 1C4Z, 
1D4/ 1D4H, 1D4Y # 1D4Z, 
1L5, 1L5H, 1LC5/ 2B, 2B- 
4R, 2D, 2D4R/ 2DR, 2H- 
5Z, 2J5Z, 2L, 2L4, 2L4H, 
2LC, 2LC4 

377AX 377 3771 3771 

cf King Bolt 6" x .9935 



1935-36 2B4, 2D4, 2T, 6 Cyls. 

377AX 377 3771 3771 

ES56 ET62 

r Front Up. 2 0377 0075 

Front \ Front Lr. 2 0377 0035 

(Rear 2 0377 0035 

( Front 2 0378 00110 

Rear \ Rear Up. 2 0378 00111 

( Rear Lr. 2 0378 00110 

1933-35 2L4/ 2LC4/ 2LA4, 6 Cyls. 

377AX 377 3771 3771 

ES56 ET62 



ROCKN E 


1932-33 

6-65/ 10 6 Cyls. 

353AX 

353R 

353L 

3171 

3171 

ES25 

RT37 


1932 

6-75, 6 Cyls. 

284AX 

284 

2841 

2841 

*ES5 

*ET9 

Front 

/ Rear 

2 

T706 










t Rear 

2 

tsusos 









Rear 

Rear 

2 

tSU807 


ROSS 


1942-46 TLDT20, TMDT16 

461AX 461 4161 4161 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

Housed with Straight Rod 

IS&Used with Curved Rod 

1937-46 14S, 1013, T6, T6D, T6K, 

TLCT16/ TMC16/ TMCT16 

.010" O.S. Bolts and Bushings^” 

402AX 402 4021 4021 

cT Std. Bolts and Bushings 
cfKmg Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

l^&Used with Straight Rod 
"mUsed with Curved Rod 

1940 THDT16 

413AX 413 4131 4131 

cf King Bolt 9^" x 1.484 
d" Std. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

I^HUsed with Straight Rod 
miUsed with Curved Rod 


SCHACHT TRUCK 


1937-39 20A, 25 A, 28A, 120CU, 

125CU, E, EC, ECU, ER, 
ERU, V, VC, VR, Y, YC/YR 

443AX 443 3831 3831 

cf King Bolt 7i5" x 1.234 
cf Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

■mUsed With Straight Rod 
*mUsed With Curved Rod 

King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

T *)Asterisk indicates that sockets and rods must be installed together. 



(t) Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 56 





















































Chassis Parts 


Sc-St 



MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


SCHACHT TRUCK 


1937-39 BT, CT, HC, HCS, HR, HS, 

HT, 1C, IR 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 



1937-38 8A, 10A, 12A, 15A, 18A, S 

.010" O.S. Plain Bolts & Grooved Bushings^ 
Std. Grooved Bolts & Plain Bushings#^ 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423 f10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

"mUsed With Straight Rod 

l&fcUsed With Curved Rod 

1937 128CU 

402AX 402 4021 4021 

cT Std. King Bolts and Bushings 

cf King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 



1930-32 15, 20, 20A, 20HA, iy 2 , 

2, VAt, 4 T 

328A 328 3281 3281 

cf Bolt and Bushing Assembly 




STERLING TRUCK 


1939-46 HC115, HC144, HC147, 

HD115, HD145, HCS195, 
HW115, HWS160, NWS- 
160, RWS160, RD115 

413AX 413 4131 4131 

cf King Bolt 9^/' x 1.484 
cf Std. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

“Unused With Straight Rod 

mUsed With Curved Rod 

1937-46 FC95, FCIOO, FC115, FBT- 

152, FD95, FD97, FWS, 
EH6D, HC97, HC105, HC- 
115, HD105, HD110, HD- 
115, HDH115, HDS128, 
HBT128, HD137, HWS- 
128, JB90, JC105,JC115, 
JD90, JD105, JD115, MB- 
65, MB90, MC96, MCI05 

402AX 402 4021 4021 

cf King Bolt 7fl" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

^JlUsed With Straight Rod 
l£S»Used With Curved Rod 

1937-46 FC115, FC135, FC140, FDS- 

180, FWST80, HC140, 
HC137, HC147, HD140, 
HD145, HD135, HD137, 
HDS160, HWS160, JC- 
137-145, JD135-137-145, 
JDS160, JWS160, GW5- 
128, MC96, MH5, GWS- 
128 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

ES133 

ES138 

"mUsed With Straight Rod 
l£&Used With Curved Rod 

1937-46 HC144, HC145, HC156, HC- 

165, HC170, HC175, HC- 
185, HC200, HCS210, HC- 
255, HCS255, HCS285, 
HCS297, HD165, HD175, 
HDS235, HWS235, JC- 
145, GC1$7, GCS255 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 

» 


1937-42 C3, D4, E4, F6, FB50, FB60, 

FB70, FB80, FC90, FD70, 
FD90, H6, HB90, JB90, 
LD75, MB60, MB65, MB- 
75, MB85, MB90, MC87, 
MC96, MD75, MD85, 

MD90, MD96, MBS120 

443AX 443 3831 3831 

cf King Bolt 7£|" x 1.234 

cf Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

ES122 

■mUsed With Straight Rod 
■mUsed With Curved Rod 

1932-41 FB80, FD80, FC90, FD90, 

FB50, FB60, FB70, FD70, 
MB90, MC96, MD96, 2-5 
T, 6 Cyls. 

443AX 443 3831 3831 

cf King Bolt 7£§" x 1.234 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 



1931-41 FD975, FW97S, FC95, FD- 

95, FCIOO, FD115, FW- 
115, FC107, JB90, JC- 
115, HC105, HD105, 4- 
6 T; FBT152, FDT152, 

FWS152, HBT128, HWS- 
128, 8-10 T, 6 Cyls. 

402AX 402 4021 4021 

cfStd. Bolts and Bushings 

cf King Bolt 7f|" x 1.359 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1932-35 FB40, FB50, FB60, FB70, 

iy 2 -3 T, 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 



1930-31 DB9-64, DB11-64, 2, 21/ 2 T 

328A 328 3281 3281 

cf Bolt and Bushing Assembly 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 
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MODELS 

KING BOUT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 

or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


STEWART TRUCK 


1940-42 

58A,59A 

402AX 402 4021 4021 

<S King Bolt 7§|" x 1.359 
c^Std. Bolts and Bushings 

402AX 10 402+10 4681 4681 

d".010" O.S. Bolts and Bushings 

ES133 

ES138 

7 ,Used With Straight Rod 

/J&Used With Curved Rod 

1929-31 

32X, 6 Cyls. 

275A 275 2751 2751 

cf Bolt and Bushing Assembly 



*1929-30 

19X, 6 Cyls. 

323AX 323 3233 3234 




STUDEBAKER 


1947-48 14A, 15A, Commander 

1 

Pivot Bushing: Rear Shod 

1 Rear * Front 4 HB735 

t Rear 8 HB735 

k Absorber#-)?' 4 HB957 

1947-48 6G, 7G, Champion 

Pivot B 

ushing: Rear Shod 

/Front 4 HB735 

Rear ) Rear 8 HB735 

1 R. Side 1 SH506 (Inner w/pins) 

1 R. Side 1 SH507 (Outer Link) 

t Absorber* 4 HB901 

1941-46 3G, 4G, 5G, Champion, 6 

Cyls. 

438AX 438 4253 4254 

Right Hand Assembly## 
Left Hand Assembly##' 

Pivot i 
Ki 
Front 

ES106 

ES106 

lushing: Rear Shod 
nuckle Support An 
Spring Control Lir 

/Front 4 HB735 

Roar J Rear 8 HB735 

) Rear 2 SH5C6 (Inner - w/pins) 

^Rear 2 SH507 (Outer Link) 

k Absorber##' 4 HB901 

n Bushing ## 3 8 HB971 

ik Bushings 2 HB957 

1941-42 11 A, 12A, Commander, 6 

Cyls., 7C, 8 C, President, 

8 Cyls. 

439AX 4213 4214 

439R (R.H. Bolt) 

439L (L.H. Bolt) 

Right Hand Assembly##’ 
Left Hand Assembly ##' 
Pivot 1 
1 

Front 

ES119 

ESI 20 

Bushing: Rear Shoe 
Knuckle Support Ar 
Spring Control Lir 

Front 4 HB735 

Rear J Rear 8 HB735 

1 Rear 2 SH504 (Inner - w/pins) 

^ Rear 2 SH505 (Outer Link) 

k Absorber##' 4 HB957 

m Bushing ## 3 8 HB673 

ik Bushing##* 2 HB957 

1940 10A, Commander, 6 Cyls, 

421AX 421 4213 4214 

Right Hand Assembly##' 
Left Hand Assembly## 

ES108 

ES1Q8 

/Front 4 HB735 

J Rear 8 HB735 

| Rear 2 SH505 (Outer Link) 

^ Rear 2 SH504 (Inner-w/pins 

1940 President, 6 C, 8 Cyls. 

421AX 421 4213 4214 

cT Needle Brg 

Right Hand Assembly## 
Left Hand Assembly## 

ES119 

ES120 

/ Front 4 HB735 

J R^r 8 HB735 

) Rear 2 SH505 (Outer Link) 

’ Rear 2 SH504 (Inner-w/pins) 

1940 Champion, 2G after Ser. 

35110, 6 Cyls. 

436AX 4253 4254 

436R (RH Bolt) 

436L (LH Bolt) 

Right Hand Assembly## 
Left Hand Assembly## 

ES106 

ES106 

Front 4 HB735 

Rear 7 Rear 8 «B735 

) Rear -2 SH507 (Outer Link) 

* Rear 2 SH506 (Inner w/pins) 

1939-40 Champion, G after Ser, 

18291; 2G to Ser. 35- 
110; 6 Cyls. 

436AX 4253 4254 

436R (RH Bolt) 

436L (LH Bolt) 

ES106 

/Front 4 HB735 

Rev > 8 HB735 

1 Rear 2 SH507 (Outer Link) 

* Rear 2 SH506 (Inner-w/pins) 

1939 Champion, G to Ser. 18- 

291, 6 Cyls. . 

4253 4254 

cT Needle Brg 

ES106 

/Front 4 HB735 

Rev * Rear 8 HB735 

) Rear 2 SH507 (Outer Link) 

Rear 2 SH506 (Inner w/pins) 

1939 9A after Ser. 4112701, 

6 Cyls. 

421AX 421 4213 4214 

cT Needle Brg. 

ES108 

Rear Rear 2 SU835 

1939 9A to Ser. 4112701, 

6 Cyls. 

399AX 3171 3171 

399R (RH Bolt) 

399L (LH Bolt) 

ES108 

Rear Rear 2 SU835 

1939 President, 5C, 8 Cyls. 

421AX 421 4213 4214 

cT Needle Brg. 

Right Hand Assembly## 
Left Hand Assembly## 

ES119 

ES120 

Rear Rear 2 SU835 

1938 7A, 8A, 6 Cyls. 

399AX 3171 3171 

399R (RH Bolt) 

399L (LH Bolt) 

ES25 

Rear Rear 2 SU835 

1938 President, 4C, 8 Cyls. 

399AX 3171 3171 

399R (RH Bolt) 

399L (LH Bolt) 


Rear Rear 2 SU835 

1937 Dictator, 5A, 6 Cyls. 

(Conv'l Axle) 

353AX 3171 3171 

353R (RH Bolt) 

353L (LH Bolt) 

ES25 

Front Rear 2 SU816 

Rear Rear 2 SU835 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showina 
the length and diameter of the Bolt. 
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Chassis Parts 
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YEARS 


MODELS 


KING BOLT SETS 
KING BOLTS & BUSHINGS 


King 
Bolt Set 


Bolt 

Upper 

or Pin 

Bushing 


Lower 

Bushing 


TIE RODS 


Sockets 


Inter. 

Rod 


SPRING ATTACHING PARTS 


Spring 


Position 


No. 

Used 


Shackle 


Bolt 
or Pin 


Bushing 


STUDEBAKE R-Cont'd 


1937 

Dictator 6A, 6 Cyls. 

382AX 


3171 

3171 



Rear 

Rear 

2 

SU835 



(Planar Axle) 


382R (RH Bolt) 
382L (LH Bolt) 









1936-37 

President, 2C, 3C, 8 Cyls. 

382AX 


3171 

3171 



Rear 

f Front . 

\ Rear 

4 


HB740 




382R (RH Bolt) 
382L (LH Bolt) 





4 


HB740 

1936 

Dictator, 4A. 6 Cyls. 

382AX 


3171 

3171 



Rear 

Rear 

2 

SU810 



(Planar Axle) 


382R (RH Bolt) 
382L (LH Bolt) 









1935-36 

Dictator 1A, 3A, 6 Cyls. 
(Conv'l. Axle) 

353AX 


3171 

3171 

ES25 


Front 

Rear 

2 

SU816 




inn 0011 ; 
353L (LH Bolt) 




Rear 

Rear 

2 

SU810 


1935 

Dictator, 1A 2A, (Planar 

371AX 

371 

2841 

2841 



Rear 

Rear 

2 

SU810 



Axle) 6 Cyls. 












1935 

Comm. IB after Ser. 8017- 

371AX 

371 

2841 

2841 



Rear 

( Front 

4 


HB690 


460; Pres. 1C after Ser. 
7102790 








( Rear Up. 

4 


HB689 

1935 

Comm. IB to Ser. 8017460 

371AX 

371 

2841 

2841 



Rear 

f Front 

4 


HB681 


Pres. 1C to Ser. 7102790 








\ Rear 

8 


HB681 

1934 

Dictator, A, 6 Cyls. 

353AX 


3171 

3171 

ES25 ~ 


Front 

Rear 

2 

SU815 





353R (RH Bolt) 
353L (LH Bolt) 




Rear 

Rear 

2 

SU810 


1934 

Comm. B, Pres. C, 8 Cyls. 

339AX 

339 

2841 

2841 

ES32 

RT47 

Front 

Rear 

2 

SU816 










Rear 

Rear 

2 

SU819 


1933 

56, 73, 6-8 Cyls. 

339AX 

339 

2841 

2841 

ES32 

RT47 












*ES24 

*ET49 






1933 

82, 8 Cyls. 

339AX 

339 

2841 

2841 

ES32 

*ES24 

RT48 

*ET49 


1933 

92, 8 Cyls. 

340A 

340 

2671 

2671 

ES24 

ET31 








cT Bolt and Bushing Assembly 









1932 

6-55, 6 Cyls. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Front 

( Rear 

2 

T706 











1 Rear 

2 

tSU808 










Rear 

Rear 

2 

fSU807 


1932 

62 8 Cyls. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Frnnt 

( Front 

2 

T706 











( Front 

2 

t$U808 










Rear 

Rear 

2 

tSU807 


1929-32 

Comm. 6, GJ, 6 Cyls. 

284AX 

284 

2841 

2841 

ES24 

ET30 







Comm. 8FD, 70, 71, 8 
Cyls. 












1929-32 

President 8, FE, FH, 80, 90, 

267A 

267 

2671 

2671 

ES24 

ET31 







91, 8 Cyls. 

cf Bolt and Bushing Assembly 









1931 

54, 6 Cyls.; 61 after Se¬ 

rial No. 9002217, 8 

Cyls. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Front 

( Front 
t Front 

2 

2 

T706 

tSU808 









Rear 

Rear 

2 

ISU807 


1929-31 

Dictator 8, FC, 61 to Ser. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Front 

/ Front 

4 


0029 


No. 9002217, 8 Cyls. 








t Rear 

2 


0029 









Rear 

Rear 

4 


0029 

1930 

53, 6 Cyls. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Front 

Front 

2 

tSU808 










Rear 

Rear 

2 

1SU807 


1930 

Dictator Six, 6 Cyls. 

284AX 

284 

2841 

2841 

ES5 

ET9 

Front 

f Front 

4 


0029 










1 Rear 

2 


0029 









Rear 

Rear 

4 


0029 




STUDEBAKER 

TRUCK 





1949 

2R5, 2R10 


ES5S 


194? 

2R15 


ES25 


1949 

2R16, 2R17 

423AX 423 4231 4231 

c^Std. Plain Bolts and Grooved Bushings 
423AX10 423 1 10 4491 4491 

d".010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

ES75 







rTStd. Grooved Bolts and Plain Bushings 






1947-48 

Ml 5 A after Serial No. 


ES25 


1 Front 

4 

HB760 


14482. 



Front 

•j Rear Up. 

4 

HB760 






( Rear Lr. 

4 

HB760 





Rear 

Front 

4 

HB929 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

(t)Dagger indicates optional shackle; equipment type was Tryon. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are /howing 
the length and diameter of the Bolt. 59 
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Chassis Parts 



MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


STUDEBAKER TRUC K-Cont'd 


1941-47 M5, 113" W.B., Coupe Ex¬ 

press 

467AX 467 4671 4671 

ES58 

/Front 4 HB735 

F ) Rear 8 HB735 

| Rear 2 SH506 (Inner - w/pins) 

^ Rear 2 SH507 (Outer Link) 

/Front 4 HB735 

Rear ' Rear 8 HB735 

) Rear 2 SH506 (Inner - w/pins) 

^Rear 2 SH507 (Outer Link) 

1941-47 Ml5, M15A to Serial No. 

14482, 120-128-152" 

W.B., Standard 

464AX 464 4333 4333 

ES25 

Front 

( Front 4 HB760 

J Rear Up. 4 HB760 

(Rear Lr. 4 HB760 

Rear Front 4 HB929 

1941-47 Ml 6, Ml 7, 128-152-195" 

W.B. 

Std. Grooved Bolts and Plain Bushings£2F 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AXtlO 423+10 4491 4491 

cf .010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

ES75 

Front 

( Front 4 HB760 

Rear Up. 4 HB760 

(Rear Lr. 4 HB760 

Rear Front 4 HB929 

1938-40 K10, 1 T, 6 Cyls. 

437AX 437 4371 4371 



1937-40 J30, J30M, K30, K30M, 

3-5 T, 6 Cyls. 

443AX 443 3831 3831 


Front (Front 2 0414 0078 

t Rear 4 0414 0078 

Rear (Front 2 0364 0094 

l Rear 4 0364 0094 

1936-40 Ace, 2M2, 2T2, iy a T, 6 

Cyls. J15, J15B, J15M, 
K15, K15B, K15M, U/ 2 -2 
T, 6 Cyls. 

414AX 414 4141 4141 


Front ^ 

Front 2 0380 0029 

. Rear 4 0381 0029 

Rear j 

( Front 2 0382 00115 

1 Rear Up. 2 0382 

l Rear Up. 4 00114 

Rear Lr. 2 0382 00115 

1938-39 K5, Coupe Express, 6 Cyls. 

399AX 3171 3171 

399R (R.H. Bolt) 

399L (L.H. Bolt) 

ES25 

ES108 for use 

Rear Rear 2 SU835 

SU859 Replacement Type 

with Auxiliary Rod 

1937-39 J5 L5, Pickup, i/ 2 T, 6 Cyls. 

353AX 3171 3171 

353R (R.H. Bolts) 

353L (L.H. Bolts) 


Rear Rear 2 SU835 

1934-40 Mogul 1W7 Chief, 1W8. 

(Except 1W8-502, 1W8- 
509, 1W8-516, 1W8-522 
to 1W8-553 Incl. and 
Series with X Suffix) 
Mogul 2W7. Chief W8, 
2W8, Boss 1T6, (183" 
W.B.) J20, J20M, J25, 
J25M, K20, K20M, K25, 
K25M, 2-5 T, 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423i10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cf Std. Grooved Bolts and Plain Bushings 


Front j 

f Front 2 0414 0078 

1 Rear 4 0414 0078 

Rear j 

f Front 2 0364 0094 

L Rear 4 0364 0094 

1936 Boss, 2M6, 2W6, 2 T, 

6 Cyls. 

423AX 423 4231 4231 

cf Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX} 10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 


Front | 

Front 2 0380 0029 

Rear Up. 2 0381 0029 

Rear Lr. 2 0380 0029 

Rear /Front 2 0364 0094 

\ Rear 4 0364 0094 

1935 Ace, 1T2, W> T, 6 Cyls. 

414AX 414 4141 4141 


Front (Front 2 0029 

\ Rear 4 0380 0029 

Rear , Front 2 0382 00115 

) Rear Up. 2 0382 

) Rear Up. 4 00114 

v Rear Lr. 2 0382 00115 

1935 Mogul 1W7, Chief 1W8 

(Series 1W8-502, 1W8- 
509, 1W8-516, 1W8-522 
to 1W8-553 Incl. and 
Series with X Suffix). 

443AX 443 3831 3831 

cf Plain Bolts and Grooved Bushings 
cf King Bolt 7^" x 1.234 


Front / Front 2 0414 0078 

\ Rear 4 0414 0078 

1 

\Front 2 0364 0094 

t Rear 4 0364 0094 

1930-32 S20, S30, V/> T; S50, S60, 

S41, S51, S61, 2 T; S120, 
SI30, SI40, 5150, 3 T, 

6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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St-Te 



YEARS 


MODELS 


Chassis Parts 


KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


STUDEBA KER BUS 


1937-40 J15B, J15MB, K15B, K15MB, 

6 Cyls. 

414AX 414 4141 4141 


Front j 

f Front 2 0380 0029 

{ Rear 4 0381 0029 

Rear i 

f Front 2 0364 0094 

[ Rear 4 0364 0094 

1937-40 J20MB, J25MB, K20MB, 

K25MB, 6 Cyls. 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423fl0 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cfStd. Grooved Bolts and Plain Bushings 


Front 

f Front 2 0414 0078 

(Rear 4 0414 0078 

Rear 

(Front 2 0364 0094 

(Rear 4 0364 0094 

1929-33 75/ 76, 77, 88/ 99/ 15 to 

25 Pass., 6-8 Cyls. 

323AX 323 3233 3234 




SUPERIOR COACH 


1946-47 AG1901-2701-3101-3301/ 

SG5501-6101 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 

cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 

ES133 

ES13S 

Is+JlUsed with Straight Rod 
l^Used with Curved Rod 

1939-42 414/ 415, 7040/ 7140/ 

7240/ 7340, 7041, 7141, 
7241, 7441, 7042, 7142, 
7442 

Refer to Timken Axle Listing 



1938 411, 412 

443AX 443 3831 3831 

cf King Bolt 7" x 1.234 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

Hv&Used with Straight Rod 
l££Used with Curved Rod 

TERRAPLAN E 

1938 81 DeLuxe, 82 Super, 

6 Cyls. 

395AX 395 3905 3901 

ES104 RT45 

Front /Front RH 1 SU847 

) Front LH 1 SU848 

) Rear RH 1 SU815 

v Rear LH 1 SU849 

Rear rFront 2 0415 00132 

\ Rear RH 1 SU862 

( Rear LH 1 SU863 

1938 80, 88 Business Car, 

6 Cyls. 

395AX 395 3905 3901 

ES104 RT45 

Front / Front RH 1 SU846 

\ Front LH 1 SU814 

Rear r Front 2 0415 00132 

\ Rear RH 1 SU862 

( Rear LH 1 SU863 

1937 71, 72, 6 Cyls. 

390AX 390 3905 3901 

ES46 ET58 

Front /Front RH 1 SU847 

J Front LH 1 SU848 

\ Rear RH 1 SU815 

v Rear LH 1 SU849 

Rear r Front 2 0415 00132 

\ Rear RH 1 SU862 

( Rear LH 1 SU863 

1937 70, Commercial, 6 Cyls. 

390AX 390 3905 3901 

ES46 ET58 

Front / Front RH 1 SU846 

\ Front LH 1 SU814 

Rear i Front 2 0415 00132 

\ Rear RH 1 SU862 

( Rear LH 1 SU863 

1936 61 DeLuxe, 62 Custom, 

6 Cyls. 

342AX 342 3425 3421 

ES46 ET58 

Front /Front 2 SU815 

\ Rear 2 SU810 

Rear Rear 2 SU811 

1935 Special, 6 Cyls. 

342AX 342 3425 3421 

ES46 ET58 

Front Front 2 SU815 

Rear Rear 2 SU811 

1935 DeLuxe, 6 Cyls. 

342AX 342 3425 3421 

ES104 RT45 

Front Front 2 SU815 

Rear Rear 2 SU811 

1934 K, KU, KS, 6 Cyls. 

342AX 342 3425 3421 

ES104 RT45 

Front Front 2 SU815 

Rear Rear 2 SU811 

1933 K, KU, KT, 6-8 Cyls. 

342AX 342 3425 3421 

ES25 RT45 

Front Front 2 SU815 

Rear Rear 2 SU810 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Ti-Tw Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 



TIMKEN AXLE 


52502H 

419AX 419 4191 4191 



16601-2-3-4-5 

460AX 460 4131 4131 

cf King Bolt 9%" x 1.484 



26000-50-51 -52/ 26600-1- 
2-10-11-12-13, 26650-1- 
27452-6, 27600-1-2-3 

461AX 461 4611 4611 

a King Bolt 9%" x 1.609 



26450-52-53-55-58, 27050- 
52-54, 27450-51-53-54 

461AX 461 4611 4611 

a King Bolt 9%" x 1.609 

ES133 

ES138 

^JiUsed With Straight Rod 
li^Used With Curved Rod 

30000-3-11-12-20-21-33- 
34, 31000-2-4-5-12-17- 

31-32-33-36, 31100-2-4- 
7-30-41 

423AX 423 4231 4231 

cfStd. Plain Bolts and Grooved Bushings 
a King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cf Std. Grooved Bolts and Plain Bushings 

ES75 

ES122 

l^&Used With Straight Rod 

H+fcUsed With Curved Rod 

30001-5-6-7-8-9-13-22-23- 
24-30-31-34-61-62-63, 
31001 -3-5-6-7-8-9-10-13- 
14-15-16-18-20-21-22- 
24-25-30-37-41, 31101- 
3-5-6-9-16 

423AX 423 4231 4231 

o^Std. Plain Bolts and Grooved Bushings 
cf King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

cf.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

cf Std. Grooved Bolts and Plain Bushings 



32501-2-4-5-6-8-9-10-14- 
15-18-19-20-21, 33000- 
1-4-6-20 

443AX 443 3831 3831 

a King Bolt 7i§" x 1.234 
cf Std. Bolts and - Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 

ES75 

ES122 

l£&Used With Straight Rod 

Housed With Curved Rod 

32500-3-11-13-16-17-25, 

33010-21 

443AX 443 3831 3831 

cf King Bolt 7i§" x 1.234 
cf Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf .010" O.S. Bolts and Bushings 



35000-5-9-11-12-13-20-22- 
23, 35100-2-41 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cf Std. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 

ES133 

ES138 

l^Used With Straight Rod 

IkHUsed With Curved Rod 

35001-3-4-6-7-10-15-21, 
35101-3-5-10-12-20-21, 
35200, 35602-3-4-15-16- 
17 

402AX 402 4021 4021 

cf King Bolt 7§^" x 1.359 
cf Std. Bolts and Bushings 

402AX +10 402+10 4681 4681 

cf .010" O.S. Bolts and Bushings 



36000-15-20-21 

413AX 413 4131 4131 

cf King Bolt 9^" x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 

ES133 

ES138 

l&SiUsed With Straight Rod 

Housed With Curved Rod 

36001-3-5-10 

413AX 413 4131 4131 

cf King Bolt 9^" x 1.484 
cfStd. Bolts and Bushings 

413AX+10 413+10 4136 4136 

cf.010" O.S. Bolts and Bushings 



11703H, 11704H, 12703, 

12703H 

328A 328 3281 3281 

cfBolt and Bushing Assembly 



11710, 11710H, 11710N 

242AX 242 3601 3601 




TWIN COACH 


1937-42 23G, 23R, 27G, 27GS, 27R, 

30GS 

402AX 402 4021 4021 

cf King Bolt 7§|" x 1.359 
cfStd. Bolts and Bushings 

402AX+10 402+10 4681 4681 

cf.010" O.S. Bolts and Bushings 



1937-40 34RL, 35G, 35GDE, 35R, 

35RDE, 37R, 40R, 40RC, 
40RDE, 40RGE, 41G, 41R, 
41RL, 41RC, 58R 

461AX 461 4611 4611 

cf King Bolt 9%" x 1.609 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 


62 

























































Chassis Parts 



Wa-Wh 


MODELS 

KING BOLT SETS 
KING BOLTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


WARD LA FRANCE 


1940-46 85T, 125 Special, 85F6 

120HF. Dl, DIB, D1C, 
D2, D2B, R 

402AX 402 4021 4021 

/ King Bolt 7§|" x 1.359 
/Std. Bolts and Bushings 

402AX+T0 402+10 4681 4681 

/.010" O.S. Bolts and Bushings 

ES133 

ES138 

liUsed With Straight Rod 
l^&Used With Curved Rod 

1937-46 D3, D5, 55RH, 120F, 150T, 

150QD, 176D, 800, 810, 
831, 844, 850 

461AX 461 4611 4611 

/ King Bolt 9%" x 1.609 

ES133 

ES138 

1 +fcUsed With Straight Rod 

ISiUsed With Curved Rod 

1937-46 45F, 45F2, 47F, 50F, 50F2, 

443AX 443 3831 3831 

ES75 

1+31 Used With Straight Rod 

56F, 56F2, 56LQ, 56QD, 

/ King Bolt 7£|" x 1.234 

ES122 

ISj&Used With Curved Rod 

66F, 66F2, 66L, 66LQ, 

/Std. Bolts and Bushings 



66LR, 75F, 75F2, 75L, 

443AX+10 443+10 3836 3836 



75T, 75LQ, 90L, 120, 

/.010" O.S. Bolts and Bushings 



125, 125D, 127 Special 




1945 85T 

413AX 413 4131 4131 

ES133 

1 +fcUsed With Straight Rod 


/ King Bolt 9^" x 1.484 

ES138 

Housed With Curved Rod 


/Std. Bolts and Bushings 




413AX+10 413+10 4136 4136 




/.010" O.S. Bolts and Bushings 




WHITE TRUCK 


1930-47 WB14, WA16, 12SB, 70, 80, 

84, 88, 96, 510, 512, 
700, 702, 708, 802, 806 
(With 32D, 37D, 49D 
Front Axle) 

423AX 423 4231 4231 

/Std. Plain Bolts and Grooved Bushings 
/ King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

c/.OlO" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

/Std. Grooved Bolts and Plain Bushings 



1942-46 WA26, 24D Axle; WA126, 

28D Axle; WA120, 23D, 
39D Axle; WA122, 30D 
Axle; WA2264, 40D Axle 

450AX 450 4503 4504 

(/Straight Type Bolt 8" Long 

451AX 451 4503 4504 

/"Straight Type Bolt 7^ ff " Long 

ES109 


1942-47 WA22, WA122, WB22, WB- 

122, WB26, WB28, WB- 
28T, 16D, 58D Axle 

450AX 450 4503 4504 

ES109 

Front Front 4 0398 

1940-46 WB20, WB20T, WA20, WA- 

20R, 54D Axle 

443AX 443 3831 3831 

/ King Bolt 7£f' x 1.234 
c/ Std. Bolts and Bushings 

443AX+10 443+10 3836 3836 

</ .010" O.S. Bolts and Bushings 

ES75 


1938-46 782, 784, 786, 788, 789, 

798, 7784, 7786, 7788, 
7798, Bus, 33D, 33DD 
Axle 

452AX 452 4521 4521 



1940-43 86, 87 

.010" O.S. Plain Bolts & Grooved Bushings£3T 
Std. Grooved Bolts & Plain Bushings#:^ 3 

423AX 423 4231 4231 

/Std. Plain Bolts and Grooved Bushings 
/ King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

322AX 322 3221 3221 

ES75 

ES122 

HSiUsed With Straight Rod 
l+SlUsed With Curved Rod 

1937-42 820, 822, WA134 

461AX 461 4611 4611 

d King Bolt 9%" x 1.609 

ES133 

ES138 

1 +jlUsed With Straight Rod 

Ig&Used With Curved Rod 

1933-42 704, 706, 709, 804, 812, 

818, With 22DA Axle 

454AX 454 4543 4504 



1937-42 700, 700A, 700H, 700K, 

700P, 700R, */ 4 -4 T, 6 
Cyls. 

708, 800WA14, 32D Axle 

423AX 423 4231 4231 

c/Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

c/.010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

/Std. Grooved Bolts and Plain Bushings 


Front /Front 4 HB680 

| Rear 8 HB680 

Rear /Front 4 HB701 

| Rear 8 HB701 

1933-42 701 A, 702A, 707, 805, 

805A, 904, 708, WA18, 
WA20, 37D Axle, 810, 
WA114, WA118, 29D 

Axle; 818, 850, WA122, 
WA126, 28D Axle 

417AB 417 4172 4173 

Sleeve jfcg’4175 

Note: Tapered Type Bolt 7£i" long 

ES109 



King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 


63 


















































Chassis Parts 


Wh-Wi 



MODELS 

KING BOUT SETS 
KING BOUTS 8t BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 

orpin 

Bushing 


WHITE TRUCK-Cont'd 


1930-41 210/ 211, 212, 4 Cyls.; 

611, 612, 612K, 620, 

621, iy 2 -4 T; 710, 710A, 

712, 712A, 712SL, 718, 

718A, 750, 750T, 809, 
809A, 810, 918, 950, 

1*4-1 IT; 613, 706M, 

713, Busses; WA22, 16D 
Axle 

416 4161 4162 

Sleeve£5T 4165 

416AX 

Note: Tapered Type Bolt 8^" ,on 8 

450AX ISSiStraight type bolt 8" long. 
451AX l£&Straight type bolt 7^" long. 

ES109 


1930-40 710 

443AX 443 3831 3831 

d King Bolt 7i§" x 1.234 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

tf.OlO" O.S. Bolts and Bushings 

ES109 


1939-40 White Horse 99 

437AX 437 4371 4371 



1938-39 800, 1-1 % T, 6 Cyls. 

423AX 423 4231 4231 

d" Std. Plain Bolts and Grooved Bushings 
d King Bolt 6%" x 1.109 

423AX+10 423+10 4491 4491 

d -010" O.S. Plain Bolts and Grooved 
Bushings 

322AX 322 3221 3221 

d"Std. Grooved Bolts and Plain Bushings 



1935-38 703, 704A, 704H, 704K, 

705, 705A, 709, 709A 

417AB 417 4172 4173 

Sleeved 4175 

ES74 


1935-38 704; 706 Bus 

417AB 417 4172 4173 

$leeve£5F 4175 

ES74 

Front ( Front 4 0398 00125 

\ Rear 2 0399 00125 

t Front 2 0400 00124 

Rear \ Rear Up. 2 0397 00124 

( Rear Lr. 2 0400 00124 

1933-36 701, 702 

417AB 417 4172 4173 

Sleeve£T 4175 


Front ( Front 4 0398 00125 

\ Rear 2 0399 00125 

( Front 2 0400 00124 

Rear \ Rear Up. 2 0397 00124 

( Rear Lr. 2 0400 00124 

1928-35 60, 61, 601, 6 Cyls. 

417AX 417 4171 4173 

Sleeve^ 4174 



1927-35 160, 161, 162, 4 Cyls. 

60K, 602, 6 Cyls. 

417AX 417 4171 4173 

Sleeved 4174 


Front ( Front 4 0398 00125 

\ Rear 2 0399 00125 

( Front 2 0400 00124 

Rear \ Rear Up. 2 0397 00124 

( Rear Lr. 2 0400 00124 


WILLYS (Also see Willys Truck) 


1945-47 

4-63 

394AB 

394 

3945 

3941 

ES145 

Front 

Upper 

8 



HB577 





c? Needle 

Bearing 





Control Arm 

Bushing d 








Rear < 

Front 

4 



HB745 








Rear 

4 



HB745 






Pivot Bushing: Front Shock Absorber£3T 


8 



HB779 






Pivot Bushing: Rear Shock Absorber£2T 


8 



HB779 

1945-47 

CJ-2A, Jeep 


Right 

Hand Assembly#^* 

ES140 

( 

Front LH 

1 

SU866 






Left 

Hand Assembly^* 

ES62 

Front 

Front RH 

1 

SUS67 










( 

Rear 

2 


0432 

007 








( 

Front 

2 


0432 

007 








Rear J 

Rear LH 

1 

SU867 










( 

Rear RH 

1 

SU866 








Pivot Bushing: Front Shock Absorber;^ 


8 



HB779 






Pivot Bushing: Rear Shock Absorbent" 


8 



HB779 

1941-42 

441 (Prod, after Sept. 

394AB 

394 

3945 

3941 

ES127 ET75 

Front ( 

Front 

4 



HB735 


1941); 442, 4 Cyls. 



cT Needle 

Brg. 


X 

Rear 

8 



HB735 








Rear f 

Front 

4 



HB735 








X 

Rear 

8 



HB735 






Pivot Bushing: Front Shock Absorber^* 


8 



HB779 






Pivot Bushing: Rear Shock Absorber £3T 


8 



HB779 

1941 

441 (Prod, to Sept. 1941) 

394AX 

394 

3941 

3941 

ES127 ET75 

Front 1 

Front 

4 



HB735 






l 

Rear 

8 



HB735 








Rear ( 

Front 

4 



HB735 








X 

Rear 

8 



HB735 






Pivot Bushing: Front Shock Absorber£3F 


8 



HB779 






Pivot Bushing: Rear Shock Absorber£3T 
1 1 


8 



HB779 


Kino bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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Chassis Parts 


Wi-Ye 



MODEL? 

KING BOUT SETS 
KING BOUTS & BUSHINGS 

TIE RODS 

SPRING ATTACHING 

PARTS 

IY1 w LJ C. 1-J 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter. 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 


WILLY S-Cont'd 


1940 

440, 4 Cyls. 

394AX 

394 

3941 

3941 

ES79 

ET73 

Front 

( Front 

4 


HB735 










\ Rear 

8 


HB735 









Rear 

( Front 

4 


HB735 










\ Rear 

8 


HB735 

1939 

48, 4 Cyls. 

394AX 

394 

3941 

3941 

ES69 

ET70 

Front 

( Front 

4 


HB735 










t Rear 

8 


HB735 









Rear 

( Front 

4 


HB735 










t Rear 

8 


HB735 

1937-38 

37, 38, 4 Cyls. 

394AX 

394 

3941 

3941 

ES69 

ET70 

Front 

/ Rear RH 

1 

SU854 











\ Rear LH 

1 

SU838 










Rear 

( Rear RH 

1 

SU838 











\ Rear LH 

1 

SU854 


1936 

77, 4 Cyls. 

338AX 

338 

3381 

3381 

*ES25 

*ET60 

Front 

Rear 

2 

SU854 










Rear 

Rear 

2 

SU854 


1933-35 

77, 4 Cyls. 

338AX 

338 

3381 

3381 

*ES25 

*ET60 

Front 

Rear 

2 

T734 










Rear 

Rear 

2 

T734 



W ILLYS TRUCK 


1947-48 2WD 


ES62 


1947-48 4WD 

Four Wheel Drive 

ES62 


1945-47 4-63 

394A B 394 3945 3941 

cf Needle Bearing 

Pivot Bu« 
Pivot Bu 

ES145 

ihing: Front Shock 
shing: Rear Shock 

Front 

Upper 8 HB577 

Control Arm Bushing cf 

Rear < 

Absorber^ 

Absorber^ 

f Front 4 HB745 

t Rear 4 HB745 

8 HB779 

8 HB779 

1945-47 CJ-2A, Jeep 

Right Hand AssemblygST 

Left Hand Assemblyfcir 

Pivot Buj 
P ivot Bu 

ES140 

ES62 

ihing: Front Shock 
shing: Rear Shock 

Front 

r Front LH 1 SU866 

Front RH 1 SU867 

' Rear 2 0432 007 

Rear ^ 

Absorber#^ 

Absorber 

; Front 2 0432 007 

Rear LH 1 SU867 

! Rear RH 1 SU866 

8 HB779 

8 HB779 

1941-42 MA, MB, Jeep, i/ 4 T. 4 

Cyls. 

Right Hand Assembly#^” 

Left Hand Assembly#^ 

ES62 

ES62 

Front | 

: Front LH 1 SU866 

Front RH 1 SU867 

■ Rear 2 0432 007 

Rear j 

; Rear LH 1 SU867 

Rear RH 1 SU866 

Front 2 0432 007 


YELLOW COACH 


1946-48 PDA3703 

474AB 474 4741 4741 

Tapered Bolt 9§4" long with .093" to 
.156" Washers. “ 

ES141 


1946-48 TD3207, TD3610, TD4008, 

TD4506, TD4507, TDH- 
3207, TDH3610, TDH- 

4008, TDH4507, TDM- 

3207, TDM3610, TDM- 
4008, TDM4507, TG3207, 
TG3610, TGH3207, TGH- 
3610, TGM3207, TGM- 
3610 

474AX 474 4741 4741 

Tapered Bolt 9|i" long with .270 to 
.332" Washers. 

ES141 


1940-46 PD2901-2-3, PG2901-2-3-4 

443 AX 443 3831 3831 

cf King Bolt 7^" x 1.234 

cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES109 

Front 12 HB738 

Rear 12 HB738 

1939-46 PG2501-2-3-4-5, 1209 

443AX 443 3831 3831 

cf King Bolt 7^" x 1.234 
cfStd. Bolts and Bushings 

443AX+10 443+10 3836 3836 

cf.010" O.S. Bolts and Bushings 

ES75 

Front 12 HB738 

Rear 12 HB738 

1939-46 TD3201-6, TD3601-2-3-5-6- 

7-8-9, TD4001-5, TDE- 

4001, TD4502-4, TG3201- 
6, TG3601-2-3-5-6-7-8-9, 
TG4001-5, TG4502-4-5 

460AX 460 4131 4131 

cf King Bolt 9%" x 1.484 




King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

(*)Asterisk indicates that sockets and rods must be installed together. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 65 

































































Ye-Ye Chassis Parts 


MODELS 

KING BOLT SETS 
KING BOLTS 8c BUSHINGS 

TIE RODS 

SPRING ATTACHING PARTS 

King 
Bolt Set 

Bolt 
or Pin 

Upper 

Bushing 

Lower 

Bushing 

Sockets 

Inter 

Rod 

Spring 

Position 

No. 

Used 

Shackle 

Bolt 
or Pin 

Bushing 



YELLOW COAC H-Contd 


1940-44 

PD3301, PG3301, PDA3701, 

PGA3701 , PDA3702, PGA- 
3702, PDA3702 

460AX 460 4131 

cT King Bolt 9%" x 1.4S4 

4131 

ES133 


1936-42 

TG2101, TG2102, TG2105, 

423AX 423 4231 

4231 

ES75 

IS&Used With Straight Rod 




TG2501; 733 after Se- 

cfStd. Plain Bolts and Grooved Bushings 

ES122 

T£&Used With Curved 

Rod 




rial 1103 

cf King Bolt 6%" x 1.109 





r 



.010" 

O.S. Plain Bolts & Grooved Bushings#©- 

423AX \ 10 423+10 4491 

4491 








Std. Grooved Bolts & Plain Bushings#© 3 

322AX 322 3221 

3221 







1937-41 

728, TD2705, TG2705, TG- 

402AX 402 4021 

4021 








2706 

cT King Bolt 7 U” x 1.359 










d”Std. King Bolts and Bushings 









402AXt10 402+10 4681 

4681 









c+'.OlO" O.S. Bolts and Bushings 







1938-41 

1204, TG2401, TG2402, 



ES74 







TG2405, 6 Cyls. 









1936-39 

733 (Serial 303 to 1102 

423AX 423 4231 

4231 

ES75 


i Front Up. 

2 

0338 

00122 


Incl.) 

Std. Plain Bolts and Grooved 

Bushings 


Front 

Front Lr. 

2 

0338 

0042 



cf King Bolt 6%" x 1.109 




( Rear 

2 

0338 

0042 



423AX 10 423+10 4491 

4491 



i Front 

2 

0338 




r? .010" O.S. Plain Bolts and Grooved 


Rear 

■j Rear Up. 

2 

0338 

00122 



Bushings 




/ Rear Lr. 

2 

0338 




322AX 322 3221 

3221 









tfStd. Grooved Bolts and Plain Bushings 







1936-39 

733 (Serial No. 001 to 302 

423AX 423 4231 

4231 

ES75 


( Front 

4 

0338 



Incl.) 

d”$td. Plain Bolts and Grooved Bushings 


Front 

} Front Lr. 

2 


0042 



cT King Bolt 6%" x 1.109 




( Rear 

2 

0338 

0042 



423AX+10 423+10 4491 

4491 



( Front 

2 

0338 

0042 



cf .010" O.S. Plain Bolts and Grooved 


Rear 

} Rear 

4 

0338 




Bushings 




( Rear Lr. 

2 


0042 



322AX 322 3221 

3221 









^ Std. Grooved Bolts and Plain Bushings 







1933-36 

Coaches, 709, 712, 714, 




Rear 

( Front 

4 


HB701 


715 





\ Rear 

8 


HB701 






Front 

( Front 

4 


HB701 







t Rear 

8 


HB701 


King bolt assemblies are complete with lock pins, bearings, plugs, etc., unless otherwise specified. 

There are a number of cases where certain models of trucks have optional front axles. To help you in the selection of the proper King Bolt Set in such cases, we are showing 
the length and diameter of the Bolt. 
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|0| Spring and Shackle Rubber Bi 

f t f (Shackle Links and Shackle Assemblies 

Lisbings | 


1 

i 

YEARS 

MODELS 

FRONT SPRING 

REAR SPRING 

D „ ••• M No. Shackle Harris 

posmon Used Sjde Ljnk Bushjng 

DneUInr, NO. Shackle 

Positjon used sjde Ljnk 

Harris 

Bushing 

1936 

654, 852, 6 & 8 cyls. 

AUBURN 

Front 8 HB680 

Rear 8 HB680 

Front 4 HB682 

Rear 4 HB686 

1934-35 

652, 652X, 652Y, 653, 6 cyls. 

Front 8 HB680 

Rear 8 HB680 

Front 4 HB682 

Rear 8 HB680 

1934-35 

850, 850X, 850Y, 851, 8 cyls. 

Front 8 HB680 

Rear Up. 4 HB686 

Rear Lr. 4 HB680 

Front 4 HB682 

Rear 8 HB680 

1931-33 

8-98, 8-100, 8-101, 8-105, 8 cyls. 

Rear 8 HB686 


1939-48 

39-61; 40-62, 72; 

41-60S, 61, 62, 63, 67, 75, 

46-60S, 61, 62, 75, 47-60S, 61, 62, 

75, 48-60S, 61, 62, 75, 8 cyls. 

CADILLAC 

Front 4 HB760 

Rear 8 HB760 

(lnner-w/pins) £3T2 SH508 

(Outer) £T2 SH509 

1938-40 

38-60S, 39-60S, 40-60S, 8 cyls. 


Front 4 HB689 

1936-40 

36-70, 75, 80, 85 

38- 65 except 160" W.B., 38-75, 90 

39- 75, 90; 40-75, 90; 8-12-16 cyls. 

• 

Front 4 HB711 

Rear Up. 4 HB711 

1937 

37-65, 70, 75, 85; 8-12 cyls. 


Front 4 HB711 

1934-37 

355D, 370D, 452D, 36-90, 37-90 

8-12-16 cyls. 


Front 4 HB712 

Rear Up. 4 HB711 

1936 

36-60, 8 cyls. 


Front 4 HB734 

1941-48 

All 

(Cars equipped with Harris Shackles) 

CHEVROLET 

Rear 8 HB735 

Complete Shackle£3rHS106 

1941-48 

All Models (Except 1941-42 C33, C37, 

8 cyls.) 

CHRYSLER 

Rear 8 *HB735 

Complete ShackledHS104 

OR 

Rear 8 *HB850 

Complete Shackle£3THS104N 
*NOTE—HB735 used with early type HS104 
and HB850 used with late type HS104N. 

1941-42 

C33, C37, 8 cyls. (Crown Imperial) 


Rear 8 HB760 

1937-40 

C14, C16, CIS, C19, C22, C23, C25, 

C26, 6 & 8 cyls. 


Rear 8 HB850 

Complete Shackle£^HS104N 

Optional Harris Typecf 

1947-48 

All Models 

CROSLEY 

Front 8 HB719 

Rear 4 HB719 

Front 4 HB719 

Rear 8 HB719 

1940-48 

All Models 

DE SOTO 

Rear 8 *HB735 

Complete Shackle£3THS104 

OR 

Rear 8 *HB850 

Complete Shackle£3THS104N 
*NOTE—HB735 used with early type HS104 
and HBS50 used with late type HS104N. 

1937-39 

SF, S3, S5, S6 


Rear 8 HB850 

Complete Shackle#^HS104N 

Optional Harris Typed* 


2 





















































Spring and Shackle Rubber Bushings 

(Shackle Links and Shackle Assemblies) 



YFA pc 

li/-v r-N cf c 

FRONT SPRING 

REAR SPRING 

T Ci M ia O 

MODELS 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 


1941-48 

All Models 

DODGE 

Rear 8 *HB735 

Complete Shackle&THS104 

OR 

Rear 8 *HB850 

Complete Shackle«2THS104N 
*NOTE—HB735 used with early type HS104 
and HB850 used with late type HS104N. 

1935-40 

DU, D2, D5, D8, Dll, D14, D17 


Rear 8 HB850 

Complete Shackle£^HS104N 

Optional Harris Typed* 

1935-41 

FE 

%-iy 2 Ton Models 

DERAL TRUCK 

Front 4 HB695 

Rear 8 HB695 

Front 4 HB701 

Rear 8 HB701 

1935-41 

l%-2 y 2 Ton Models 

Front 4 HB695 

Rear 8 HB695 

Front 4 HB702 

1939 

Vz Ton Model 

Front 4 HB735 

Rear 8 HB735 

Front 4 HB760 

Rear 8 HB760 

1949 

All Pass. 

FORD 

Front 4 HB860 

Rear 8 HB860 

1942-48 

All Pass. 

Front 4 HB760 

Rear 4 HB761 

1937-40 

74, 78, 81A, 82A, 91A, 922A, 01A, 022A, 

8 cyls., $0 & 85 H.P. 

Harris Type Optional Shackles 

Front 8 HB768 

2 HS102 

d" Complete 

Shackle 

Rear 8 HB795 

2 HS103 

d* Complete 

Shackle 

1936 

68 , 8 cyls. 

Harris Type Optional Shackle 

Front 8 HB768 

2 HS102 

Complete 

Shackle 


1935 

48, 8 cyls. 

Harris Type Optional Shackles 

Front 8 HB768 

2 HS102 

c? Complete 

Shackle 

Rear 8 HB795 

2 HS103 

cT Complete 

Shackle 

1933 

G. M. C. 

Taxi, 014 

* (Also See Yellow Cock 

Front 4 HB691 

Rear 8 HB691 

ch) 

Front 4 HB683 

Rear 8 HB683 


Coaches, 709, 712, 714, 715, 789 

Front 4 HB701 

Rear 8 HB701 

Front 4 HB701 

Rear 8 HB701 


395, 767 

Front 6 HB691 

Rear 6 HB691 

Front 6 HB683 

Rear 6 HB683 

1935 

74, 6 cyls. 

GRAHAM 

Front 4 HB691 

Rear 8 HB691 

Front 4 HB709 

Rear 8 HB691 

1935 

72, 75, 8 cyls. 

Kick Shac. 2 HB687 

Rear (R.H.) 4 HB693 

Front 4 HB686 

Rear 8 HB680 

1934-35 

68 , 73, 6 cyls. 

Front 4 HB691 

Rear (R.H.) 4 HB709 

Rear (L.H.) 4 HB710 

Kick Shac. 2 HB692 

Front 4 HB709 

Rear 8 HB691 

1934 

67, 69, 8 cyls. 

Kick Shac. 2 HB692 

Rear (R.H.) 4 HB693 

Front 4 HB686 

Rear 8 HB680 

1933 

65, Standard Six 

Kick Shac. 2 HB692 

Rear (R.H.) 4 HB686 

Rear (L.H.) 4 HB693 

Rear 8 HB680 

1932-33 

57, Blue Streak; 64, Std., 8 Cyls. 

Front 4 HB680 

Rear (R.H.) 4 HB686 

Rear (L.H.) 4 HB687 



3 

































































Spring and Shackle Rubber Bushings 

(Shackle Links and Shackle Assemblies) 


£ 






YEARS 

MODELS 

FRONT SPRING 

REAR SPRING 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 


G R A H A M-Cont'd 


1931-33 

53, 54, 56, 58, 6 cyls. 

Special 8, Series 820 

Front 4 HB680 

Rear 8 HB680 

Front 4 HB680 

Rear 8 HB680 

1940-48 

All Models, 6-8 cyls. 

HUDSON 

1 

Front 4 HB928 

1936 

IN 

85 

DIANA TRUCK 

Front 6 HB680 

Rear 6 HB680 

Front 6 HB701 

Rear 6 HB701 

1939-40 

39-50, 40-50, 52, 8 cyls. 

LA SALLE 

Front 4 HB760 

Rear 8 HB760 

(lnner-w/pins)£SP2 SH508 

(Outer) £^2 SH509 

1936 

36-50, 8 cyls. 


Front 4 HB734 

1935 

35-50, 8 cyls. 


Front 4 HB734 

Rear HB734 

1949 

All Models 

LINCOLN 

Front 4 HB861 

Rear 8 H B861 

1949 

All Models 

MERCURY 

Front 4 HB861 

Rear 8 HB861 

1942-48 

All Models 

Front 4 HB760 

Rear 4 HB761 

1941-48 

4160, 4240, 4260, 4180, 4280, 

Ambassador, 4660, 4760, 4860, 6 & 8 

NASH 

Front 4 HB928 

1935-37 

3520, 3580, 3620, 3640, 3640A, 3680, 3720, 
3780, 6-8 cyls. 


Front 2 HB781 

1934 

1220, 1280, 6-8 cyls. 


Front 4 HB691 

1934 

1290, 8 cyls. 


Front 4 HB6S4 

Rear 8 HB683 

1932-33 

1080, 1180, 8 cyls. 

Front 4 HB680 

Rear 8 HB680 

Front 4 HB686 

Rear 8 HB680 

1941-48 

1901A-03A-04-05-07-08, 2126, 
2213-20-22-26 

PACKARD 

Front 4 HB982 

Rear 8 HB982 

1940-48 

1800-01-03-06, 1900-01-03-06, 1951, 
2000-01-03-06-10-11, 2100-01-03- 
06-11-30, 2201-02-06-11-32-33-40 


Front 4 HB963 

Rear 8 HB963 

1938-40 

1600-1-2; 1700-1-2-3-4-5; 

1801A-3A-4-5-7-8, 6-8 cyls. 


Front 2 HB796 

Rear 4 HB796 

1938-39 

1607-8, 1707-8, 12 cyls. 


Front 4 HB711 

Rear 8 HB711 
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Spring and Shackle Rubber Bushings 

(Shackle Links and Shackle Assemblies) 



YFA DC 


FRONT SPRING 

REAR SPRING 

T ELMrlO 

MUUtLb 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 

Position 

No. 

Used 

Shackle 
Side Link 

Harris 

Bushing 


1940-48 

All Models 

PLYMOUTH 

Rear 8 *HB735 

Complete Shackle*^ HS104 

OR 

Rear 8 *HB850 

Complete Shackle*?! HS104N 
*N0TE—HB735 used with early type HS104 
and HB850 used with late type HS104N. 

1935-39 

All Models (Except 1936 7 Pass. Sedan 
& Limo.) 


Rear 8 HB850 

Complete Shackle*?/ HS104N 

Optional Harris Typecf 

1936-39 

1L4, 1L5 

REO BUS 

Front 4 HB684 

Rear 8 HB684 

Front 4 HB713 

Rear 8 HB713 

1946-48 

S 

14A, 15A, Commander 

TUDEBAKER 

Front 4 HB735 

Rear 8 HB735 

1939-48 

Champion G, 2G, 3G, 4G, 5G. 6G, 7G, 

6 cyls. 


Front 4 HB735 

Rear 8 HB735 

(lnner-w/pins) *?F2 SH506 

(Outer) *3T2 SH507 

1940-42 

Commander 10A, 11A, 12A, 6 cyls. 

President, 6C, 7C, SC, 8 cyls. 


Front 4 HB735 

Rear 8 HB735 

(Inner-w/pins)£r2 SH504 

(Outer) fcT2 SH505 

1936-37 

President, 2C, 3C, 8 cyls. 


Front 4 HB740 

Rear 4 HB740 

1935 

IB after No. 8017460; 1C after No. 7102790 


Front 4 HB690 

Rear Up. 4 HB689 

1935 

IB to No. 8017460; 1C to No. 7102790 


Front 4 HB681 

Rear 8 HB681 

1941-47 

STUDEBAKER TRUCK 

| M15, MI5A, M16, M17, l%-2 Ton | 

Front 4 HB929 

1937-39 

700 

WHITE 

Front 8 HB680 

Rear 4 HB680 

Front 4 HB701 

Rear 8 HB701 

1945-47 

4-63 

W 1 L LY S 

Front 4 HB745 

Rear 4 HB745 

1939-42 

All, 4 cyls. 

Front 4 HB735 

Rear 8 HB735 

Front 4 HB735 

Rear 8 HB735 

1939-41 

YE 

PG2501-02-03-04, PD2901-02, 

PG2901-02-03 

LLOW COACH 

Front 8 HB73S 

Rear 4 HB738 

Front 4 HB738 

Rear 8 HB738 
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Shock Absorber Grommets 



SHOCK ABSORBER GROMMET 

REPLACEMENT PACKAGES 


Stock 

No. Description 


HBS-724 Unit Package of 16 HB-724 Shock Absorber Grommets 

HBS-779 Unit Package of 16 HB-779 Shock Absorber Grommets 

See listings below for car and model information 


YEARS 

MODELS 

FRONT 

REAR 

DfltU;nn No. Harris 

Position used Bushing 

Position used Bushing 

1938 

BUICK 

All, 8 cyls. 

8 HB947 

1939-40 J 

CHEVROLET 

JB, KB, 6 cyls. (Com’l Axle) | 8 HB724 | 


1941-48 

CHRYSI 

028, C30, C34, C38, 6-8 cyls. 

(Cars equipped with std. size shock absorbers) 

LER 

8 HB779 

Lcwer 4 HB779 

(Cars equipped with oversize front shocks) 

Upper 4 HB947 

Lower 4 H B779 


(Cars equipped with oversize rear shocks) 


8 HB779 

1941-42 

C33, C37, Crown imperial, 8 cyls. 

Upper 4 HB947 

Lower 4 HB779 

Lower 4 HB779 

1940 

C27, Crown Imperial, 8 cyls. 

Upper 4 HB947 

Lower 4 HB779 

8 HB779 

1939-40 

C22, C23, C24, C25, C26, 6-8 cyls. 

(Cars equipped with std. size shock absorbers) 

8 HB779 

8 HB779 

(Cars equipped with oversize front shocks) 

Upper 4 HB947 

Lower 4 HB779 


1937-38 

C14, C15, C16, C18, C19, C20, 6-8 cyls. 

8 HB779 

8 HB779 

1939-48 

DE SO 

S6, S7, S8, S10, Sll, 6 cyls. 

(Cars equipped with std. size shock absorbers) 

TO 

8 HB779 

8 HB779 

(Cars equipped with oversize front shocks) 

Upper 4 HB947 

Lower 4 HB779 


1937-38 

S3, S5, 6 cyls. 

8 HB779 

8 HB779 

1940-48 

DODC 

D14, D17, D19, D22, 024, 6 cyls. 

(Cars equipped with std. size shock absorbers) 

i E 

8 HB779 

8 HB779 

(Cars equipped with oversize front shocks) 

Upper 4 HB947 

Lower 4 HB779 


1937-39 

D5, D8, Dll, 6 cyls. 

8 HB779 

8 HB779 

1941-47 

DODGE T 

WC, WD15, WD20, WD21 

RUCK 

Upper 4 HB779 

Lower 4 HB779 

Upper 4 HB779 

Lower 4 HB779 

1946-47 

WJ, WK, WR Series 

Upper 4 HB593 

Lower 4 HB593 


1949 

FORI 

Ail Pass. 

) 

Upper 4 HB779 

Lower 4 HB779 
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El 

| Shock Absorber Grommets | 

i 


YEARS 

MODELS 

FRONT 

REAR 

Position ."i, „ H “™ 

Used Bushing 

Position ^ 

Harris 

Bushing 


FORD BUS 


1941-47 

All 


Upper 4 HB704 

Lower 4 HB704 

1935-36 

GRAH 

72, 73, 75, 81, 83, 6-8 cyls. 

AM 

8 HB724 

8 HB724 

1935 

74, 6 cyls. 

4 HB724 

8 HB724 

1940-48 

HUDS< 

All Models, 6*8 cyls. 

ON 

8 HB724 

1935-39 

All Models, 6-8 cyls. 


Head 8 HB724 

Base 4 HB724 

1949 

LINCO 

All 

LN 

I Upper 4 HB779 

I Lower 4 HB779 

1949 

MERCU 

All 

IRY 

Upper 4 HB779 

Lower 4 HB779 

1941-42 

NASH 

| 4140, 4240 1 Lower 4 HB724 


1941-48 

PACKARD 

| All Models, 6-8 cyls. 

8 HB779 

1939-48 

PLYMOI 

P7, P 8 , P9, P10, Pll, P12, P14, P15, 6 cyls. 

(Cars equipped with std. size shock absorbers) 

UTH 

8 HB779 

8 HB779 

(Cars equipped with oversize front shocks) 

Upper 4 HB947 

Lower 4 HB779 


1937-38 

P3, P4, P5, P 6 , 6 cyls. 

8 HB779 

8 HB779 

1937-41 

Commercial, PT50-57-81*105-125 # 

8 HB779 

8 HB779 

PONTIAC 

1937-48 | All Models, 6-8 cyls. 

8 HB724 

1941-48 

STUDEB 

11A, 12A, 14A, 15A Commander, 7C, 8 C President, 6-8 cyls. 

l K E R 

4 HB957 

1939-48 

Champion G, 2G, 3G, 4G, 5G, 6 G, 7G, 6 cyls. 


4 HB901 

1939-40 

9A after No. 4,112,701, 5C, 10A, 6 C, 6-8 cyls. 


8 HB724 

1937-39 

3C, 4C, 6 A, 7A, 8 A, 9A to No. 4,112,701, 6-8 cyls. 

8 HB724 

8 HB724 

1937 

5A, 8 cyls. 

4 HB724 

8 HB724 

1935-38 

TERRAPL 

All Models, 6 cyls. 

A N E 

Head 8 HB724 

Base 4 HB724 

1941-42 

WILLY 

441, 442, Americar, 4 cyls. 

S 

8 HB779 ] 

8 HB779 

1940 

440, 4 cyls. 


8 HB724 

1937-39 

All Models, 4 cyls. 

8 HB724 

8 HB724 
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wfipk Front Suspension Rubber Mounting Parts | 

fd 

YEARS 

MODELS 

NAME OR DESCRIPTION OF PART 

No. 

Used 

Harris 

Bushing 

1939 

G 

39-40, 39-60, 8 cyls. 

IUICK 

Lower Control Arm Bushing—Inner 

4 HB742 

CADILLAC 

1939 39-61, 8 cyIs. J Lower Suspension Arm Bushing—Inner 

4 HB742 

1939 

LA SALLE 

39-50, 8 cyls. 1 Lower Suspension Arm Bushing—Inner 

4 HB742 

1940-42 

PACKARD 

All Models, 6-8 cyls. ! Front Wheel Support Insulator—Upper 

4 HB769 

1940-42 

1800-1-3-6. 1900-1-3-6, 2020-21-23-30 | Front Wheel Torque Arm Insulator 

I ----- 

4 HB935 

1940 

All Models, 6-8 cyls. j Front Wheel Support Arm Inner Pin Insulator 

4 HB909 

1941-42 

STU 

11A, 12A Commander, 7C, 8 C President, 6-8 cyls. 

DEBAKER 

Knuckle Support Arm Bushing 

8 HB673 

1941-42 

All Models, 6-8 cyls. 

Front Spring Control Link Bushing 

2 HB957 

1939-42 

Champion G, 2G, 3G, 4G, 6 cyls. 

Knuckle Support Arm Bushing 

8 HB971 

1939-40 

9A after No. 4,112,701: 10A, 5C, 6 C, 6-8 cyls. 

Steering Knuckle Support T-Arm Bushing 

8 HB688 

1939 

5C: 9A after No. 4,112, 701; 6-8 cyls. 

Front Spring Control Link Bushing—Outer 

4 HB724 

1938-39 

4C, 7A. 8 A, *A to No. 4,112,701 6-8 cyls. 

Front Spring Control Link Bushing 

4 HB724 

1935-39 

IB, 1C, 2C, 3C, 4C. 4A, 6 A, 7A, 

8 A, 9A to No. 4,112,701; 6-8 cyls. 

Steering Knuckle Support T-Arm Bushing 

8 HB721 

1945-47 

WILLYS 

4.53 I Upper Control Arm Bushing 

| 8 HB577 


Miscellaneous Rubber Applications 

BUICK 


1941-48 

All Models, 8 cyls. 

Radius Rod Bushing 

4 HB970 

1940 

40, 50, 60, 70, 8 cyls. 

Radius Rod Bushing 

4 HB970 

1940 

80, 90, 8 cyls. 

Radius Rod Bushing 

4 HB971 

1939 

1939 

40. 60, 8 cyls. 

Radius Rod Bushing 

2 HB978 

80, 90, 8 cyls. 

Radius Rod Bushing 

4 HB971 

1938 

40, 60, 8 cyls. 

Radius Rod Bushing 

4 HB970 

1938 

80, 90, 8 cyls. 

Radius Rod Bushing 

4 HB971 

1937-40 

C A 

3760; 3860. 3S60S, 3865, 3875. 3890; 

3960S, 3975, 3990; 4060S, 4075, 4090 

k D 1 L L A C 

Rear Stabilizer Bushing 

4 HB947 

1941-48 

CHRYSLER 

C28, C30, C33, C34, C38, (Except Conv. Coupe 1 Rear Axle Transverse Strut Bushing 

| and 7 Pass. Sedan and Limo.) I 

j 2 HB978 

D 

1941-48 S 8 , S10. Sll (Except Cony. Coupe and 7 Pass. 

Sedan and Limo.) 

E SOTO 

j Rear Axle Transverse Strut Bushing 

2 HB978 
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Miscellaneous Rubber Applications 




YEARS 

MODELS 

NAME OR DESCRIPTION OF PART 

No. Harris 

Used Bushing 

1941-48 

D 

D19, D22, D24 (Except Conv. Coupe and 7 Pass. 

Sedan and Limo.) 

lODGE 

Rear Axle Transverse Strut Bushing 

2 HB978 

1941-47 

All Pass. 

FORD 

Sway Rod Strut Bushing 

4 HB724 

1935 

C 

T46, T46H, 5 Ton 

i • M • C • 

Radius Rod Bushing 

4 HB739 

1933-35 

, GRAHAM 

65, 68, 73, 6 cyls. | Motor Mountings 

8 HB680 

1936-39 

H 

63, 73, 83, 92, 93, 6 cyls. 

64, 65, 66, 67, 74, 75, 76, 77, 84, 85, 

87, 95, 97, 8 cyls. 

UDSON 

Front Axle to Frame Arm Grommet 
(Radius Rod Bushing) 

4 HB744 

1937-38 | 

LA 

37-50, 38-50, 8 cyls. 

k SALLE 

Rear Stabilizer Bushing 

4 HB947 

1937-48 

LINCOLN 

All | Strut Rod Bushing 

4 HB724 

1939-48 

MERCURY 

| All | Sway Rod Stud Bushing 

| 4 HB724 

1941-48 

j All Model 40 

NASH 

| Engine Front Support Shackle Bushing 

j 8 HB735 

1941 

PACKARD 

1 All Models, 6-8 cyls. | Steering Gear Cross-Shaft Lever Ball Stud Bushing 

| 2 HB971 

1941 

PLYMOUTH 

| P12 (7-Pass. Sedan & Limousine) | Rear Axle Transverse Strut Bushing 

| 2 HB978 

1936-38 

TER 

61, 62, 71, 72, 81, 82 

RAPLAN E 

Front Axle to Frame Arm Grommet 
(Radius Red Bushing) 

4 HB744 
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Numerical List—Harris Products 

Bushings, Grommets and Other Rubber Applications 



TYPE A 

(Plain) 


TYPE B 

(Flanged) 


TYPE C 

(Spool Type) 


TYPE D 

Tapered) 


TYPES OF HARRIS BUSHINGS 


Stock 

No. 

HB577 

HB593 

HB673 

HB680 


Mfrs. 
Part No. 
641016 
930048 
199388 
D10721 
76710 


Make, Model and Year 
Willys—4-63, 1945-47 
Dodge Truck—WJ, WK, WR Series, 1946-47 
Studebaker—11A, 12A, Commander, 7C, 8C, President, 1941-42 
Auburn—652, 652X, 652Y, 653, 654, 850, 850X, 850Y, 851, 852, 1934-36 
Graham—53, 54, 56, 58, 65, 68, 73, 6 cyls.; Spl. 8, Series 820; 57, 64, 67, 69, 
72, 75, 8 cyls., 1931-35 
Indiana Truck—85, 1936 


DIMENSIONS 


I.D. 

O.D. 

Length 

Type 

H 

Itt 

1 % 

B 


1 % 

« 

D 

% 

1H 

1 * 

B 

% 

m 

ltt 

A 



21276 

A35777X 

Nash—1080, 1180, 8 cyls., 1932-33 

White Truck—700, 1937-39 





HB681 

185586 

Studebaker—Comm. IB to No. 8017460; Pres. 1C to No. 7102790, 1935 

% 

ltt 

i* 

A 

HB682 

D10722 

Auburn—652, 652X, 652Y, 653, 654, 850, S50X, 850Y, 851, 852, 1934-36 

% 

m 

iy 2 

A 

HB683 

079270 

86089 

G.M.C.—395, 767; Taxi, 014 

Nash—1290, 8 cyls., 1934 

% 

m 

itt 

A 

HB684 

86088 

18958 

Nash—1290, 8 cyls., 1934 

Reo Bus—1L4, 1L5, 1936-39 

tt 

m 

itt 

A 

HB686 

D10722 

78326 

43663 

Auburn—8-98, 8-100, 8-101, 8-105, 654, 850, 850X, 850Y, 851, 852, 6-8 
cyls., 1931-36 

Graham—57, 64, 65, 67, 69, 72, 75, 6-8 cyls., 1932-35 

Nash—1080, 1180, 8 cyls., 1932-33 

% 

itt 

itt 

A 

HB687 

78898 

Graham, 57, 64, 8 cyls., 1932-33; 72, 75, 8 cyls., 1935 


itt 

2 tt 

A 

HB688 

194247 

Studebaker—9A after No. 4112701, 10A, 5C, 6C, 6-8 cyls., 1939-40 

% 

m 

ltt 

B 

HB689 

1426216 

186208 

Cadillac—38-60S, 39-60S, 40-60S, 1938-40 

Studebaker—IB after No. 8017460; 1C after No. 7102790, 1935 

tt 

in 

1* 

A 

HB690 

186281 

Studebaker—IB after No. 8017460; 1C after No. 7102790, 1935 

1 * 

i% 

1A 

A 

HB691 

079199 

80302 

24781 

G.M.C.—395, 767; Taxi, 014 

Graham—68, 73, 74, 6 cyls., 1934-35 

Nash—1220, 1280, 6-8 cyls., 1934 

% 

itt 

1 % 

A 

HB692 

79630 

Graham—65, 67, 68, 69, 73, 6-8 cyls., 1933-35 

% 

itt 

2 & 

A 


HB693 

79632 

Graham—65, 67, 69, 72, 75, 6-8 cyls., 1933-35 

HB695 

13A-7937 

Federal Truck—%-234 Ton Models, 1935-41 

HB701 

13A-7938 

Federal Truck—%-l% Ton Models, 1935-41 


084663 

G.M.C.—Coaches, 709, 712, 714, 715, 789 

Indiana Truck—85, 1936 


A35775X 

White Truck—700, 1937-39 

HB702 

13A-7939 

Federal Truck—1%-2% Ton Models, 1935-41 

HB704 

19B-18060A 

Ford Bus, 1941-47 

HB709 

80301 

Graham—68, 73, 74, 6 cyls., 1934-35 


27038 

Nash—superseded by 92631 (see HB781) 


% 

itt 

i* 

A 

tt 

i% 

iy 2 

A 

tt 

itt 

iy 2 

A 

tt 

itt 

itt 

A 

% 

i* 

ift 

C 

tt 

itt 

136 

A 

tt 

itt 

1* 

A 

tt 

i% 

ltt 

A 

tt 

itt 

ltt 

A 

136 


1A 

A 

y 2 

tt 

1 

B 

% 

ltt 

1 % 

A 

tt 

ltt- 

a 

D 


HB710 

80295 

HB711 

1403004 


232740 

HB712 

1403003 

HB713 

18959 

HB719 

200059 

HB721 

182920 


HB724 


5304297 

99A-3556 

82005 

47278 

99A-3556 

99A-3556 

95205 

5304297 

189604 

AE-7504 


Graham—68, 73, 6 cyls., 1934-35 

Cadillac—355D, 370D, 452D; 36-70, 75, 80, 85, 90; 37-65, 70, 75, 85, 90; 

38-65 except 160" W.B., 38-75, 90; 39-75, 90; 40-75, 90; 1934-40 
Packard—1607, 1608, 1707, 1708, 12 cyls., 1938-39 
Cadillac—355D, 370D, 452D, 36-90, 37-90, 1934-37 
Reo Bus—1L4, 1L5, 1936-39 
Crosley—All, 1946-48 

Studebaker—IB, 1C, 2C, 3C, 4C, 4A, 6A, 7A, 8A, 9A to No. 4112701, 6-8 
cyls., 1935-39 


Chevrolet—JB, KB (Conv’l. Axle) 1939-40 
Ford—All Pass., 1942-48 

Graham—72, 73, 74, 75, 81, 83, 6-8 cyls., 1935-36 

Hudson—All Models, 6-8 cyls., 1941-48 

Lincoln—All Models, 1937-48 

Mercury—All Models, 1942-48 

Nash—4140, 4240, 1941-42 

Pontiac—All Models, 1937-48 

Studebaker—3C, 4C, 5A, 5C, 6A, 6C, 7A, 8A, 9A, 10A, 6-8 cyls., 1937-40 
Willys—All Models, 4 cyls., 1937-40 









































Numerical List—Harris Products 

Bushings, Grommets and Other Rubber Applications 




Stock 

Mfrs. 


No. 

Part No. 

Make, Model and Year 

HB734 

1409871 

Cadillac—36-60, 1936 

HB735 

3660540 

Chevrolet—All Cars equipped with Harris Shackles, 1941-48 


857836 

Chrysler—All Models, 1941-47 


857836 

DeSoto—All Models, 1940-47 


857836 

Dodge—All Models, 1941-47 

Federal Truck—y 2 Ton, 1939 


200430 

Fraser—All Models, 1946-48 


200430 

Kaiser—All Models, 1946-48 


3107679 

Nash—4140, 4240, 1941-42 


857836 

Plymouth—All Models, 1940-47 


196643 

Studebaker—All Pass, and M5 Truck, 1939-48 


637069 

Willys—All 4 Cyl., 1939-42 


HB739 

2016704 

G.M.C.—T46, T46H, 1935 

HB740 

187508 

Studebaker—Pres. 2C, 3C, 1936-37 

HB742 

1306519 

Buick—39-40, 39-60, 1939 


1306519 

Cadillac—39-61, 1939 


1306519 

LaSalle—39-50, 1939 

HB744 

150561 

Hudson—63, 64, 65, 66, 67, 73, 74, 75, 76, 
97, 6-8 cyls., 1936-39 


150561 

Terraplane—61, 62, 71, 72, 81, 82, 1936-38 

HB745 

641299 

Willys—4-63, 1945-47 


HB760 

1427894 

864538 

13A-8078 

21A-5467 

21A-5467 


1427894 

HB761 

21A-5719 

HB768 

HB769 

338830 

1309408 


358791 

196525 

HB776 



Cadillac—39-61; 40-62, 72; 41-60S, 61, 62, 63, 67, 75, 1939-48 

Chrysler—C33, C37, 1941-42 
Federal Truck—34 Ton Model, 1939 

Ford—2GA, 21A, 6GA, 7GA, 69A, 79A, 114" WB., 6-8 cyls., 1942-48 
Mercury—29A, 69M, 79M, 89M, 1942-48 

Studebaker Truck—M15, M16, 120-128-152-195" WB., Std. and HD., 1941-48 

LaSalle—39-50, 40-50, 40-52, 1939-40 

Ford—2GA, 21A, 6-8 cyls., 1942-48 

Ford (HS103 Shackle Bushing) 1937-41 

Packard—All Models, 6-8 cyls., 1940-42 

Buick—39-80, 39-90, 1939 

Packard—All Models, 6-8 cyls., 1940-42 

Studebaker—Champion G, 2G, 3G, 4G, 1939-42 

Superseded by HB971 (Use two HB971 for one HB776) 


HB779 


668164 

668164 

668164 

51A-18197 

51A-18197 

51A-18197 

347423 

668164 

637936 


Chrysler—All Models, 1937-48 

DeSoto—All Models, 1937-48 

Dodge—All Models, 1937-48 

Ford—All Models, 1949 

Lincoln—All Models, 1949 

Mercury—All Models, 1949 

Packard—All Models, 1941-48 

Plymouth—All Models, 1937-48 

Willys—38, 39, 440, 441, 442, CJ-2A, 1938-47 


HB781 

92631 

HB795 


HB796 

326619 

HB850 

1137704 


1137704 


1137704 


1137704 

HB860 

8A-5719 

HB861 

8M-5719 


8M-5719 

HB901 

195284 

HB909 

348118 

HB928 

159944 


3107490 

HB929 

665121 

HB935 

348172 

HB947 

1302790 


1424707 


689062 


689062 


689062 


689062 


1424707 


689062 


HB957 

11A-18060 

198685 

HB963 

347126 

HB970 

1305839 

HB971 

1305840 

HB978 

1309407 

866246 

866246 

866246 

866246 

HB982 

354999 


Nash—3520, 3580, 3620, 3640, 3640A, 3680, 3720, 3780, 6-8 cyls., 1935-37 

Ford—(HS103 Shackle Bushing) 1937-41 

Packard—1600-1-2, 1700-1-2-3-4-5, 1801A-3A-4-5-7-8, 6-8 cyls., 1938-40 

Chrysler—All, 1948 

DeSoto—All, 1948 

Dodge—All, 1948 

Plymouth—All, 1948 

Ford—8BA, 8HA, 1949 

Lincoln—9H, 9L, 1949 

Mercury—9M, 1949 

Studebaker—Champion G, 2G, 3G, 4G, 1939-42 
Packard—All Models, 6-8 cyls., 1940 
Hudson—All Models, 1940-48 

Nash—4160, 4260, 4180, 4280, 4660, 4760, 4860, 1941-48 
Studebaker Truck—M15, M15A, M16, M17, 1941-48 
Packard—1800-1-3-6, 1900-1-3-6, 2020-21-23-30, 1940-42 
Buick—All Models, 1938 ~ 

Cadillac—3760, 3860, 3860S, 3865, 3875^3890, 3960S, 3975, 3990 4060S 
4075, 4090, 1937-40 

Chrysler—All, 1939-48 (For oversize front shock absorber) 

Chrysler—C27, C33, C34, C36, C37, Crown Imperial, 1940-42 
DeSoto—All, 1939-48 (Used only on cars having oversize front shock absorbers) 
Dodge—All, 1940-48 (Used only on cars having oversize front shock absorbers) 

LaSalle—37-50, 38-50, 1937-38 

Plymouth—All, 193 9-48 (Used only on cars having oversize front shock absorbers) 
Ford Truck—All Comm., 194^47 ~ 

Studebaker—All, 1941-42; 14A-15A, 1947-48 

Packard—1800-01-03-06, 1900-01-03-06, 1951 Clipper, 2000-01-03-06- 
10-11, 2100-01-03-06-11-30, 2201-02-06-11-32-33-40, 1939-48 
Buick—3840, 3860, 1938; 40, 50, 60, 70, 1940-41; 

4190, H40, H50, H60, H70, 1941-42; All, 1946-48 
Buick—3880, 3890, 1938; 4080, 4090, 1940 
Packard—All Models, 6-8 Cyl., 1940-42 
Studebaker—Champion, 1939-42 
Buick—3940, 3960, 1939 
Chrysler—All Models, 6-8 cyls., 1941-48 
DeSoto—All Models, 1941-48 
Dodge—All Models, 1941-48 
Plymouth—P12 (7-Pass. Sedan and Limousine), 1941 
Packard—1901A-03A-04-05-07-08, 2126, 2213-20-22-26, 1941 -48 


DIMENSIONS 


I.D. 

O.D. 

Length 

Type 

% 

If* 

1 * 
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Numerical List—Harris Shackle Assemblies 


Stock 





No. 


Make, Model and Year 



HS-102 


Ford—48, 68, 74, 78, 81A, 82A, 91A, 922A, 01A, 022A, 1935-40 (Front) 



HS-103 


Ford—48, 1935; 74, 78, 81A, 82A, 91A, 922A, 01A, 022A, 1937-40 (Rear) 



HS-104N \ 


Chrysler—All Models (Except C33, C37) 1937-48 



HS-104 / 


DeSoto—All Models, 1937-48 





Dodge—All Models, 1935-48 

Plymouth—All Models (Except 1936 7 Pass.) 1935-48 



HS-106 


Chevrolet—All Pass., 1941-48 



Numerical List—Harris Shackle Side Links 

Stock 

Mfrs. 




No. 

Part No. 

Make, Model and Year 



SH504 

197189 

Studebaker—10A, 11A, 12A, 6C, 7C, 8C, 1940-42 (Inner Link—with pins) 



SH505 

197190 

Studebaker—10A, 11A, 12A, 6C, 7C, 8C, 1940-42 (Outer Link) 



SH506 

196856 

Studebaker—Champion G, 2G, 3G, 4G, 5G, 6G, 7G, 1939-48 (Inner Link— 





with pins) 



SH507 

196857 

Studebaker—Champion G, 2G, 3G, 4G, 5G, 6G, 7G, 1939-48 (Outer Link) 



SH50S 

1428202 

Cadillac—61, 62, 72, 60S, 61, 62, 63, 67, 75, 1939-48 1 

LaSalle—3950, 4050, 4052, 1939-40 j 

- (Inner Link—with pins) 


SH509 

1428203 

Cadillac—61, 62, 72, 60S, 61, 62, 63, 67, 75, 1939-48 ) 

LaSalle—3950, 4050, 4052, 1939-40 i 

• (Outer Link) 


SH512 

347412 

Packard—1951 Clipper, 2000-1-3-6, 2010-11, 2100-01-03-06-11-30, 
2201-02-06-11-32-33-40, 6 & 8 cyls., 1941-48 

Packard—1951 Clipper, 2000-1-3-6, 2010-11, 2100-01-03-06-11-30, 



SH513 

347414 

2201-02-06-11-32-33-40, 6 & 8 cyls., 1941-48 



SH514 

354105 

Packard—1800, 6 cyls., 1940 



SH515 

354104 

Packard—1810, 6 cyls., 1940 



SH516 

341635 

Packard—1600-1-1A-1D, 1602; 1700-1-1A-2-3-3A-5; 1801A-3A-4-5-7-8; 




6-8 cyls., 1939-40 



SH517 

341634 

Packard—1600-1-1A-1D-2; 1700-1-1A-2-3-3A-5; 1801A-3A-4-5-7-8; 6-8 




cyls., 1939-40 
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^Thompson ENGINE and CHASSIS Parts 

CON ROD EXCHANGE • ENGINE BEARINGS • VALVES • VALVE 
GUIDES • VALVE SEAT INSERTS • VALVE SPRINGS • VALVE 
RETAINERS • VALVE ROTOCAPS • PISTONS • PISTON PINS • PISTON 
PIN BUSHINGS • CYLINDER SLEEVES • WATER PUMPS • PUMP 
PARTS • TIE RODS • KING PINS • KING PIN SETS • SPRING BOLTS 
• TIE ROD BOLTS • BUSHINGS • SILENT "U" SPRING SHACKLES • 
TRYON SHACKLES • RUBBER SHACKLE BUSHINGS • SHOCK 

ABSORBER GROMMETS, ETC. • INDEPENDENT FRONT WHEEL SUS- 

* 

PENSION PARTS • 'VELVET GRIP" PISTON PIN AND KING BOLT 
VISES • VALVE GUIDE TOOLS • WATER PUMP REFACING TOOLS 
















